
Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

N1011 None
H.264

MJPEG
1 Camera 2560x1920 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N1012 None
H.264

MJPEG
1 Camera 2560x1920 Y/N 1/1 None Motion

Supported

by design
v2.19

N1031 None
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N1032 None
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N3011 None
H.264

MJPEG
1 Camera 2560x1920 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N3012 None
H.264

MJPEG
1 Camera 2560x1920 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N3031 None
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N3032 None
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N3071

Refer to

N3072(V1.1

3.0_STD-1)

H.264

MJPEG
1 Camera 1600x1200 Y/N 1/1

Pan

Tilt
Motion

Supported

by design
v2.4

3SVision

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection
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Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

3SVision

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

N3072
V1.13.0_ST

D-1
H.264 1 Camera 1600x1200 Y/Y 1/1

Pan

Tilt
Motion None v4.1

N5012
V1.01_STD-

1

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion None v2.16

N5013
V1.04_STD-

1

H.264

MJPEG
1 Camera 704x576 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v3.5

N5071
V1.02[BETA

]_STD-1

H.264

MJPEG
1 Camera 1600x1200 Y/N 1/1

Pan

Tilt

Zoom

Motion None v2.2

N6011 None
H.264

MJPEG
1 Camera 2560x1920 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N6012 None
H.264

MJPEG
1 Camera 2560x1920 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N6013 None
H.264

MJPEG
1 Camera 2560x1920 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N6014 None
H.264

MJPEG
1 Camera 2560x1920 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N6015 None
H.264

MJPEG
1 Camera 2560x1920 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19
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Video

Ch

Device
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Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

3SVision

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

N6016 None
H.264

MJPEG
1 Camera 2560x1920 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N6031 None
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N6032 None
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N6033 None
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N6034 None
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N6035 None
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N6036 None
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N6037 None
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N6038 None
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19
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Tested
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Format

Video

Ch

Device

Type
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Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

3SVision

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

N6072

Refer to

N6075(V1.0

5_STD-1)

H.264

MJPEG
1 Camera 1600x1200 Y/N 1/1 - Motion

Supported

by design
v2.4

N6073

Refer to

N6075(V1.0

5_STD-1)

H.264

MJPEG
1 Camera 1600x1200 Y/N 1/1 - Motion

Supported

by design
v2.4

N6074

Refer to

N6075(V1.0

5_STD-1)

H.264

MJPEG
1 Camera 1600x1200 Y/N 1/1 - Motion

Supported

by design
v2.4

N6075
V1.05_STD-

1

H.264

MJPEG
1 Camera 1600x1200 Y/N 1/1 - Motion None v2.4

N6076
Refer to

N6075

H.264

MJPEG
1 Camera 1600x1200 Y/N 1/1 - Motion

Supported

by design
v2.4

N6077
Refer to

N6075

H.264

MJPEG
1 Camera 1600x1200 Y/N 1/1 - Motion

Supported

by design
v2.4

N6082

Refer to

N9085

(V1.05.0)

H.264 1 Camera 1600x1200 N/N - - Motion
Supported

by design
v4.1

N8011 None
H.264

MJPEG
1 Camera 2560x1920 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N8012 None
H.264

MJPEG
1 Camera 2560x1920 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19
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Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

3SVision

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

N8031 None
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N8032 None
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N8072
V1.03_STD-

1

H.264

MJPEG
1 Camera 1600x1200 Y/N - - Motion None v2.2

N8072-C
V1.04.0_ST

D-1
H.264 1 Camera 1600x1200 N/N - - Motion None v4.1

N9012 None
H.264

MJPEG
1 Camera 2560x1920 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N9018
V1.01_STD-

1

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion None v3.5

N9032 None
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N9033 None
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19

N9034 None
H.264

MJPEG
1 Camera 2048x1536 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.19
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Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

3SVision

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

N9071 None
H.264

MJPEG
1 Camera 1600x1200 Y/N - - Motion None v2.4

N9073

Refer to

N3072(V1.1

3.0)

H.264 1 Camera 1600x1200 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.1

N9074

Refer to

N3072(V1.1

3.0)

H.264 1 Camera 1600x1200 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.1

N9082

Refer to

N9085

(V1.05.0)

H.264 1 Camera 1600x1200 N/N - - Motion
Supported

by design
v4.1

N9085 V1.05.0 H.264 1 Camera 1600x1200 N/N - - Motion None v4.1

S4071
V1.04_STD-

1

H.264

MJPEG
4

Video

Server
704x576 Y/N 4/4

Pan

Tilt

Zoom

Motion None v2.9



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Generic

A1D-500-

V6.05.23-

AC

H.264

MJPEG
1

Fisheye

Camera
2592x1944 Y/N 1/1

Pan

Tilt

Zoom

Motion None v3.1

ACD2000Q v3.04.08
MJPEG

MPEG4
4

Video

Server
720x480 Y/N 2/2

Pan

Tilt

Zoom

Motion Tets by link v2.15

ACD2100

A1D-220-

V3.08.08-

AC

MJPEG

MPEG4
1

Video

Server
720x480 Y/N 2/2

Pan

Tilt

Zoom

Motion None v1.0

ACD2200 None
MJPEG

MPEG4
4

Video

Server
720x480 Y/N 8/8

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

ACD2300 None
MJPEG

MPEG4
8

Video

Server
720x480 Y/N 16/16

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

ACD2400

AGD-R2N-

V2.05.02-

AC

MJPEG

MPEG4
16

Video

Server
720x480 Y/N 32/32

Pan

Tilt

Zoom

Motion None v1.0

ACM1011

A1D-220-

V3.10.22-

AC

MJPEG

MPEG4
1 Camera 640x480 Y/N - - Motion None v1.0

ACM1231 None
MJPEG

MPEG4
1 Camera 1280x1024 Y/N - - Motion

Supported

by design
v1.0

ACM1232 None
MJPEG

MPEG4
1 Camera 1280x1024 Y/N - - Motion

Supported

by design
v1.0

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

ACM1311 None
MJPEG

MPEG4
1 Camera 720x480 Y/N - - Motion

Supported

by design
v1.0

ACM1431 None
MJPEG

MPEG4
1 Camera 720x480 Y/N - - Motion

Supported

by design
v1.0

ACM1432 None
MJPEG

MPEG4
1 Camera 720x480 Y/N - - Motion

Supported

by design
v1.0

ACM1511 None
MJPEG

MPEG4
1 Camera 1280x1024 Y/N - - Motion

Supported

by design
v1.0

ACM3001 None
MJPEG

MPEG4
1 Camera 640x480 Y/N - - Motion

Supported

by design
v1.0

ACM3011 None
MJPEG

MPEG4
1 Camera 640x480 Y/N - - Motion

Supported

by design
v1.0

ACM3211 None
MJPEG

MPEG4
1 Camera 720x480 Y/N -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

ACM3311 None
MJPEG

MPEG4
1 Camera 720x480 Y/N -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

ACM3401 None
MJPEG

MPEG4
1 Camera 1280x1024 Y/N - - Motion

Supported

by design
v1.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

ACM3411 None
MJPEG

MPEG4
1 Camera 1280x1024 Y/N - - Motion

Supported

by design
v1.0

ACM3511 None
MJPEG

MPEG4
1 Camera 1280x1024 Y/N - - Motion

Supported

by design
v1.0

ACM3601

A1D-220-

V3.10.22-

AC

MJPEG

MPEG4
1 Camera 640x480 N/N - - Motion None v1.2

ACM3603 None
MJPEG

MPEG4
1 Camera 640x480 N/N - - Motion

Supported

by design
v1.2

ACM3701

A1D-220-

V3.10.22-

AC

MJPEG

MPEG4
1 Camera 1280x1024 N/N - - Motion None v1.2

ACM3703 None
MJPEG

MPEG4
1 Camera 1280x1024 N/N - - Motion

Supported

by design
v1.2

ACM4000 None
MJPEG

MPEG4
1 Camera 640x480 Y/N - - Motion

Supported

by design
v1.0

ACM4001 None
MJPEG

MPEG4
1 Camera 640x480 Y/N - - Motion

Supported

by design
v1.2

ACM4100

A1D-220-

V3.09.14-

AC

MJPEG

MPEG4
1 Camera 640x480 Y/N - - Motion None v1.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

ACM4200 None
MJPEG

MPEG4
1 Camera 1280x1024 Y/N - - Motion

Supported

by design
v1.0

ACM4201 None
MJPEG

MPEG4
1 Camera 1280x1024 Y/N - - Motion

Supported

by design
v1.0

ACM5001 None
MJPEG

MPEG4
1 Camera 640x480 Y/N 1/1 - Motion

Supported

by design
v1.0

ACM5601

A1D-220-

V3.08.08-

AC

MJPEG

MPEG4
1 Camera 1280x1024 Y/N 1/1 - Motion None v1.0

ACM5711

A1D-220-

V3.08.08-

AC

MJPEG

MPEG4
1 Camera 1280x1024 Y/N 1/1 - Motion

Supported

by design
v1.0

ACM5811

A1D-220-

V3.12.13-

AC

MJPEG

MPEG4
1 Camera 720x480 Y/N 1/1 - Motion None v1.7

ACM7411

A1D-220-

V3.09.14-

AC

MJPEG

MPEG4
1 Camera 1280x1024 Y/N 1/1 - Motion None v1.0

ACM7511

A1D-220-

V3.12.13-

AC

MJPEG

MPEG4
1 Camera 720x480 Y/N 1/1 - Motion None v1.7

ACM8201

A1D-220-

V3.10.22-

AC

MJPEG

MPEG4
1 Camera 1280x1024 Y/N 1/1

Pan

Tilt

Zoom

Motion None v1.0
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Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

ACM8211

A1D-220-

V3.09.14-

AC

MJPEG

MPEG4
1 Camera 1280x1024 Y/N 1/1

Pan

Tilt

Zoom

Motion None v1.0

ACM8511

A1D-220-

V3.11.13-

AC

MJPEG

MPEG4
1 Camera 720x480 Y/N 1/1

Pan

Tilt

Zoom

Motion None v1.0

AMU9401

A1D-220-

V3.10.22-

AC

MJPEG

MPEG4
1 Camera 1280x1024 Y/N - - Motion None v1.1

AMU9711

A1D-220-

V3.10.22-

NB

MJPEG

MPEG4
1 Camera 1280x1024 Y/N - - Motion Test by link v1.1

B210

Refer to

E416

(V6.09.45)

H.264

MJPEG
1 Camera 2592x1944 Y/Y 1/1 - Motion

Supported

by design
v4.9

B27

Refer to

B47(V6.08.3

0)

H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1 Zoom Motion

Supported

by design
v3.12

B410

Refer to

E416

(V6.09.45)

H.264

MJPEG
1 Camera 2592x1944 Y/Y 1/1 - Motion

Supported

by design
v4.9

B47 V6.08.30
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1 Zoom Motion None v3.12

B51 V6.09.45
H.264

MJPEG
1 Camera 2592x1944 Y/Y 1/1 - Motion None v4.9



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

B53 V6.06.16
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1 - Motion None v3.5

B61 V6.08.30
H.264

MJPEG
1 Camera 2592x1944 Y/Y 2/2 Zoom Motion None v3.12

B67 V6.06.16
H.264

MJPEG
1 Camera 2048x1536 Y/Y 2/2 Zoom Motion None v3.5

B81

Refer to

B61(v6.08.3

0)

H.264

MJPEG
1 Camera 2592x1944 Y/Y 2/2 Zoom Motion

Supported

by design
v3.12

B94 V6.06.16
H.264

MJPEG
1 Camera 1280x960 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v3.5

B95

A1D-500-

V6.05.23-

AC

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v4.11

B97 V6.06.16
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v3.4

CAM5130 None MPEG4 1 Camera 720x480 Y/N 1/1 - Motion
Supported

by design
v1.2

CAM5140 None MPEG4 1 Camera 720x480 Y/N 1/1 - Motion
Supported

by design
v1.2
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Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

CAM5150 None MPEG4 1 Camera 720x480 Y/N 1/1 - Motion
Supported

by design
v1.2

CAM5200 None MPEG4 1 Camera 720x480 N/N 1/1 - Motion
Supported

by design
v1.0

CAM5201 None MPEG4 1 Camera 720x480 Y/N 1/1 - Motion
Supported

by design
v1.0

CAM5221

A1D-M2N-

V2.08.11-

AC

MPEG4 1 Camera 720x480 Y/N 1/1 - Motion None v1.0

CAM5300 None MPEG4 1 Camera 720x480 N/N 1/1 - Motion
Supported

by design
v1.0

CAM5301 None MPEG4 1 Camera 720x480 N/N 1/1 - Motion
Supported

by design
v1.0

CAM5321 None MPEG4 1 Camera 720x480 N/N 1/1 - Motion
Supported

by design
v1.0

CAM5500 None MPEG4 1 Camera 720x480 N/N 1/1 - Motion
Supported

by design
v1.0

CAM6100 None MPEG4 1 Camera 720x480 N/N 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.2



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

CAM6200
A1D-

2.07.14-AC
MPEG4 1 Camera 720x480 N/N 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

CAM6220
A1D-

2.07.14-AC
MPEG4 1 Camera 720x480 N/N 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

CAM6500 None MPEG4 1 Camera 720x480 Y/N 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

CAM6510

A1D-M2N-

V2.08.11-

AC

MPEG4 1 Camera 720x480 Y/N 2/2

Pan

Tilt

Zoom

Motion None v1.0

CAM6520 None MPEG4 1 Camera 720x480 Y/N 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

CAM6600 None MPEG4 1 Camera 720x480 Y/N 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

CAM6610 None MPEG4 1 Camera 720x480 Y/N 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

CAM6620 None MPEG4 1 Camera 720x480 Y/N 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

CAM6630 None MPEG4 1 Camera 720x480 Y/N 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

CAM7100 None MPEG4 1 Camera 720x480 Y/N 1/1 - Motion
Supported

by design
v1.0

CAM7120 None MPEG4 1 Camera 720x480 Y/N 1/1 - Motion
Supported

by design
v1.0

CAM7200 None MPEG4 1 Camera 720x480 Y/N 1/1 - Motion
Supported

by design
v1.0

CAM7220 None MPEG4 1 Camera 720x480 Y/N 1/1 - Motion
Supported

by design
v1.0

CAM7300 None MPEG4 1 Camera 720x480 Y/N 1/1 - Motion
Supported

by design
v1.0

CAM7301 None MPEG4 1 Camera 720x480 Y/N 1/1 - Motion
Supported

by design
v1.0

CAM7320 None MPEG4 1 Camera 720x480 Y/N 1/1 - Motion
Supported

by design
v1.0

CAM7321 None MPEG4 1 Camera 720x480 Y/N 1/1 - Motion
Supported

by design
v1.0

CAM7322 None MPEG4 1 Camera 720x480 Y/N 1/1 - Motion
Supported

by design
v1.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

D11 V6.02.03
H.264

MJPEG
1 Camera 1280x720 N/N - - Motion None v2.12

D12

Refer to

D52(V6.03.

17)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.12

D21
Refer to

D11

H.264

MJPEG
1 Camera 1280x720 N/N - - Motion

Supported

by design
v2.14

D22

Refer to

E13(v6.02.0

3)

H.264

MJPEG
1 Camera 2592x1944 Y/N - - Motion

Supported

by design
v2.13

D22FA
Refer to B51

(V6.09.45)

H.264

MJPEG
1 Camera 2592x1944 Y/Y 1/1 - Motion

Supported

by design
v4.9

D31
Refer to

D11

H.264

MJPEG
1 Camera 1280x720 N/N - - Motion

Supported

by design
v2.14

D32

Refer to

D52(V6.03.

17)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.12

D41
Refer to

D11

H.264

MJPEG
1 Camera 1280x720 N/N - - Motion

Supported

by design
v2.12

D42

Refer to

D52(V6.03.

17)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.12



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

D51
Refer to

D11

H.264

MJPEG
1 Camera 1280x720 N/N - - Motion

Supported

by design
v2.12

D52 v6.02.03
H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion None v2.12

D54
Refer to

D11

H.264

MJPEG
1 Camera 1280x720 N/N - - Motion

Supported

by design
v2.12

D55

Refer to

D52(V6.03.

17)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.12

D61 V6.03.17
H.264

MJPEG
1 Camera 1280x960 N/N - - Motion None v2.14

D62

Refer to

E84(v6.02.0

3)

H.264

MJPEG
1 Camera 1920x1080 N/N - - Motion

Supported

by design
v2.13

D64
Refer to

D11

H.264

MJPEG
1 Camera 1280x720 N/N - - Motion

Supported

by design
v2.12

D65

Refer to

D52(V6.03.

17)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.12

D71
Refer to

D11

H.264

MJPEG
1 Camera 1280x720 N/N - - Motion

Supported

by design
v2.12



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

D72

Refer to

D52(V6.03.

17)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.12

D72A

Refer to

Generic

(A1D-500-

V6.05.23-

AC)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion None v4.1

D81
Refer to

D11

H.264

MJPEG
1 Camera 1280x720 N/N - - Motion

Supported

by design
v2.12

D82

Refer to

D52(V6.03.

17)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.12

D82A

Refer to

Generic

(A1D-500-

V6.05.23-

AC)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion None v4.1

E11
Refer to

D11

H.264

MJPEG
1 Camera 1280x720 N/N - - Motion

Supported

by design
v2.12

E12

Refer to

D52(V6.03.

17)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.12

E13 V6.02.03
H.264

MJPEG
1 Camera 2592x1944 Y/Y - - Motion None v2.13



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

E21
Refer to

D11

H.264

MJPEG
1 Camera 1280x720 N/N - - Motion

Supported

by design
v2.12

E210

Refer to

E416

(V6.09.45)

H.264

MJPEG
1 Camera 1920x1080 N/N 0/0 - Motion

Supported

by design
v4.9

E22

Refer to

E13(v6.02.0

3)

H.264

MJPEG
1 Camera 2592x1944 Y/N - - Motion

Supported

by design
v2.13

E22FA
Refer to B51

(V6.09.45)

H.264

MJPEG
1 Camera 2592x1944 Y/Y 1/1 - Motion

Supported

by design
v4.9

E23

Refer to

E84(v6.02.0

3)

H.264

MJPEG
1 Camera 1920x1080 N/N - - Motion

Supported

by design
v2.13

E24

Refer to

E34(v6.02.0

3)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.13

E25

Refer to

D61(V6.03.

17)

H.264

MJPEG
1 Camera 1280x960 N/N - - Motion

Supported

by design
v2.14

E26

Refer to

E34(v6.02.0

3)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.13

E31
Refer to

D11

H.264

MJPEG
1 Camera 1280x720 N/N - - Motion

Supported

by design
v2.12



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

E32

Refer to

D52(V6.03.

17)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.12

E33

Refer to

E13(v6.02.0

3)

H.264

MJPEG
1 Camera 2592x1944 Y/N - - Motion

Supported

by design
v2.13

E34

Refer to

D52(V6.03.

17)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.13

E38 V7.00.44
H.264

MJPEG
1 Camera 1920x1080 N/N - - Motion None v4.9

E41
Refer to

D11

H.264

MJPEG
1 Camera 1280x720 N/N - - Motion

Supported

by design
v2.12

E416 V6.09.45
H.264

MJPEG
1 Camera 1920x1080 N/N - - Motion None v4.9

E42

Refer to

D52(V6.03.

17)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.13

E43

Refer to

E13(v6.02.0

3)

H.264

MJPEG
1 Camera 2592x1944 Y/N - - Motion

Supported

by design
v2.13

E44

Refer to

E84(v6.02.0

3)

H.264

MJPEG
1 Camera 1920x1080 N/N - - Motion

Supported

by design
v2.13



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

E45

Refer to

E34(v6.02.0

3)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.13

E46

Refer to

E34(v6.02.0

3)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.13

E46A v6.08.30
H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1 - Motion None v4.7

E51
Refer to

D11

H.264

MJPEG
1 Camera 1280x720 N/N - - Motion

Supported

by design
v2.12

E52
Refer to

D11

H.264

MJPEG
1 Camera 1280x720 N/N - - Motion

Supported

by design
v2.12

E53

Refer to

D52(V6.03.

17)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.13

E54

Refer to

E13(v6.02.0

3)

H.264

MJPEG
1 Camera 2592x1944 Y/N - - Motion

Supported

by design
v2.13

E55
Refer to

D11

H.264

MJPEG
1 Camera 1280x720 N/N - - Motion

Supported

by design
v2.12

E56

Refer to

D52(V6.03.

17)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.13



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

E61
Refer to

D11

H.264

MJPEG
1 Camera 1280x720 N/N - - Motion

Supported

by design
v2.12

E618

Refer to

E816

(V6.09.45)

H.264

MJPEG
1 Camera 3648x2736 Y/Y 1/1 Zoom Motion

Supported

by design
v4.9

E62

Refer to

D52(V6.03.

17)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.13

E63

Refer to

E13(v6.02.0

3)

H.264

MJPEG
1 Camera 2592x1944 Y/N - - Motion

Supported

by design
v2.13

E64

Refer to

E34(v6.02.0

3)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.13

E65

Refer to

E34(v6.02.0

3)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.13

E66

Refer to

D61(V6.03.

17)

H.264

MJPEG
1 Camera 1280x960 N/N - - Motion

Supported

by design
v2.14

E67

Refer to

E84(v6.02.0

3)

H.264

MJPEG
1 Camera 1920x1080 N/N - - Motion

Supported

by design
v2.13

E71
Refer to

D11

H.264

MJPEG
1 Camera 1280x720 N/N - - Motion

Supported

by design
v2.12



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

E72

Refer to

D52(V6.03.

17)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.13

E73

Refer to

E13(v6.02.0

3)

H.264

MJPEG
1 Camera 2592x1944 Y/N - - Motion

Supported

by design
v2.13

E73A
Refer to B51

(V6.09.45)

H.264

MJPEG
1 Camera 2592x1944 Y/Y 1/1 - Motion

Supported

by design
v4.9

E74

Refer to

E34(v6.02.0

3)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.13

E81
Refer to

D11

H.264

MJPEG
1 Camera 1280x720 N/N - - Motion

Supported

by design
v2.12

E816 V6.09.45
H.264

MJPEG
1 Camera 3648x2736 Y/Y 1/1 Zoom Motion None v4.9

E82

A1D-500-

V6.07.24-

AC

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion None v3.11

E83

Refer to

E13(v6.02.0

3)

H.264

MJPEG
1 Camera 2592x1944 Y/N - - Motion

Supported

by design
v2.13

E84 V6.02.03
H.264

MJPEG
1 Camera 1920x1080 N/N - - Motion None v2.13



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

E85

Refer to

E34(v6.02.0

3)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.13

E86

Refer to

E34(v6.02.0

3)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.13

E86A

Refer to

E46A(v6.08.

30)

H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1 - Motion

Supported

by design
v4.7

E87

Refer to

E34(v6.02.0

3)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.13

E91
Refer to

D11

H.264

MJPEG
1 Camera 1280x720 N/N - - Motion

Supported

by design
v2.12

E92

Refer to

D52(V6.03.

17)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.13

E925

A1D-500-

V6.09.07-

AC

H.264

MJPEG
1

Fisheye

Camera
2592x1944 Y/Y - - Motion None v4.5

E95 V6.06.16
H.264

MJPEG
1 Camera 1920x1080 N/N - - Motion None v3.4

E96

A1D-500-

V6.05.23-

AC

H.264

MJPEG
1

Fisheye

Camera
2592x1944 N/N - - Motion None v3.1



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

E97 V6.07.23
H.264

MJPEG
1 Camera 3648x2736 N/N - - Motion None v3.7

Generic

Sever
H1.03.01

H.264

MJPEG
16

Video

Server
2592x1944 Y/Y 16/16

Pan

Tilt

Zoom

Motion None v4.5

I51

Refer to

I71(A1D-

500-

V6.06.16-

AC)

H.264

MJPEG
1

Fisheye

Camera
2592x1944 Y/Y 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v3.2

I71

A1D-500-

V6.07.24-

AC

H.264

MJPEG
1

Fisheye

Camera
2592x1944 Y/Y 2/2

Pan

Tilt

Zoom

Motion None v3.10

I92 v6.08.30
H.264

MJPEG
1 Camera 1920x1080 Y/Y 2/2

Pan

Tilt

Zoom

Motion Test by link v3.13

I94 V6.06.16
H.264

MJPEG
1 Camera 1920x1080 Y/Y 4/2

Pan

Tilt

Zoom

Motion None v3.5

I96 v6.08.30
H.264

MJPEG
1 Camera 1920x1080 Y/Y 4/2

Pan

Tilt

Zoom

Motion None v4.7

KCM3211

A1D-311-

V5.04.07-

AC

H.264

MJPEG

MPEG4

1 Camera 2032x1920 Y/N 2/2 Zoom Motion None v2.0

KCM3311

A1D-311-

V5.05.07-

AC

H.264

MJPEG

MPEG4

1 Camera 2032x1920 N/N - - Motion None v2.2



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

KCM3911 V5.10.02

H.264

MJPEG

MPEG4

1
Fisheye

Camera
1920x1080 Y/N 2/2 - Motion None v2.15

KCM5111

A1D-311-

V5.04.07-

AC

H.264

MJPEG

MPEG4

1 CAmera 2032x1920 Y/N 2/2 - Motion None v1.19

KCM5211

A1D-311-

V5.05.07-

AC

H.264

MJPEG

MPEG4

1 Camera 2032x1920 Y/N 2/2

Pan

Tilt

Zoom

Motion None v2.2

KCM5211E
Refer to

KCM5211

H.264

MJPEG

MPEG4

1 Camera 2032x1920 Y/N 2/2

Pan

Tilt

Zoom

None
Supported

by design
v1.19

KCM5311

A1D-311-

V5.01.07-

AC

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 2/2

Pan

Tilt

Zoom

Motion None v1.14

KCM5311E
Refer to

KCM5311E

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.19

KCM5511 V5.12.12

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/Y 2/2 Zoom Motion None v3.10

KCM5611

A1D-311-

V5.12.12-

AC

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/Y 2/2

Pan

Tilt

Zoom

Motion None v4.1

KCM7111

A1D-311-

V5.01.07-

AC

H.264

MJPEG

MPEG4

1 Camera 2032x1920 Y/Y 2/2 - Motion None v1.13



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

KCM7211

A1D-311-

V5.01.07-

AC

H.264

MJPEG

MPEG4

1 Camera 2032x1920 Y/N 2/2

Pan

Tilt

Zoom

Motion None v1.14

KCM7311

A1D-311-

V5.05.07-

AC

H.264

MJPEG

MPEG4

1 Camera 2032x1920 Y/N 2/2 Zoom Motion None v2.2

KCM7911 v5.10.02

H.264

MJPEG

MPEG4

1
Fisheye

Camera
1920x1080 Y/Y 2/2 - Motion None v2.15

KCM8111 V5.10.02

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 2/2

Pan

Tilt

Zoom

Motion None v2.14

KCM8211

Refer to

KCM8111(V

5.10.02)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v2.14

Q110
Refer to B51

(V6.09.45)

H.264

MJPEG
1 Camera 2592x1944 Y/Y 1/1 - Motion

Supported

by design
v4.9

Q112
Refer to B51

(V6.09.45)

H.264

MJPEG
1 Camera 2592x1944 Y/Y 1/1 - Motion

Supported

by design
v4.9

Q115
Refer to B51

(V6.09.45)

H.264

MJPEG
1 Camera 2592x1944 Y/Y 1/1 - Motion

Supported

by design
v4.9

Q19
Refer to B51

(V6.09.45)

H.264

MJPEG
1 Camera 2592x1944 Y/Y 1/1 - Motion

Supported

by design
v4.9



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

SED2100 None MPEG4 1
Video

Server
720x480 Y/N 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.2

SED2120

A1D-M2N-

V2.08.11-

AC

MPEG4 1
Video

Server
720x480 N/N 2/2

Pan

Tilt

Zoom

Motion None v1.0

SED2140 None MPEG4 1
Video

Server
720x480 Y/N 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

SED2310Q None MPEG4 1
Video

Server
720x480 Y/N 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

SED2320Q None MPEG4 1
Video

Server
720x480 Y/N 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

SED2400 None MPEG4 2
Video

Server
720x480 Y/N 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

SED2420

A1D-220-

V3.08.08-

AC

MPEG4 2
Video

Server
720x480 Y/N - - Motion None v1.0

SED2600 None MPEG4 8
Video

Server
720x480 Y/N 16/16

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

SED2610 None MPEG4 8
Video

Server
720x480 Y/N 16/16

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

SED26X0 None MPEG4 8
Video

Server
720x480 Y/N 16/16

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

TCD2100

A1D-310-

V4.06.09-

AC

H.264

MJPEG

MPEG4

1 Camera 720x480 N/N 1/1

Pan

Tilt

Zoom

Motion None v1.7

TCD2500

A1D-310-

V4.09.17-

AC

H.264

MJPEG

MPEG4

1 Camera 720x480 Y/N 2/1

Pan

Tilt

Zoom

Motion None v1.14

TCM1111

A1D-310-

V4.12.09-

AC

H.264

MJPEG

MPEG4

1 Camera 1280x1024 N/N - - Motion None v2.4

TCM1231

A1D-220-

V4.06.09-

AC

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1 - Motion None v1.2

TCM1232 None

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1 - Motion
Supported

by design
v1.2

TCM1511

A1D-310-

V4.06.09-

AC

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1 - Motion None v1.4

TCM3001 None

H.264

MJPEG

MPEG4

1 Camera 640x480 Y/N 1/1 - Motion
Supported

by design
v1.7

TCM3011

A1D-

310V4.07.1

0AC

H.264

MJPEG

MPEG4

1 Camera 640x480 Y/N 1/1 - Motion None v1.7



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

TCM3111

A1D-310-

V4.12.09-

AC

H.264

MJPEG

MPEG4

1 Camera 1280x1024 N/N - - Motion None v2.4

TCM3401 None

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1 - Motion
Supported

by design
v1.7

TCM3411

A1D-310-

V4.06.09-

AC

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1 - Motion None v1.7

TCM3511

A1D-220-

V4.06.09-

AC

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1 - Motion None v1.2

TCM4101 None

H.264

MJPEG

MPEG4

1 Camera 640x480 Y/N 1/1 - Motion
Supported

by design
v1.2

TCM4201

A1D-310-

V4.08.05-

AC

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1 - Motion None v1.7

TCM4301

A1D-310-

V4.05.13-

AC

H.264

MJPEG

MPEG4

1 Cdamera 1280x1024 Y/n - - Motion
Supported

by design
v1.0

TCM4511

A1D-310-

V4.12.09-

AC

H.264

MJPEG

MPEG4

1 Camera 1280x1024 N/N - - Motion None v2.4

TCM5001

A1D-310-

V4.07.15-

AC

H.264

MJPEG

MPEG4

1 Camera 640x480 Y/N 1/1 - Motion None v1.7



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

TCM5111

A1D-310-

V4.12.09-

AC

H.264

MJPEG

MPEG4

1 Camera 1280x1024 N/N - - Motion None v2.4

TCM5311

A1D-310-

V4.05.13-

AC

H.264

MJPEG

MPEG4

1 Camera 1280x960 Y/N 1/1 - Motion None v1.0

TCM5312 None

H.264

MJPEG

MPEG4

1 Camera 1280x960 Y/N 1/1 - Motion
Supported

by design
v1.2

TCM5601

A1D-220-

V4.06.09-

AC

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N - - - None v1.2

TCM5611

A1D-220-

V4.06.09-

AC

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1 - - None v1.2

TCM6630

A1D-310-

V4.12.09-

AC

H.264

MJPEG

MPEG4

1 Camera 720x480 Y/N 2/1

Pan

Tilt

Zoom

Motion None v2.4

TCM7011

A1D-

310V4.06.0

9AC

H.264

MJPEG

MPEG4

1 Camera 640x480 Y/N 1/1 - Motion None v1.7

TCM7411 None

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1 - Motion
Supported

by design
v1.2

TCM7511 None
MJPEG

MPEG4
1 Camera 720x480 Y/N 1/1 - Motion None v1.7



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACTi

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

TCM7811

A1D-310-

V4.07.15-

AC

H.264

MJPEG

MPEG4

1 Camera 1280x960 Y/Y 1/1 - Motion None v1.8

TMU9811

A1D-310-

V4.07.10-

NB

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1 - Motion Test by link v1.1

TMU9911

A1D-310-

V4.07.10-

NB

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1 - Motion Test by link v1.1

V21 H1.03.01
H.264

MJPEG
1

Video

Server
960x576 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v4.5

V23 H1.03.01
H.264

MJPEG
4

Video

Server
960x576 Y/Y 4/4

Pan

Tilt

Zoom

Motion None v4.5

V24 H1.03.01
H.264

MJPEG
4

Video

Server
960x576 Y/Y 4/4

Pan

Tilt

Zoom

Motion None v4.5

V32 H2.02.31
H.264

MJPEG
16

Video

Server
960x576 Y/Y 16/16

Pan

Tilt

Zoom

Motion None v4.5



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ADKID134

RT

Refer to

Sunell_SN-

IPC54/40ED

N

(v1.9.0601.

1001.3.0.36

.0.0)

H.264

MJPEG
1 Camera 2592x1944 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.0

ADKID204

VRT

Refer to

Sunell_SN-

IPC54/40ED

N

(v1.9.0601.

1001.3.0.36

.0.0)

H.264

MJPEG
1 Camera 2592x1944 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.0

ADKID207

RT

Refer to

Sunell_SN-

IPC54/40ED

N

(v1.9.0601.

1001.3.0.36

.0.0)

H.264

MJPEG
1 Camera 2592x1944 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.0

ADKID207

VRT

Refer to

Sunell_SN-

IPC54/40ED

N

(v1.9.0601.

1001.3.0.36

.0.0)

H.264

MJPEG
1 Camera 2592x1944 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.0

ADKIL134

RT

Refer to

Sunell_SN-

IPC54/40ED

N

(v1.9.0601.

1001.3.0.36

.0.0)

H.264

MJPEG
1 Camera 2592x1944 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.0

ADKIL207

RT

Refer to

Sunell_SN-

IPC54/40ED

N

(v1.9.0601.

1001.3.0.36

.0.0)

H.264

MJPEG
1 Camera 2592x1944 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.0

ADEMCO

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

AD-

AGB8025-

SD4F

Refer to

AMU8030(e

h20160719

NSZ)

H.264

MJPEG
1 Camera 3840x2160 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v5.4

AD-

TGB3020A

W4FZ

Refer to

TSD3012(V1

.2.1.50B161

01314)

H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v5.4

AMH3025
eh20160719

NSP

H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion Test by link v5.4

ALD2060
ah20191009

RP

H.265

H.264

MJPEG

1 Camera 1920x1080 Y/N 1/1 None Motion None v19.12

AMB2060

Refer

toALD2060(

ah20191009

RP)

H.265

H.264

MJPEG

1 Camera 1920x1080 Y/N 1/1 None Motion None v19.12

AMU8030
eh20160719

NSZ

H.264

MJPEG
1 Camera 3840x2160 Y/Y 1/1

Pan

Tilt

Zoom

Motion Test by link v5.4

TSD3012
V1.2.1.50B1

6101314

MJPEG

H.264
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v5.3

TXB3020

Refer to

TSD3012(V1

.2.1.50B161

01314

H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v5.4

ZH2030R-

AW

2.1.0.3.1.19

_0.55.2

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/0

Pan

Tilt

Zoom

Motion Test by link v5.6

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Adler



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ADC-V520 0100h

H.264

MPEG4

MJPEG

1 Camera 1280x800 N/N 1/0 - Motion None v3.1

ADC-

V620PT
0102b

H.264

MPEG4

MJPEG

1 Camera 1280x800 N/N 0/0
Pan

Tilt
Motion None v3.1

ADC-

VS420
0100d

H.264

MPEG4

MJPEG

4
Video

Sever
720x576 N/N 4/4

Pan

Tilt

Zoom

Motion None v3.1

Alarm.com

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ADCi600-

D131

AD00-00-

15-11

H.264

MJPEG
1 Cmaera 1280x720 Y/N 2/1 - Motion None v2.11

America Dynamics

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

AH2816T
V6.M.2.127

79

H.264

MJPEG

MPEG4

1
Fisheye

Camera
1536x1536 Y/N 1/1

Pan

Tilt

Zoom

Motion None v3.2

AM2030D

refer to

AM2590D(6.

D.2.9659)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v2.7

AM2110D 6.B.2.7248
H.264

MJPEG
1 Camera 1600x1200 Y/N - - Motion None v1.18

AM2120D 6.B.2.9031
H.264

MJPEG
1 Camera 1600x1200 Y/N - - Motion None v2.7

AM2221D
Refer to

AM2231D

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v1.18

AM2231D 6.C.2.7107

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N 1/1

Pan

Tilt

Zoom

Motion None v1.18

AM2331D 6.C.2.8943

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N 1/1
Pan

Tilt
Motion None v2.7

AM2530D
Refer to

AM2590D

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v2.7

AM2570D
Refer to

AM2590D

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v2.7

AMTK

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

AMTK

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AM2590D 6.D.2.9659

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion None v2.7

AM2730D
Refer to

AM2590D

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v2.7



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Generic None
H.264

MJPEG
4

Fisheye

Camera
2592x1944 Y/N 1/1

Pan

Tilt

Zoom

Motion None v1.0

Note:

AV10005 65147
H.264

MJPEG
1 Camera 3648x2752 N/N - - Motion None v1.4

AV10115 65225
H.264

MJPEG
1 Camera 3648x2752 N/N 1/1 - Motion None v3.2

AV10225

Refer to

AV3105(655

25)

H.264

MJPEG
1 Camera 2048x1536 N/N 1/1 - Motion

Supported

by design
v3.2

AV10255 65209
H.264

MJPEG
1 Camera 3648x12572 N/N 1/1 - Motion

Supported

by design
v2.9

AV10255P

MTIR
65228

H.264

MJPEG
1 Camera 3648x2752 N/Y 1/1 Zoom Motion None v3.5

Arecont

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Support generic dewarp

Generic test model: AV5245 and AV12186

1. Fps would not meet setting due to camera performance.

2. Audio function possible doesn't work after connect/disconnect, and need to reboot camera to recover.



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Arecont

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AV10256P

MTIR

Refer to

AV10265PM

TIR(65528)

H.264

MJPEG
1 Camera 3648x2752 N/Y 1/1 Zoom Motion

Supported

by design
v3.5

AV1115 65525
H.264

MJPEG
1 Camera 1280x1024 N/N 1/1 - Motion None v3.1

AV1125

Refer to

AV1115(652

55)

H.264

MJPEG
1 Camera 1280x1024 N/N 1/1 - Motion

Supported

by design
v3.1

AV1145

Refer to

AV1115(652

55)

H.264

MJPEG
1 Camera 1280x1024 N/N 1/1 - Motion

Supported

by design
v3.1

AV12186 65184
H.264

MJPEG
4 Camera 2048x1536 N/N 1/1 - Motion None v2.14

AV12186D

N

Refer to

AV12186(65

184)

H.264

MJPEG
4 Camera 2048x1536 N/N 1/1 - Motion

Supported

by design
v3.7

AV12366D

N
65188

H.264

MJPEG
4 Camera 2048x1536 N/Y 1/1 - Motion None v3.5

AV1255

Refer to

AV1115(652

55)

H.264

MJPEG
1 Camera 1280x1024 N/N 1/1 - Motion

Supported

by design
v3.1

AV1300 64328 MJPEG 1 Camera 1280x1024 N/N - - Motion
Supported

by design
None



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Arecont

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AV1305

Refer to

AV1115(652

55)

H.264

MJPEG
1 Camera 1280x1024 N/N 1/1 - Motion

Supported

by design
v3.1

AV1310 None MJPEG 1 Camera 1280x1024 N/N - - Motion
Supported

by design
v1.2

AV1315 65191
H.264

MJPEG
1 Camera 1920x1080 N/N 1/1 - Motion None v1.9

AV1325 65129
H.264

MJPEG
1 Camera 1280x1024 N/N 1/1 - Motion None v1.10

AV1355 65130
H.264

MJPEG
1 Camera 1280x1024 N/N - - Motion

Supported

by design
v1.0

AV1455

Refer to

AV1115(652

55)

H.264

MJPEG
1 Camera 1280x1024 N/N 1/1 - Motion

Supported

by design
v3.1

AV2000 64328 MJPEG 1 Cmaera 1600x1184 N/N - - Motion
Supported

by design
v1.0

AV20175D

N
65188

H.264

MJPEG
4 Camera 2560x1920 N/N 1/1 - Motion None v3.6

AV20185 65174
H.264

MJPEG
4 Camera 2592x1944 N/N 1/1 - Motion None v1.15



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Arecont

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AV20365 65170
H.264

MJPEG
4 Camera 2560x1920 N/N 1/1 - Motion None v2.8

AV20375R

S
65212

H264

MJPEG
4 Camera 2560x1920 N/N 1/1

Pan

Tilt

Zoom

Motion None V19.10

AV20585P

M
65212

H264

MJPEG
4 Camera 2560x1600 N/N 1/1 Focus Motion None v20.3

AV2105 64331 MJPEG 1 Cmaera 1600x1184 N/N - - Motion None v1.0

AV2110 None MJPEG 1 Camera 1600x1200 N/N 0/0 - Motion None v1.2

AV2115 65225
H.264

MJPEG
1 Camera 1920x1080 N/N 1/1 - Motion None v3.1

AV2116

Refer to

AV2115(652

18)

H.264

MJPEG
1 Camera 1920x1080 N/N 1/1 - Motion

Supported

by design
v3.0

AV2125 65201
H.264

MJPEG
1 Camera 1920x1056 N/N 1/1 - Motion None v1.14

AV2146

Refer to

AV2115(652

25)

H.264

MJPEG
1 Camera 1920x1080 N/N 1/1 - Motion

Supported

by design
v3.1



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Arecont

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AV2225

Refer to

AV2115(652

25)

H.264

MJPEG
1 Camera 1920x1080 N/N 1/1 - Motion

Supported

by design
v3.1

AV2226

Refer to

AV2115(652

25)

H.264

MJPEG
1 Camera 1920x1080 N/N 1/1 - Motion

Supported

by design
v3.1

AV2245

Refer to

AV2115(652

25)

H.264

MJPEG
1 Camera 1920x1080 N/N 1/1 - Motion

Supported

by design
v3.1

AV2246

Refer to

AV2115(652

25)

H.264

MJPEG
1 Camera 1920x1080 N/N 1/1 - Motion

Supported

by design
v3.1

AV2255 65218
H.264

MJPEG
1 Camera 1920x1080 N/N 1/1 Zoom Motion None v2.16

AV2256

Refer to

AV2255(652

19)

H.264

MJPEG
1 Camera 1920x1056 N/N 1/1 Zoom Motion

Supported

by design
v3.0

AV2455 65220
H.264

MJPEG
1 Camera 1920x1080 N/N 1/1 - Motion None v2.18

AV2456

Refer to

AV2455(652

20)

H.264

MJPEG
1 Camera 1920x1080 N/N 1/1 - Motion

Supported

by design
v3.0

AV2805

Refer to

AV2115(652

25)

H.264

MJPEG
1 Camera 1920x1080 N/N 1/1 - Motion

Supported

by design
v3.1



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Arecont

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AV2815 65191
H.264

MJPEG
1 Camera 1920x1080 N/N 1/1 - Motion None v1.9

AV2825 65129
H.264

MJPEG
1 Camera 1920x1080 N/N 1/1 - Motion None v1.10

AV3100M 64327 MJPEG 1 Camera 2048x1536 N/N 1/1 - Motion None v4.1

AV3105

Refer to

AV3115(652

25)

H.264

MJPEG
1 Camera 2048x1536 N/N 1/1 - Motion

Supported

by design
v3.1

AV3110 None MJPEG 1 Camera 2048x1536 N/N 0/0 - Motion
Supported

by design
v1.2

AV3115 65525
H.264

MJPEG
1 Camera 2048x1536 N/N 1/1 - Motion None v3.1

AV3116 65219
H264

MJPEG
1 Camera 2048x1536 N/N 1/1 - Motion Test by link v2.15

AV3125 65218
H.264

MJPEG
1 Camera 2048x1536 N/N 1/1 - Motion

Supported

by design
v2.17

AV3130 61906 MJPEG 1 Camera 2048x1536 N/N - - Motion None v1.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Arecont

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AV3135 65153
H.264

MJPEG
1 Camera 1920x1536 N/N 1/1 - Motion None v1.18

AV3145

Refer to

AV3146(652

19)

H.264

MJPEG
1 Camera 2048x1536 Y/N 1/1 - Motion

Supported

by design
v3.0

AV3146 65219
H.264

MJPEG
1 Camera 2048x1536 Y/N 1/1 - Motion None v2.13

AV3155 65225
H.264

MJPEG
1 Camera 2048x1536 N/N 1/1 - Motion None None

AV3225

Refer to

AV3115(652

25)

H.264

MJPEG
1 Camera 2048x1536 N/N 1/1 - Motion

Supported

by design
v3.1

AV3226

Refer to

AV3115(652

25)

H.264

MJPEG
1 Camera 2048x1536 N/N 1/1 - Motion

Supported

by design
v3.1

AV3245

Refer to

AV3115(652

25)

H.264

MJPEG
1 Camera 2048x1536 N/N 1/1 - Motion

Supported

by design
v3.1

AV3246

Refer to

AV3115(652

25)

H.264

MJPEG
1 Camera 2048x1536 N/N 1/1 - Motion

Supported

by design
v3.1

AV3255

Refer to

AV3115(652

18)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v2.9



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Arecont

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AV3256 65219
H.264

MJPEG
1 Camera 2048x1536 Y/N 1/1 - Motion None v2.13

AV3455

Refer to

AV3105(655

25)

H.264

MJPEG
1 Camera 2048x1536 N/N 1/1 - Motion

Supported

by design
v3.2

AV3456 65220
H.264

MJPEG
1 Camera 2048x1536 N/N 1/1 - Motion Test by link v2.19

AV40185 65186
H.264

MJPEG
1 Camera 3648x2752 N/N 1/1 - Motion None v2.17

AV5100 61906 MJPEG 1 Camera 2560x1600 N/N - - Motion None v1.0

AV5105 64331
H.264

MJPEG
1 Camera 2560x1600 N/N 1/1 - Motion None v1.0

AV5110 None MJPEG 1 Camera 2560x1920 N/N 0/0 - Motion
Supported

by design
v1.2

AV5115 65225
H.264

MJPEG
1 Camera 2560x1600 N/N 1/1 - Motion None v3.3

AV5125 65199
H.264

MJPEG
1 Camera 2048x1536 N/N 1/1 - Motion None v1.14



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Arecont

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AV5155 65225
H.264

MJPEG
1 Camera 2592x1944 N/N 1/1 - Motion None v1.0

AV5245 65221
H.264

MJPEG
1 Camera 2592x1944 N/N 1/1 Zoom Motion None v1.0

AV5245DN 65229
H.264

MJPEG
1

Fisheye

Camera
2560x1920 N/N 1/1 - Motion None v3.6

AV5255 65218
H.264

MJPEG
1 Camera 2592x1944 N/N 1/1 Zoom Motion None v2.16

AV5455 65220
H.264

MJPEG
1 Camera 2560x1920 N/N 1/1 - Motion Test by link v2.19

AV8180 65010
H.264

MJPEG
4 Camera 1600x1184 N/N - - Motion None v1.0

AV8185 65813
H.264

MJPEG
4 Camera 1600x1184 N/N - - Motion None v1.0

AV8185DN 65183
H.264

MJPEG
4 Camera 1600x1200 N/N - - Motion Test by link v2.16

AV8360 65010
H.264

MJPEG
4 Camera 1600x1184 N/N - - Motion None v1.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Arecont

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AV8365

AV8365DN 65183 None None None None None None None None None None

65813



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

FB2027-1

Refer to

FX2000(2.5.

1057.60)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/0 - Motion
Supported

by design
v2.20

FB2027-2

Refer to

FX2000(2.5.

1057.60)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/0 - Motion
Supported

by design
v2.20

FB2027-3

Refer to

FX2000(2.5.

1057.60)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/0 - Motion
Supported

by design
v2.20

FB2028

Refer to

FX2000(2.5.

1057.60)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/0 - Motion
Supported

by design
v2.20

FB2028-T1

Refer to

FX2000(2.5.

1057.60)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/0 - Motion
Supported

by design
v2.20

FB2028-T2

Refer to

FX2000(2.5.

1057.60)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/0 - Motion
Supported

by design
v2.20

FB2028TM

Refer to

FX2000(2.5.

1057.60)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/0 - Motion
Supported

by design
v2.20

FB3027 2.5.1057.60

H.264

MPEG4

MJPEG

1 Camera 2048x1536 Y/Y 1/0 - Motion None v2.20

FB3028

Refer to

FX2000(2.5.

1057.60)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/0 - Motion
Supported

by design
v2.20

Aver

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Aver

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

FB3028-

RT1

Refer to

FB3027(2.5.

1057.60)

H.264

MPEG4

MJPEG

1 Camera 2048x1536 Y/Y 1/0 - Motion
Supported

by design
v2.20

FB3028-

RT2

Refer to

FB3027(2.5.

1057.60)

H.264

MPEG4

MJPEG

1 Camera 2048x1536 Y/Y 1/0 - Motion
Supported

by design
v2.20

FB3028-

RTM

Refer to

FB3027(2.5.

1057.60)

H.264

MPEG4

MJPEG

1 Camera 2048x1536 Y/Y 1/0 - Motion
Supported

by design
v2.20

FD2020

Refer to

FX2000(2.5.

1057.60)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/0 - Motion
Supported

by design
v2.20

FD3020

Refer to

FB3027(2.5.

1057.60)

H.264

MPEG4

MJPEG

1 Camera 2048x1536 Y/Y 1/0 - Motion
Supported

by design
v2.20

FD3020-M

Refer to

FB3027(2.5.

1057.60)

H.264

MPEG4

MJPEG

1 Camera 2048x1536 Y/Y 1/0 - Motion
Supported

by design
v2.20

FV2006

Refer to

FX2000(2.5.

1057.60)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/0 - Motion
Supported

by design
v2.20

FV2028

Refer to

FX2000(2.5.

1057.60)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/0 - Motion
Supported

by design
v2.20

FV3028

Refer to

FX2000(2.5.

1057.60)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/0 - Motion
Supported

by design
v2.20



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Aver

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

FV3028-RT

Refer to

FB3027(2.5.

1057.60)

H.264

MPEG4

MJPEG

1 Camera 2048x1536 Y/Y 1/0 - Motion
Supported

by design
v2.20

FV3028-

RTM

Refer to

FB3027(2.5.

1057.60)

H.264

MPEG4

MJPEG

1 Camera 2048x1536 Y/Y 1/0 - Motion
Supported

by design
v2.20

FX2000 2.5.1057.60

H.264

MPEG4

MJPEG

1 Camera 1920x1080 Y/N 1/0 - Motion None v2.20

FX3000-R

Refer to

FB3027(2.5.

1057.60)

H.264

MPEG4

MJPEG

1 Camera 2048x1536 Y/Y 1/0 - Motion
Supported

by design
v2.20

SF2121H-

BHR-30

Refer to

FX2000(2.5.

1057.60)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/0 - Motion
Supported

by design
v2.20

SF2121H-

BHR-50

Refer to

FX2000(2.5.

1057.60)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/0 - Motion
Supported

by design
v2.20

SF2121H-R

Refer to

FX2000(2.5.

1057.60)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/0 - Motion
Supported

by design
v2.20



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Generic
v9.10.1

190531

H.264

MJPEG
4 Camera 2592x1944 Y/Y 4/4

Pan

Tilt

Zoom

Motion None v19.6

Note:

201A 4.4
MPEG4

MJPEG
1 Camera 640x480 Y/Y 1/1 - Motion None v1.0

205 None MJEPG 1 Camera 640x480 N/N - - Motion
Supported

by design
v1.0

206 None MJEPG 1 Camera 640x480 N/N - - Motion
Supported

by design
v1.0

206M v1.0 MJEPG 1 Camera 1280x1024 N/N - - Motion
Supported

by design
v1.0

206W None MJEPG 1 Camera 640x480 N/N - - Motion
Supported

by design
v1.0

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

Only guarantee stream works fine.



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

207 4.4
MPEG4

MJPEG
1 Camera 640x480 Y/N 1/1 - Motion None v1.0

207MW None
MPEG4

MJPEG
1 Camera 1280x1024 Y/N 1/1 - Motion

Supported

by design
v1.0

207W None
MPEG4

MJPEG
1 Camera 640x480 Y/N 1/1 - Motion

Supported

by design
v1.0

209FD None
MPEG4

MJPEG
1 Camera 640x480 N/N - - Motion

Supported

by design
v1.0

209FD-R None
MPEG4

MJPEG
1 Camera 640x480 N/N - - Motion

Supported

by design
v1.0

209MFD None
MPEG4

MJPEG
1 Camera 1280x1024 N/N -

Pan

Tilt

Zoom

Motion None v1.0

209MFD-R None
MPEG4

MJPEG
1 Camera 1280x1024 N/N -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

210 4.4
MPEG4

MJPEG
1 Camera 640x480 N/N 1/1 - Motion

Supported

by design
v1.0

2100 2.31 MJPEG 1 Camera 640x480 N/N - - - Test by link v4.7



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

211 None
MJPEG

MPEG4
1 Camera 640x480 N/N 1/1 - Motion None v1.0

211A None
MJPEG

MPEG4
1 Camera 640x480 Y/Y 1/1 - Motion

Supported

by design
v1.0

211M None
MJPEG

MPEG4
1 Camera 1280x1024 Y/Y 1/1 - Motion

Supported

by design
v1.0

211W None
MJPEG

MPEG4
1 Camera 640x480 Y/Y 1/1 - Motion

Supported

by design
v1.0

212 None
MJPEG

MPEG4
1 Camera 640x480 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

212 PTZ-V None
MJPEG

MPEG4
1 Camera 640x480 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v1.9

213 None
MJPEG

MPEG4
1 Camera 704x576 Y/Y 2/3

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

214 4.49
MJPEG

MPEG4
1 Camera 704x576 Y/N 1/1

Pan

Tilt

Zoom

Motion None v2.18

215 None
MJPEG

MPEG4
1 Camera 704x576 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

215 PTZ-E None
MJPEG

MPEG4
1 Camera 704x576 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v1.9

216FD None
MJPEG

MPEG4
1 Camera 640x480 Y/Y 1/1 - Motion

Supported

by design
v1.0

216FD-V None
MJPEG

MPEG4
1 Camera 640x480 Y/Y 1/1 - Motion

Supported

by design
v1.0

216MFD None
MJPEG

MPEG4
1 Camera 1280x1024 Y/Y 1/1 - Motion

Supported

by design
v1.0

216MFD-V None
MJPEG

MPEG4
1 Camera 1280x1024 Y/Y 1/1 - Motion

Supported

by design
v1.0

221 None
MJPEG

MPEG4
1 Camera 640x480 N/N 2/1 - Motion

Supported

by design
v1.0

223M v1.0
MJPEG

MPEG4
1 Camera 1600x1200 Y/Y 2/1 - Motion

Supported

by design
v1.0

225FD None
MJPEG

MPEG4
1 Camera 640x480 N/N 2/1 - Motion

Supported

by design
v1.0

231D None
MJPEG

MPEG4
1 Camera 704x576 N/N 4/4

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

232D None
MJPEG

MPEG4
1 Camera 704x576 N/N 4/4

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

233D None
MJPEG

MPEG4
1 Camera 704x576 Y/Y 4/4

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

2400 None MJPEG 4
Video

Sever
704x576 N/N 4/1 - Motion

Supported

by design
v1.0

240Q None MJPEG 4
Video

Sever
704x576 N/N 4/1 - Motion

Supported

by design
v1.0

240Q

Blade
None MJPEG 4

Video

Sever
704x576 N/N 4/4 - Motion

Supported

by design
v1.9

241Q None
MJPEG

MPEG4
4

Video

Sever
704x576 N/N 4/4 - Motion

Supported

by design
v1.9

241Q

Blade
`

MJPEG

MPEG4
4

Video

Server
704x576 N/N 4/4 - Motion None v1.9

241QA 4.30
MJPEG

MPEG4
4

Video

Sever
704x576 Y/N 4/4 - Motion None v1.9

241S None
MJPEG

MPEG4
1

Video

Server
704x576 N/N 4/4 - Motion

Supported

by design
v1.9



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

241S Blade None
MJPEG

MPEG4
4

Video

Server
704x576 N/N 4/4 - Motion None v1.9

241SA None
MJPEG

MPEG4
1

Video

Server
704x576 Y/N 4/4 - Motion

Supported

by design
v1.9

242S None
MJPEG

MPEG4
1

Video

Server
704x576 N/N 4/4 - Motion

Supported

by design
v1.9

243Q None
MJPEG

MPEG4
1

Video

Server
704x576 N/N 1/1 - Motion

Supported

by design
v1.9

243Q

Blade
None

MJPEG

MPEG4
1

Video

Server
704x576 N/N 1/1 - Motion

Supported

by design
v1.9

243SA None
MJPEG

MPEG4
1

Video

Server
704x576 Y/Y 4/4 - Motion

Supported

by design
v1.9

2460 None MJPEG 4
Video

Server
704x576 N/N 4/1 - Motion

Supported

by design
v1.9

247S None
MJPEG

MPEG4
1

Video

Server
704x576 Y/N 1/1 - Motion

Supported

by design
v1.9

C3003-E 5.95.4.1
MJPEG

H.264
1 Camera 16x16 N/N - - - None v5.3



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

F41 5.85.3
MJPEG

H.264
1 Camera 1920x1080 Y/Y 4/4 - Motion Test by link v4.9

F44 5.85.3
MJPEG

H.264
4

Video

Sever
1920x1080 Y/Y 4/4 - Motion Test by link v4.9

FA54  9.30.1
H264

MJPEG
4

Video

Server
1920x1080 Y/Y 4/0 None Motion Test by link v19.10

M1004-W 5.40.5.1
MJPEG

H.264
1 Camera 1280x800 N/N 1/1 - Motion None v3.4

M1011 5.00

H264

MPEG4

MJPEG

1 Camera 640x480 N/N - - Motion None v1.0

M1011-W 5.00

H264

MPEG4

MJPEG

1 Camera 640x480 N/N - - Motion None v1.0

M1013 5.40.5.1
MJPEG

H.264
1 Camera 800x600 N/N - - Motion None v2.9

M1014 5.40.5
MJPEG

H.264
1 Camera 1280x800 N/N - - Motion None v2.6

M1025 5.40.5
MJPEG

H.264
1 Camera 1920x1080 N/N - - Motion Test by link v3.7



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

M1031-W 5.00

H264

MPEG4

MJPEG

1 Camera 640x480 Y/Y - - Motion None v1.0

M1034-W 5.40beta1
MJPEG

H.264
1 Camera 1280x800 N/N - - Motion None v2.6

M1054 5.15.1
MJPEG

H.264
1 Camera 1280x800 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v1.3

M1103 5.08
MJPEG

H.264
1 Camera 640x480 N/N -

Pan

Tilt

Zoom

Motion None v1.3

M1104 5.09
MJPEG

H.264
1 Camera 1280x800 N/N - Zoom Motion None v1.3

M1113 5.08
MJPEG

H.264
1 Camera 640x480 N/N -

Pan

Tilt

Zoom

Motion None v1.3

M1114 None
MJPEG

H.264
1 Camera 1280x800 N/N - Zoom Motion

Supported

by design
v1.2

M1125 5.75.3.3
MJPEG

H.264
1 Camera 1920x1080 N/N 1/1 - Motion Test by link v4.15

M1143-L 5.40beta19
MJPEG

H.264
1 Camera 800x600 N/N 1/1 - Motion None v2.6



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

M1144-L 5.40.10.4
MJPEG

H.264
1 Camera 1280x800 N/N 1/1 - Motion None v2.6

M1354 5.60.1
MJPEG

H.264
1 Camera 1280x960 Y/Y 1/1 - Motion Test by link v3.12

M2014

Refer to

P1204(5.40.

12)

MJPEG

H.264
1 Camera 11280x720 N/N 1/1 - Motion

Supported

by design
v2.19

M2025-LE 8.40.1
H.264

MJPEG
1 Camera 1920x1080 N/N - - Motion Test by link v18.12

M3004 5.50.5.1
MJPEG

H.264
1 Camera 1280x800 N/N - - Motion Test by link v3.12

M3005 5.40.5.3
MJPEG

H.264
1 Camera 1920x1080 N/N - - Motion None v2.7

M3006 5.40.13
MJPEG

H.264
1 Camera 2048x1536 N/N - - Motion None v2.9

M3007 5.55.1.1
MJPEG

H.264
1 Camera 2592x1944 N/N -

Pan

Tilt

Zoom

Motion None v3.4

M3011 5.01

H.264

MJPEG

MPEG4

1 Camera 640x480 N/N - - Motion None v1.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

M3014 None
MJPEG

H.264
1 Camera 1280x800 N/N - - Motion

Supported

by design
v1.0

M3024-L 5.40.5
MJPEG

H.264
1 Camera 1280x800 N/N 1/1 - Motion None v2.20

M3025 5.50.5.1
MJPEG

H.264
1 Camera 1920x1080 N/N - - Motion Test by link v3.12

M3026

Refer to

M3024-

L(5.40.5)

MJPEG

H.264
1 Camera 1280x800 N/N 1/1 - Motion

Supported

by design
v3.0

M3027

Refer to

M3007(5.40

.13.1)

MJPEG

H.264
1 Camera 2592x1944 N/N -

Pan

Tilt

Zoom

Motion
Supported

by design
v3.6

M3037 5.75.1
MJPEG

H.264
1 Camera 2592x1944 Y/Y - - Motion Test by link v4.9

M3044-V v6.15.1
MJPEG

H.264
1 Camera 1280x720 N/N - - Motion Test by link v4.15

M3045-V v6.15.1
MJPEG

H.264
1 Camera 1920x1080 N/N - - Motion Test by link v4.15

M3047-P 7.15.2.2
H.264

MJPEG
1

Fisheye

Camera
2048x2048 N/N - - Motion Test by link v18.5



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

M3057  9.30.1.2
H264

MJPEG
1

Fisheye /

Thermal

Camera

2048x2048 Y/Y 1/1 None Motion Test by link v19.10

M3105-LVE 8.40.1
H.264

MJPEG
1 Camera 1920x1080 N/N 0/0 - Motion Test by link v18.12

M3113-R None
MJPEG

H.264
1 Camera 800x600 N/N - - Motion

Supported

by design
v1.0

M3113VE None
MJPEG

H.264
1 Camera 800x600 N/N - - Motion

Supported

by design
v1.0

M3114 5.12.1
MJPEG

H.264
1 Camera 1280x800 N/N - - Motion Test by link v1.15

M3114-R 5.12.1
MJPEG

H.264
1 Camera 1280x800 N/N - - Motion Test by link v1.15

M3114-VE 5.12
MJPEG

H.264
1 Camera 1280x800 N/N - - Motion Test by link v1.15

M3203 None
MJPEG

H.264
1 Camera 800x600 N/N - - Motion

Supported

by design
v1.2

M3204 None
MJPEG

H.264
1 Camera 1280x800 N/N - - Motion

Supported

by design
v1.2



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

M5013 5.25.2
MJPEG

H.264
1 Camera 800x600 Y/Y -

Pan

Tilt

Zoom

Motion Test by link v1.13

M5014 5.50.3.4
MJPEG

H.264
1 Camera 1280x720 Y/N -

Pan

Tilt

Zoom

Motion Test by link v5.0

M5525-E 8.20.1
H.264

MJPEG
1 Camera 1920x1080 Y/Y 4/4

Pan

Tilt

Zoom

Motion None v18.7

M7001 None
MJPEG

H.264
1

Video

Server
720x480 N/N -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.2

M7010 5.40.6.1
H.264

MJPEG
4

Video

Server
720x576 N/N -

Pan

Tilt

Zoom

Motion None v2.17

M7014 5.40.7.1
H.264

MJPEG
4

Video

Server
720x576 N/N -

Pan

Tilt

Zoom

Motion None v2.6

M7016 5.51.2.5
MJPEG

H.264
4

Video

Server
720x576 N/N -

Pan

Tilt

Zoom

Motion Test by link v5.3

P1204 5.40.12
MJPEG

H.264
1 Camera 1280x720 N/N 1/1 - Motion None v2.9

P1214 5.40.12
MJPEG

H.264
1 Camera 1280x720 N/N 1/1 - Motion None v2.17



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

P1214-E 5.40.12
MJPEG

H.264
1 Camera 1280x720 N/N 1/1 - Motion Test by link v4.7

P1311 5.01

H.264

MPEG4

MJPEG

1 Camera 640x480 Y/Y 1/1 - Motion
Supported

by design
v1.0

P1343 5.06

H.264

MPEG4

MJPEG

1 Camera 640x480 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

P1343-E None
MJPEG

H.264
1 Camera 800x600 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v1.9

P1344 None
MJPEG

H.264
1 Camera 1280x800 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

P1344-E None
MJPEG

H.264
1 Camera 1280x800 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v1.9

P1346 5.22
MJPEG

H.264
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion Test by link v1.13

P1346-E None
MJPEG

H.264
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v1.9

P1347 5.11
MJPEG

H.264
1 Camera 2560x1920 Y/Y 1/1 - Motion None v1.10



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

P1347-E None
MJPEG

H.264
1 CAmera 2060x1920 Y/Y 1/1 - Motion

Supported

by design
v1.0

P1353-E

Refer to

P1354(5.40.

14)

MJPEG

H.264
1 Camera 800x600 Y/N 1/1

Pan

Tilt
Motion

Supported

by design
v3.1

P1354 5.40.14
MJPEG

H.264
1 Camera 1280x960 Y/Y 1/1

Pan

Tilt
Motion None v2.9

P1355-E

Refer to

P1354(5.40.

14)

MJPEG

H.264
1 Camera 800x600 Y/N 1/1

Pan

Tilt
Motion

Supported

by design
v3.1

P1357 5.40.19.1
MJPEG

H.264
1 Camera 2592x1944 Y/N 1/1

Pan

Tilt

Zoom

Motion Test by link v3.1

P1364 6.30.1
MJPEG

H.264
1 Camera 1280x960 Y/Y - - Motion Test by link v5.2

P1365 v5.75.3.3
MJPEG

H.264
1 Camera 1280x960 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v4.14

P1365 Mk

II
8.30.1

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion None v18.8

P1367 8.20.1.1
H.264

MJPEG
1 Camera 3072x1728 Y/Y 1/1 Zoom Motion Test by link v18.7



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

P1405-LE 5.80.1.1
MJPEG

H.264
1 Camera 1920x1080 N/N - Zoom Motion Test by link v4.14

P1425-E

Refer to

P1425-LE

(5.80.1)

MJPEG

H.264
1 Camera 1920x1080 N/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.6

P1425-LE 5.80.1
MJPEG

H.264
1 Camera 1920x1080 N/N 1/1 Zoom Motion Test by link v4.4

P1427-LE 5.80.1
MJPEG

H.264
1 Camera 2592x1944 N/N 1/1 Zoom Motion Test by link v4.6

P1428-E 5.55.5.1
MJPEG

H.264
1 Camera 3840x2160 N/N 1/1 Zoom Motion Test by link v3.11

P1435-LE 8.20.1
H.264

MJPEG
1 Camera 1920x1080 N/N 1/1 Zoom Motion Test by link v18.6

P3214-V 5.55.3.2
MJPEG

H.264
1 Camera 1280x960 N/N 4/4 Zoom Motion Test by link v3.13

P3215-V 5.55.3.2
MJPEG

H.264
1 Camera 1920x1080 N/N - Zoom Motion Test by link v3.13

P3224

Refer to

P3224-LV

(5.73.3.1)

MJPEG

H.264
1 Camera 1280x960 N/N - Zoom Motion

Supported

by design
v4.9



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

P3224-LV 5.73.3.1
MJPEG

H.264
1 Camera 1280x960 N/N - Zoom Motion Test by link v4.9

P3225

Refer to

P3225-

LVE(5.75.3.

1)

MJPEG

H.264
1 Camera 1920x1080 N/N - Zoom Motion

Supported

by design
v4.8

P3225-LV

Mk II
8.20.1

H.264

 MJPEG
1 Camera 1920x1080 N/N - Zoom Motion Test by link v18.8

P3225-LVE 5.75.3.1
MJPEG

H.264
1 Camera 1920x1080 N/N - Zoom Motion None v4.8

P3301 5.11
MJPEG

H.264
1 Camera 640x480 Y/Y 1/1 - Motion

Supported

by design
v1.0

P3301-V None
MJPEG

H.264
1 Camera 640x480 Y/Y 1/1 - Motion

Supported

by design
v1.0

P3304 None
MJPEG

H.264
1 Camera 1280x800 Y/Y 1/1 - Motion

Supported

by design
v1.2

P3304-V None
MJPEG

H.264
1 Camera 1280x800 Y/Y 1/1 - Motion

Supported

by design
v1.2

P3343 5.06
MJPEG

H.264
1 Camera 800x600 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

P3344 5.06
MJPEG

H.264
1 Camera 800x600 Y/N 1/1

Pan

Tilt

Zoom

Motion None v1.0

P3346 5.20
MJPEG

H.264
1 Camera 1280x800 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v1.0

P3353 5.40.17
H.264

MJPEG
1 Camera 800x600 Y/Y 1/1 - Motion None v2.17

P3354 5.40.10.2
H.264

MJPEG
1 Camera 1280x960 N/N 1/1 - Motion Test by link v2.2

P3363 5.40.17.1
MJPEG

H.264
1 Camera 800x600 Y/Y 1/1 - Motion Test by link v3.8

P3364 5.40.10.1
MJPEG

H.264
1 Camera 1280x960 Y/N 1/1 - Motion Test by link v2.2

P3364-L 5.60.1.4
MJPEG

H.264
1 Camera 1280x960 Y/Y 1/1 Zoom Motion Test by link v4.4

P3364-LV

Refer to

P3364-

L(5.60.1.4 )

MJPEG

H.264
1 Camera 1280x960 Y/Y 1/1 Zoom Motion

Supported

by design
v4.4

P3365 5.55.3.2
MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion Test by link v4.3



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

P3365-V

Refer to

P3365(

5.55.3.2)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v4.3

P3365-VE

Refer to

P3365(5.5

5.3.2)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v4.3

P3367 5.40.3
MJPEG

H.264
1 Camera 2592x1944 Y/N 1/1 - Motion Test by link v2.1

P3384 5.40.19
MJPEG

H.264
1 Camera 1280x960 Y/Y 1/1 - Motion Test by link v3.7

P3905 5.55.3
MJPEG

H.264
1 Camera 1920x1080 N/N - - Motion Test by link v4.3

P3905-R

Refer to

P3905(5.55.

3)

MJPEG

H.264
1 Camera 1920x1080 N/N - - Motion

Supported

by design
v4.3

P3905-RE

Refer to

P3905(5.55.

3)

MJPEG

H.264
1 Camera 1920x1080 N/N - - Motion

Supported

by design
v4.3

P3915 5.55.3
MJPEG

H.264
1 Camera 1920x1080 Y/N 1/1 - Motion Test by link v4.3

P3915-R

Refer to

P3915(5.55.

3)

MJPEG

H.264
1 Camera 1920x1080 Y/N 1/1 - Motion

Supported

by design
v4.3



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

P5414 5.55.1
MJPEG

H.264
1 Camera 1280x720 Y/N 1/1 - Motion Test by link v2.20

P5415

Refer to

P5414(5.55.

1)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 4/4

Pan

Tilt

Zoom

Motion
Supported

by design
v3.0

P5512 5.25
MJPEG

H.264
1 Camera 704x480 Y/Y 4/4

Pan

Tilt

Zoom

Motion
Supported

by design
v1.13

P5512-E None
MJPEG

H.264
1 Camera 704x480 Y/Y 4/4

Pan

Tilt

Zoom

Motion
Supported

by design
v1.13

P5514 5.85.1
MJPEG

H.264
1 Camera 1280x720 Y/Y 4/4

Pan

Tilt

Zoom

Motion Test by link v4.6

P5522 5.25
MJPEG

H.264
1 Camera 720x480 Y/Y 4/4

Pan

Tilt

Zoom

Motion Test by link v1.13

P5522-E None
MJPEG

H.264
1 Camera 720x480 Y/Y 4/4

Pan

Tilt

Zoom

Motion
Supported

by design
v1.13

P5532 5.15
MJPEG

H.264
1 Camera 720x480 Y/Y 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.10

P5532-E None
MJPEG

H.264
1 Camera 720x480 Y/Y 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.10



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

P5534 5.15.1
MJPEG

H.264
1 Camera 1280x720 Y/Y 4/4

Pan

Tilt

Zoom

Motion
Supported

by design
v1.2

P5534-E None
MJPEG

H.264
1 Camera 1280x720 Y/Y 4/4

Pan

Tilt

Zoom

Motion
Supported

by design
v1.2

P5544 5.41.2.2
MJPEG

H.264
1 Camera 1280x720 Y/Y 4/4 Zoom Motion Test by link v3.12

P5624

Refer to

P5624-

E(5.75.1)

MJPEG

H.264
1 Camera 1280x720 N/N - - Motion

Supported

by design
v4.3

P5624-E 5.75.1
MJPEG

H.264
1 Camera 1280x720 N/N - - Motion Test by link v4.3

P5635

Refer to

P5635-

E(5.75.1)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v4.3

P5635-E 6.20.1.4
H.264

MJPEG
1 Camera 1920x1080 Y/Y 4/4

Pan

Tilt

Zoom

Motion None v5.13

P7210 5.50.2
MJPEG

H.264
5

Video

Sever
1536x1152 Y/N 4/4

Pan

Tilt

Zoom

Motion None v3.0

P7214  5.50.4.9
H.264

MJPEG
5

Video

Server
D1 Y/Y 4/4

Pan

Tilt

Zoom

Motion None v18.5



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

P7224 5.40.7
MJPEG

H.264
4

Video

Sever
720x576 Y/Y 4/4

Pan

Tilt

Zoom

Motion None v2.6

P8221 5.10.2
MJPEG

H.264
1 Camera 2048x1536 Y/Y 8/8 - Motion Test by link v2.12

P8513
Refer to

P8514

MJPEG

H.264
1 Camera 1280x800 Y/N - - Motion

Supported

by design
v2.2

P8514 5.21
MJPEG

H.264
1 Camera 1280x800 Y/N - - Motion Test by link v2.2

Q1602 5.40.3
MJPEG

H.264
1 Camera 768x576 Y/N 1/1 - Motion Test by link v2.1

Q1604 5.11.1
MJPEG

H.264
1 Camera 1280x960 Y/Y 1/1 - Motion None v2.5

Q1614 5.55.1
MJPEG

H.264
1 Camera 1280x960 Y/Y 1/1 - Motion Test by link v3.8

Q1615 5.55.3
MJPEG

H.264
1 Camera 1920x1200 Y/Y 1/1 - Motion Test by link v3.8

Q1635 5.80.1.2
MJPEG

H.264
1 Camera 1920x1200 Y/Y 2/0 - Motion Test by link v4.7



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

Q1755 None
MJPEG

H.264
1 Camera 1920x1080 Y/Y 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.9

Q1755-E None
MJPEG

H.264
1 Camera 1920x1080 Y/Y 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.9

Q1765-LE 5.55.1
MJPEG

H.264
1 Camera 1920x1080 Y/Y 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.9

Q1910 5.11
MJPEG

H.264
1 Camera 720x576 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v1.2

Q1910-E None
MJPEG

H.264
1 Camera 720x576 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v1.2

Q1921 5.20.1
MJPEG

H.264
1 Camera 768x576 Y/Y 2/2 - Motion Test by link v2.1

Q1922
Refer to

Q1921

MJPEG

H.264
1 Camera 768x576 Y/Y 2/2 - Motion

Supported

by design
v2.1

Q1931-E 5.55.1
MJPEG

H.264
1 Camera 768x576 Y/Y 2/2 -  Motion Test by link v3.1

Q1941-E 8.50.1
H264

MJPEG
1

Thermal

Camera
786x576 N/N 2/0 None Motion None v20.3



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

Q2901-E 6.50.3.1
MJPEG

H.264
1

Thermal

Camera
720x576 Y/Y - - Motion Test by link v20.1

Q3505 5.80.1
MJPEG

H.264
1 Camera 1920x1200 Y/Y - Zoom Motion Test by link v4.2

Q3505-V

Refer to

Q3505(

5.80.1)

MJPEG

H.264
1 Camera 1920x1080 Y/Y - Zoom Motion

Supported

by design
v4.6

Q3708-PVE 5.95.4.2
H.264

MJPEG
3 Camera 2560x1920 N/N - - Motion Test by link v5.11

Q6000

Refer to

Q6000-

E(5.65.1)

MJPEG

H.264
5

Video

Sever
1920x1440 N/N - - Motion

Supported

by design
v4.4

Q6000-E 5.65.1
MJPEG

H.264
5

Video

Sever
1920x1440 N/N - - Motion Test by link v4.3

Q6000-E-

MkII
6.50.2.2

MJPEG

H.264
5

Video

Server
1920x1440 N/N - - Motion Test by link v18.4

Q6032 None
MJPEG

H.264
1 Camera 752x480 Y/N 4/4

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

Q6032-E 5.05
MJPEG

H.264
1 Camera 704x576 N/N -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

Q6034 5.15
MJPEG

H.264
1 Camera 1280x800 Y/N 4/4

Pan

Tilt

Zoom

Motion None v1.4

Q6034-E None
MJPEG

H.264
1 Camera 1280x720 N/N -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.9

Q6035 5.25
MJPEG

H.264
1 Camera 1920x1080 Y/N 2/2

Pan

Tilt

Zoom

Motion Test by link v1.15

Q6035-E None
MJPEG

H.264
1 Camera 1920x1080 Y/n -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

Q6042 5.55.1
MJPEG

H.264
1 Camera 720x480 Y/N 4/4

Pan

Tilt

Zoom

Motion Test by link v3.1

Q6044 5.55.1
MJPEG

H.264
1 Camera 1280x720 N/N 4/4

Pan

Tilt

Zoom

Motion None v2.20

Q6044-E 5.70.1.1
MJPEG

H.264
1 Camera 1280x720 N/N -

Pan

Tilt

Zoom

Motion Test by link v4.4

Q6045 5.55.1
MJPEG

H.264
1 Camera 1920x1080 Y/N 4/4

Pan

Tilt

Zoom

Motion None v2.20

Q6045-E 5.70.1.1
MJPEG

H.264
1 Camera 1920x1080 N/N -

Pan

Tilt

Zoom

Motion Test by link v4.6



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

Q6045-E-

MkII
6.50.2.2

H.264

MJPEG
1 Camera 1920x1080 N/N -

Pan

Tilt

Zoom

Motion None v18.6

Q6055 7.30.1
H.264

MJPEG
1 Camera 1920x1080 Y/Y 4/4

Pan

Tilt

Zoom

Motion Test by link v18.6

Q6115-E 5.65.2
MJPEG

H.264
1 Camera 1920x1080 N/N -

Pan

Tilt

Zoom

Motion Test by link v4.5

Q7401 None
MJPEG

H.264
1 Camera 704x576 Y/Y 2/2

Pan

Tilt

Zoom

Motion None v1.0

Q7404 5.02
MJPEG

H.264
4 Camera 768x576 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

Q7406 5.11.1
MJPEG

H.264
1

Video

Sever
704x576 Y/N 2/2

Pan

Tilt

Zoom

Motion None v2.6

Q7411 5.40.13
MJPEG

H.264
1

Video

Sever
704x576 Y/Y 4/4

Pan

Tilt

Zoom

Motion None v2.17

Q7414 5.25
MJPEG

H.264
1

Video

Sever
704x576 Y/Y 2/2

Pan

Tilt

Zoom

Motion None v2.6

Q7424-R 5.40.10
MJPEG

H.264
4

Video

Sever
704x576 Y/Y 4/4

Pan

Tilt

Zoom

Motion None v2.7



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

AXIS

V5915 5.75.1
H.264

MJPEG
1 Camera 1920x1080 Y/Y 4/4

Pan

Tilt

Zoom

Motion Test by link v4.9



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

BIP-1000c None

H.264

MJPEG

MPEG4

1 Camera 1024x768 N/N 1/1 - Motion
Supported

by design
v1.3

BIP-

1000c-dn
None

H.264

MJPEG

MPEG4

1 Camera 1024x768 N/N 1/1 - Motion
Supported

by design
v1.3

BIP-1300c None

H.264

MJPEG

MPEG4

1 Camera 1280x960 N/N 1/1 - Motion
Supported

by design
v1.3

BIP-

1300c-dn

BIP-

1300cdn-

1.6-2

H.264

MJPEG

MPEG4

1 Camera 1280x960 N/N 1/1 - Motion None v1.3

BIP-1600c None

H.264

MJPEG

MPEG4

1 Camera 1600x1200 N/N 1/1 - Motion
Supported

by design
v1.3

BIP-

1600c-dn
None

H.264

MJPEG

MPEG4

1 Camera 1600x1200 N/N 1/1 - Motion
Supported

by design
v1.3

BIP-640c None

H.264

MJPEG

MPEG4

1 Camera 640x480 N/N 1/1 - Motion
Supported

by design
v1.3

BIP-640c-

dn
None

H.264

MJPEG

MPEG4

1 Camera 640x480 N/N 1/1 - Motion
Supported

by design
v1.3

BIP2-

D1920c-dn
3.8.0

H.264

MJPEG

MPEG4

1 Camera 1920x1440 Y/N 1/1 - Motion Test by link v2.3

Basler

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

BN1008FE

v2.0.0703.1

002.6.1.125

.1.0

H.264

MJPEG
1 Camera 3072x2048 Y/Y 1/1 - Motion None v4.15

BN1009/I

RPTZ-2.0S

v2.0.0701.1

002.6.1.114

.3.0

H.264

MJPEG
1 Camera 1920x1080 Y/Y 7/2

Pan

Tilt

Zoom

Motion None v4.15

BN6009M2

v2.0.0801.1

002.6.1.61.

2.0

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion None v4.15

BN6009M2

WD

v2.0.1001.1

002.6.1.56.

2.0

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion None v4.15

BN6035M2

v2.0.0801.1

002.6.1.61.

2.0

H.264

MJPEG
1 Camera 1920x1080 Y/Y - - Motion None v4.15

BN6035M4

v2.0.0801.1

002.6.1.61.

2.0

H.264

MJPEG
1 Camera 2688x1520 Y/Y - - Motion None v4.15

BN7029
V2.0.1.0_16

0511
H.264 1 Camera 2592x1520 Y/Y 1/1 - Motion None v5.0

BN7035
V2.0.1.0_16

0511
H.264 1 Camera 2592x1520 N/N - - Motion None v5.0

BN7036
V2.0.1.0_16

0511
H.264 1 Camera 2592x1520 Y/Y 1/1 - Motion None v5.0

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Bolide



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Generic
5.90.0112

(12510590)
H.264 1

Fisheye

Camera
1920x1080 Y/N 2/2

Pan

Tilt

Zoom

Motion None v3.6

Note:

NBC-225-P

Refer to

NDC-225-

P(39500570

)

H.264 1 Camera 640x480 Y/N 1/1 - Motion
Supported

by design
v2.16

NBC-255-P

Refer to

NDC-225-

P(39500570

)

H.264 1 Camera 640x480 Y/N 1/1 - Motion
Supported

by design
v2.16

NBC-265-P

Refer to

NTC-265-

PI(1550055

2)

H.264 1 Camera 1280x720 Y/N 1/1 - Motion
Supported

by design
v2.16

NBC-274-P

Refer to

NTC-265-

PI(1550055

2)

H.264 1 Camera 1280x720 Y/N 1/1 - Motion
Supported

by design
v2.16

NBC-274-

PM

Refer to

NTC-265-

PI(1550055

2)

H.264 1 Camera 1280x720 Y/N 1/1 - Motion
Supported

by design
v2.16

Bosch

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Support generic dewarp

1. H.264 only support IP mode of GOP structure. (Camera ʤEncoder Profile ʤProfile N ʤExpert Settings ʤGOP structure

ʤIP) (NUUO Server limitation)

2. Only support G.711 audio codec. (Camera performance limitation)

3. After changing MJPEG resolution on web and getting camera setting on NUUO, resolution will return to previous

setting. (Camera Firmware issue)

4. Snapshot resolution is not correspond to existing profile. (Camera Firmware issue)

5. Sometimes set multi-stream fail due to limitations of inter-streaming dependency.(NUUO Server limitation)

6. Can't set tream3 quality value. (Camera Firmware issue)

7. Some resolution can't set framerate (NIN-733 Stream2 only support fps 7.5 under 1280x720 )(Camera performance

limitation)

8. MJPEG framerate can't synchronize to web setting. (Camera performance limitation)

9. Can't set framerate 1 under base frame rate 50/60 ips mode. (Camera performance limitation)

10. NUUO not test ptz functions.



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Bosch

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

NBC-274-

PT

Refer to

NTC-265-

PI(1550055

2)

H.264 1 Camera 1280x720 Y/N 1/1 - Motion
Supported

by design
v2.16

NBC-455
5.72.0028

(28500572)
H.264 1 Camera 704x576 Y/N 2/1 - Motion Test by link v3.5

NBN-

40012

Refer to

NTI-

40012(5.90.

0126)

H.264 1 Camera 1280x720 Y/N 1/1 - Motion
Supported

by design
v3.6

NBN-498
5.72.0028

(28500572)
H.264 1 Camera 704x576 Y/N 2/1 None Motion Test by link v3.5

NBN-

50022

Refer to

NTI-

50022(5.90.

0126)

H.264 1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v3.6

NBN-

71013-B

5.92.0090(9

0500592)
H.264 1 Camera 1280x720 Y/Y 2/1

Pan

Tilt

Zoom

Motion None v4.8

NBN-733

Refer to

NIN-

733(5.90.01

12)

H.264 1 Camera 1280x720 Y/N 2/1 - Motion
Supported

by design
v3.3

NBN-832

Refer to

NDN-

832(5.90.01

12)

H.264 1 Camera 1920x1080 Y/N 2/1 - Motion
Supported

by design
v3.3

NDC-225-P 39500570 H.264 1 Camera 640x480 Y/N 1/1 - Motion None v2.11



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Bosch

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

NDC-225-

PI

Refer to

NDC-225-

P(39500570

)

H.264 1 Camera 640x480 Y/N 1/1 - Motion
Supported

by design
v2.16

NDC-255-P

Refer to

NDC-225-

P(39500570

)

H.264 1 Camera 640x480 Y/N 1/1 - Motion
Supported

by design
v2.16

NDC-265-P

Refer to

NTC-265-

PI(1550055

2)

H.264 1 Camera 1280x720 Y/N 1/1 - Motion
Supported

by design
v2.16

NDC-274-P 15500552 H.264 1 Camera 1920x1080 Y/N - - Motion None v2.7

NDC-274-

PT

Refer to

NDC-274-

P(15500552

)

H.264 1 Camera 1920x1080 Y/N - - Motion
Supported

by design
v2.7

NDC-455

Refer to

NBC-455

(5.72.0028)

H.264 1 Camera 704x576 Y/N 2/1 - Motion
Supported

by design
v3.5

NDI-50022

Refer to

NTI-

50022(5.90.

0126)

H.264 1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v3.6

NDN-265-

PIO

Refer to

NTC-265-

PI(1550055

2)

H.264 1 Camera 1280x720 Y/N 1/1 - Motion
Supported

by design
v2.16

NDN-

40012

Refer to

NTI-

40012(5.90.

0126)

H.264 1 Camera 1280x720 Y/N 1/1 - Motion
Supported

by design
v3.6



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Bosch

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

NDN-498

Refer to

NBN-

498(5.72.00

28)

H.264 1 Camera 704x576 Y/N 2/1 None Motion
Supported

by design
v3.5

NDN-

50022

Refer to

NTI-

50022(5.90.

0126)

H.264 1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v3.6

NDN-733

Refer to

NIN-

733(5.90.01

12)

H.264 1 Camera 1280x720 Y/N 2/1 - Motion
Supported

by design
v3.3

NDN-832 5.90.0112 H.264 1 Camera 1920x1080 Y/N 2/1 - Motion None v3.3

NIN-40012

Refer to

NTI-

40012(5.90.

0126)

H.264 1 Camera 1280x720 Y/N 1/1 - Motion
Supported

by design
v3.6

NIN-733 5.90.0112 H.264 1 Camera 1280x720 Y/N 2/1 - Motion None v3.3

NIN-832

Refer to

NDN-

832(5.90.01

12)

H.264 1 Camera 1920x1080 Y/N 2/1 - Motion
Supported

by design
v3.3

NTC-255-

PI

Refer to

NDC-225-

P(39500570

)

H.264 1 Camera 640x480 Y/N 1/1 - Motion
Supported

by design
v2.16

NTC-265-

PI

Refer to

NDN-265-

PIO(395005

70)

H.264 1 Camera 1280x720 Y/N 1/1 - Motion
Supported

by design
v2.12



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Bosch

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

NTI-40012 5.90.0126 H.264 1 Camera 1280x720 Y/N 1/1 - Motion None v3.5

NTI-50022 5.90.0126 H.264 1 Camera 1920x1080 Y/N 1/1 - Motion None v3.5

NUC-50022

Refer to

NTI-

50022(5.90.

0126)

H.264 1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v3.6

NUC-51022

Refer to

NTI-

50022(5.90.

0126)

H.264 1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v3.6

NWC-455

Refer to

NWD-

495(565004

10)

H.264

MJPEG
1 Camera 704x576 N/N - - Motion

Supported

by design
v2.11

NWC-495

Refer to

NWD-

495(565004

10)

H.264

MJPEG
1 Camera 704x576 N/N - - Motion

Supported

by design
v2.11

NWD-455

Refer to

NWD-

495(565004

10)

H.264

MJPEG
1 Camera 704x576 N/N - - Motion

Supported

by design
v2.11

NWD-495 56500410
H.264

MJPEG
1 Camera 704x576 N/N - - Motion None v2.11

VG5-7028-

C1PC4

Refer to

VG5-7130-

CPT4(6.11.0

021)

H.264 1 Camera 1280x720 Y/Y 2/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.8



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Bosch

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

VG5-7130-

CPT4
6.11.0021 H.264 1 Camera 1280x720 Y/Y 2/1

Pan

Tilt

Zoom

Motion None v4.8

VG5-7130-

EPC4

Refer to

VG5-7130-

CPT4(6.11.0

021)

H.264 1 Camera 1280x720 Y/Y 2/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.8

VIP X1 XF

E
39500570 H.264 1 Camera 704x480 Y/N 1/1 - Motion None v2.11



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

130N v3.1.0.9

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1 Zoom Motion None v2.1

30xN V3.2.2.8

H.264

MJPEG

MPEG4

1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v3.4

50xA v3.2.2.8

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/Y 1/1 Zoom Motion Test by link v3.3

CB-100A v3.0.2.4

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N - - Motion None v1.5

CB-100Ae v3.0.2.4
MJPEG

MPEG4
1 Camera 1280x800 Y/N - - Motion None v1.5

FB-100A v3.0.2.3

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N 1/0 - Motion None v1.5

FB-100Ae v3.0.2.3
MJPEG

MPEG4
1 Camera 1280x800 Y/N 1/0 - Motion None v1.5

FD-100A v3.0.2.3
MJPEG

MPEG4
1 Camera 1280x800 Y/N 1/0 - Motion None v1.5

FD-100Ae v3.0.2.3
MJPEG

MPEG4
1 Camera 1280x800 Y/N 1/0 - Motion None v1.5

Brickcom

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Brickcom

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

FD-130Ae
Refer to VD-

130Ap

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1 - Motion
Supported

by design
v1.18

FD-130Ap
Refer to VD-

130Ap

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1 - Motion
Supported

by design
v1.18

Hydracam v3.2.3.4 H.264 3 Camera 1280x720 Y/Y 2/2 - - None v3.7

IPC-

C34000

V1.04.10-

181018

H265

H264
1 Camera 1920x1080 N/N N/A N/A N/A None v19.9

OB-100A v3.1.0.8

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N 1/1 Zoom Motion None v2.2

OB-E200Nf
v3.7.0.18.3

u

H.264

MJPEG
1 Camera 1920x1080 N/N - - Motion None v4.9

OSD-200A

20xp

gk20140422

NSA

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion Test by link v3.4

OSD-

200Np
3.7.0.35

H264

MPEG4

MJPEG

1 Camera 1920x1080 Y/Y 4/2

Pan

Tilt

Zoom

Motion None v5.14

OSD/PZ-

040D
v3.1.0.8

H.264

MJPEG

MPEG4

1 Camera 720x480 Y/N 1/1

Pan

Tilt

Zoom

Motion None v2.2



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Brickcom

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

OSD/PZ-

040E
v3.1.0.8

H.264

MJPEG

MPEG4

1 Camera 720x576 Y/N 1/1

Pan

Tilt

Zoom

Motion Test by link v2.2

VD-130Ae
Refer to VD-

130Ap

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1 - Motion
Supported

by design
v1.18

VD-130Ap None

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1 - Motion None v1.18

VD-E200Nf

Refer to OB-

E200Nf(V3.

7.0.18.3T)

H.264

MJPEG
1 Camera 1920x1080 N/N - - Motion None v4.7

VS-04A 3.5.2.15
H.264

MJPEG
1 Camera 720x576 Y/Y 4/4

Pan

Tilt

Zoom

Motion None v3.7

W/VS-01A v3.1.0.6

H.264

MJPEG

MPEG4

1
Video

Server
720x576 Y/N 1/1

Pan

Tilt

Zoom

Motion None v2.2

WCB-100A v2.3.5.6.1

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N - - Motion None v1.1

WCB-

100Ae
v3.0.2.4

MJPEG

MPEG4
1 Camera 1280x800 Y/N - - Motion None v1.5

WFB-100A V2.3.7.8

H.264

MJPEG

MPEG4

1 cAMERA 1280X800 Y/N 1/0 - Motion None v1.1



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Brickcom

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

WFB-

100Ae
v3.0.2.3

MJPEG

MPEG4
1 Camera 1280x800 Y/N 1/0 - Motion None v1.5



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

VB-H43 1.2.0 H.264 1 Camera 1920x1080 Y/Y 2/2

Pan

Tilt

Zoom

Motion Test by link v5.0

VB-H651V
Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 2/2 - Motion

Supported

by design
v5.10

VB-

H651VE

Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 2/2 - Motion

Supported

by design
v5.10

VB-

H652LVE

Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 2/2 - Motion

Supported

by design
v5.10

VB-H751LE
Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 2/2 - Motion

Supported

by design
v5.10

VB-

H760VE

Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1920x1080 N/N - Zoom Motion

Supported

by design
v5.10

VB-

H761LVE

Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 2/2 Zoom Motion

Supported

by design
v5.10

VB-M50B
Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1280x960 Y/Y 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.10

VB-M640V
Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1280x960 N/N - - Motion

Supported

by design
v5.10

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Canon



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Canon

VB-

M640VE

Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1280x960 N/N - - Motion

Supported

by design
v5.10

VB-M641V
Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1280x960 Y/Y 2/2 - Motion

Supported

by design
v5.10

VB-

M641VE

Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1280x960 Y/Y 2/2 - Motion

Supported

by design
v5.10

VB-M740E
Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1280x960 N/N - - Motion

Supported

by design
v5.10

VB-

M741LE

Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1280x960 Y/Y 2/2 - Motion

Supported

by design
v5.10

VB-R10VE
Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1280x960 Y/Y -

Pan

Tilt

Zoom

Motion
Supported

by design
v5.10

VB-R11
Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1280x960 Y/Y 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.10

VB-R11VE
Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1280x960 Y/Y 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.10

VB-R12VE
Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1920x1080 N/N -

Pan

Tilt

Zoom

Motion
Supported

by design
v5.10



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Canon

VB-R13 1.1.0 H.264 1 Camera 1920x1080 Y/Y 2/2

Pan

Tilt

Zoom

Motion None v5.10

VB-R13VE
Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.10

VB-S30D 1.1.0 MJPEG 1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion None v3.9

VB-S30VE
Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v5.10

VB-S31D
Refer to VB-

S30D(1.1.0)
MJPEG 1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.9

VB-S800D 1.3.0 H.264 1 Camera 1920x1080 Y/N 1/1 - Motion None v4.16

VB-S800VE
Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1920x1080 N/N 1/1 - Motion

Supported

by design
v5.10

VB-S805D

Refer to VB-

S905F(1.0.0

)

MJPEG 1 Camera 1280x720 Y/N 1/1 - Motion
Supported

by design
v3.9

VB-S900F

Refer to VB-

S800D(1.1.

0)

H.264 1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v3.9



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Canon

VB-S905F 1.0.0 MJPEG 1 Camera 1280x720 Y/N 1/1 - Motion None v3.9

VB-S910F
Refer to VB-

R13(1.1.0)

MJPEG

H.264
1 Camera 1920x1080 N/N 1/1 Zoom Motion

Supported

by design
v5.10



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

DCS20HDI

R3V

v1.8.0801.1

001.93.0.66

.1.0

H.264

MJEPG
1 Camera 1920x1080 Y/Y - - Motion None v4.4

DCS30HDI

R30

v1.8.0601.1

001.93.0.65

.1.0

H.264

MJEPG
1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v4.4

Capture

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Generic
cx20141008

NSA

MJEPG

H.264
1

Fisheye

Camera
1920x1080 Y/Y 4/2 - Motion

Supported

by design
v4.0

Note:

B13H v1.1.0.0

MPEG4

MJPEG

H.264

1 Camera 1280x1024 Y/N 1/1 - Motion None v2.0

C10-W
v1.1.0.0(bui

ld2)

MPEG4

MJPEG

H.264

1 Camera 1280x800 Y/N - - Motion None v2.0

D13HD v1.1.0.0

MPEG4

MJPEG

H.264

1 Camera 1280x1024 Y/N 1/1 - Motion None v2.0

W13H v1.1.0.0

MPEG4

MJPEG

H.264

1 Camera 1280x1024 Y/N 1/1 - Motion None v2.0

Centrix

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Support generic dewarp

1. It can't stop pan & tilt sometimes. (Camera performance limitation)

2.It can't set zoom speed. (Camera Firmware issue)

3.It should set one stream in MJPEG, the snapshot will work. (Camera Firmware issue)

4.If set preset point too fast, it will set worng point. (Camera performance limitation)

5.The resolution setting doesn't sync with web. (Camera Firmware issue)



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

BL3102 03_C002
H.264

MJPEG
1 Camera 1920x1080 N/N - - Motion None v4.2

BL3104
4.2.1.0(158

31)T

H.265

H.264

MJPEG

1 Camera 2592x1520 Y/N - - Motion Test by link v18.6

BL5103 01_C018

H.264

H.265

MJPEG

1 Camera 2048x1520 N/N - - Motion
Supported

by design
v4.3

BL5105 01_C018

H.264

H.265

MJPEG

1 Camera 2560x1920 N/N - - Motion
Supported

by design
v4.10

BL5302 02_C022
H.264

MJPEG
1 Camera 1920x1080 Y/Y 2/2 - Motion

Supported

by design
v4.3

BL7302 01_C020

H.264

H.265

MJPEG

1 Camera 1920x1080 Y/Y 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v4.3

BL7304
VK1.0.27.3_

GZ

MJPEG

H.264

H.265

1 Camera 2592x1520 Y/Y 1/1 Zoom Motion None v5.8

BL7305 01_C020

MJPEG

H.264

H.265

1 Camera 2560x1920 Y/Y 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v4.5

DM3102 03_C002
H.264

MJPEG
1 Camera 1920x1080 N/N - - Motion

Supported

by design
v4.3

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Champ



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Champ

DM3102V2

IPC_D1202-

B0003P10D

1806

H265

H264

MJPEG

1 Camera 1920x1080 N/N N/N N/N Motion
Supported

by design
V19.3

DM3102V3
V5.5.6 build

180502

H265

H264
1 Camera 1920x1080 N/N N/N None Motion None v20.3

DM3104
4.2.1.0(158

31)T

H.265

H.264

MJPEG

1 Camera 2592x1520 Y/N - - Motion None v18.5

DM3112

Refer to

D4211

(02_C022)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v4.5

DM5103 01_C018

MJPEG

H.264

H.265

1 Camera 2048x1520 N/N - - Motion
Supported

by design
v4.3

DM5113 01_C014

MJPEG

H.264

H.265

1 Camera 2048x1536 Y/Y 1/1 - Motion
Supported

by design
v4.8

DM5115 01_C017

MJPEG

H.264

H.265

1 Camera 2560x1920 Y/Y 1/1 - Motion
Supported

by design
v4.9

DM5115V2
02.03.0.6.1

4208

H.265

H.264

MJPEG

1 Camera 2560x1920 N/N - - Motion None v18.9

DM5302 02_C022
MJPEG

H.264
1 Camera 1920x1080 Y/Y 2/2 - Motion

Supported

by design
v4.3



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Champ

DM7302 01_C020

MJPEG

H.264

H.265

1 Camera 1920x1080 Y/Y 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v4.3

DM7304
VK1.0.27.3_

GZ

MJPEG

H.264

H.265

1 Camera 2592x1520 Y/Y 1/1 Zoom Motion None v5.8

DM7305 01_C010

MJPEG

H.264

H.265

1 Camera 2560x1920 Y/Y 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v4.6

FE5403 01_C020

MJPEG

H.264

H.265

1 Camera 2048x1520 Y/Y 1/1 - Motion
Supported

by design
v4.7

FE5405 01_C020
MJPEG

H.264
1 Camera 2560x1920 Y/Y 1/1 - Motion

Supported

by design
v4.6



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

CIVS-IPC-

2500
v1.1.3R15

MPEG4

MJPEG
1 Camera 720x480 Y/N 2/2 - Motion None v1.0

CIVS-

IPC2-

500W

v1.1.3R03
MPEG4

MJPEG
1 Camera 720x480 Y/N 2/2 - Motion None v1.0

PVC-300 2.0.0.1
H.264

MJPEG
1 Camera 720x576 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v1.9

CISCO

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

IBE3815N

VR
None

H.264

MJPEG

MPEG4

1 Camera 704x480 Y/N -

Pan

Tilt

Zoom

-
Supported

by design
v1.1

IBE3815PV

R
None

H.264

MJPEG

MPEG4

1 Camera 704x576 Y/N -

Pan

Tilt

Zoom

-
Supported

by design
v1.1

IBE5810N

CR
None

H.264

MJPEG

MPEG4

1 Camera 704x480 Y/N -

Pan

Tilt

Zoom

-
Supported

by design
v1.1

IBE5810PC

R
None

H.264

MJPEG

MPEG4

1 Camera 704x480 Y/N -

Pan

Tilt

Zoom

-
Supported

by design
v1.1

IBP5030CR

Refer to

IGP1030(XN

ET.A1-

2.01.13.020

4)

H.264

MJPEG

MPEG4

1 Camera 1280x960 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12

IDC4000T
T1-

1.0.13.0424

MPEG4

MJPEG
1 Camera 640x480 Y/N 1/1 - Motion None v2.16

IDC4050F

Refer to

IGC2050F(X

NET.M1-

3.00.13.020

4)

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12

IDC4050IR

Refer to

IGC2050F(X

NET.M1-

3.00.13.020

4)

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12

CNB

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

CNB

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

IDC4050VF

XNET.M1-

3.00.13.112

5

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion None v3.2

IDC4050V

R

Refer to

IGC2050F(X

NET.M1-

3.00.13.020

4)

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12

IDP4000V

D

XNET.A1-

1.1.9.1104

H.264

MJPEG

MPEG4

1 Camera 640x480 Y/N - - -
Supported

by design
v1.1

IDP4000V

R

XNET.A1-

1.1.9.1104

H.264

MJPEG

MPEG4

1 Camera 640x480 Y/N - - -
Supported

by design
v1.1

IDP4030V

R

Refer to

IGP1030(XN

ET.A1-

2.01.13.020

4)

H.264

MJPEG

MPEG4

1 Camera 1280x960 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12

IDP5035V

R

Refer to

IGP2035F(X

NET.M2-

3.00.13.020

4)

H.264 1 Camera 1280x1024 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12

IGC2050F

XNET.M1-

3.00.13.020

4

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion None v2.12

IGP1000 None

H.264

MPEG4

MJPEG

1 Camera 640x480 Y/N -

Pan

Tilt

Zoom

- None v1.1



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

CNB

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

IGP1030

XNET.A1-

2.01.13.020

4

H.264 1 Camera 1280x860 Y/N 1/1

Pan

Tilt

Zoom

Motion None v2.12

IGP2035F

XNET.M2-

3.00.13.020

4

H.264 1 Camera 1280x1024 Y/N 1/1

Pan

Tilt

Zoom

Motion None v2.12

IJB2000 None

H.264

MPEG4

MJPEG

1 Camera 704x576 Y/N - - -
Supported

by design
v1.1

INS2000

XNET.A1-

2.01.13.090

2

H.264

MPEG4

MJPEG

1 Camera 720x576 Y/N 1/1

Pan

Tilt

Zoom

Motion None v3.2

IPM3063N None

H.264

MPEG4

MJPEG

1 Camera 704x480 Y/N -

Pan

Tilt

Zoom

-
Supported

by design
v1.1

IPM3063P None

H.264

MPEG4

MJPEG

1 Camera 704x576 Y/N -

Pan

Tilt

Zoom

-
Supported

by design
v1.1

IS1765x
Refer to

ISMC1063x

H.264

MPEG4

MJPEG

1 Camera 704x576 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

ISMC1063

N
None

H.264

MPEG4

MJPEG

1 Camera 704x576 Y/N -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

ISMC1063

x

XNET.A1-

2.01.13.020

4

H.264

MPEG4

MJPEG

1 Camera 704x576 Y/N 4/0

Pan

Tilt

Zoom

Motion None v2.13



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

CNB

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

ISS2765N

W
None

H.264

MPEG4

MJPEG

1 Camera 704x480 Y/N -

Pan

Tilt

Zoom

-
Supported

by design
v1.1

ISS2765P

W
None

H.264

MPEG4

MJPEG

1 Camera 704x576 Y/N - - -
Supported

by design
v1.1

ISS2965x
Refer to

ISMC1063x

H.264

MPEG4

MJPEG

1 Camera 704x576 Y/N 4/0

Pan

Tilt

Zoom

Motion
Supported

by design
None

ISS4032Z2

8W

Refer to

IGP2035F(X

NET.M2-

3.00.13.020

4)

H.264 1 Camera 1280x1024 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12

ISSM2063x
Refer to

ISMC1063x

H.264

MPEG4

MJPEG

1 Camera 704x576 Y/n 4/0

Pan

Tilt

Zoom

Motion
Supported

by design
None

IVC5055V

R

Refer to

IDC4050VF(

XNET.M1-

3.00.13.112

5)

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion

Supported

by design
v3.2

IVP4000V

R

XNET.A1-

1.1.9.1028

H.264

MPEG4

MJPEG

1 Camera 640x480 Y/N - - - None v1.1

IVP4030V

R

Refer to

IGP1030(XN

ET.A1-

2.01.13.020

4)

H.264

MJPEG

MPEG4

1 Camera 1280x960 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

CNB

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

IVP5035V

R

Refer to

CNB

IGP2035F(X

NET.M2-

3.00.13.020

4)

H.264 1 Camera 1280x1024 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12

IXC2050IR

Refer to

IGC2050F(X

NET.M2-

2.00.12.102

6)

H.264 1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.11

IXP3035V

R

Refer to

IGP2035F(X

NET.M2-

3.00.13.020

4)

H.264 1 Camera 1280x1024 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12

MPC1070P

N
1.0.46

H.264

MJPEG
1

Fisheye

Camera
2592x1944 Y/Y - - Motion None v3.4

MVC2050V

R
3.4.2 H.264 1 Camera 1920x1080 N/N - - Motion None v4.3

NDE5055M

F

Refer to

NGE2055F(X

NET.N1-

1.02.13.020

4)

H.264 1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12

NDE5055V

R

Refer to

NGE2055F(X

NET.N1-

1.02.13.020

4)

H.264 1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12

NGE2055F

XNET.N1-

1.02.13.020

4

H.264 1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion None v2.12



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

CNB

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

NVE5055M

F

Refer to

NGE2055F(X

NET.N1-

1.02.13.020

4)

H.264 1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12

NVE5055V

R

Refer to

NGE2055F(X

NET.N1-

1.02.13.020

4)

H.264 1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12

NXE3055M

R

Refer to

NGE2055F(X

NET.N1-

1.02.13.020

4)

H.264 1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12

NXE3055V

R

Refer to

NGE2055F(X

NET.N1-

1.02.13.020

4)

H.264 1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Generic
2.622.0000

000.31.R

H.264

H.265

MJPEG

1 Camera 2688x1520 Y/Y 7/2

Pan

Tilt

Zoom

Motion None v19.4

Note:

DH-

SD6AL230

FN-HNI

2.420.0001.

0.R.3.3019.

9A.NR,build

:2016-01-

22

MJPEG

H.264

MPEG4

1 Camera 1920x1080 Y/Y 7/2

Pan

Tilt

Zoom

Motion Test by link v5.9

DH-

SD6AL240-

HNI

2.621.0000

000.1.R.D32

.4010.9A.NR

, Build

Date: 2017-

08-23

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/Y 7/2

Pan

Tilt

Zoom

Motion Test by link v18.6

HCVR5104

H

3.200.0005.

1.R, Build

Date: 2014-

04-27

H.264 4 DVR 1280x720 Y/Y -

Pan

Tilt

Zoom

- None v3.4

HDB3300 None
H.264

MJPEG
1 Camera 2048x1536 Y/N 2/1

Pan

Tilt

Zoom

Motion None v1.16

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

If general, motion, alarm stream settings is inconsistent, the connection will be unstable.

The connection is unstable, because of using ServerPush to get events.

Dahua

Firmware must be 2.622.0000000.21.R, Build Date: 2018-01-12 or above then can use generic model.

Firmware must be 2.210.0006.0.T.A.2017, build : 2016-03-24 or above then can use generic model.

1. The range of parameter on camera will be changed by other parameter, our parameter dialog can't synchornize with

camera. (Camera Firmware issue)

2. Image Parameters cannot be set normally. (Camera Firmware issue)

3. Audio G.711A (16k) and G.711Mu (16k) works abnormal. (NUUO server limitation)

4. PTZ cannot normally use Speed and AutoPan functions. (Camera Firmware issue)

5. DO cannot normally work. (Camera Firmware issue)

6. Camera with H.265 will have gray image. (NUUO server limitation)

Firmware must be 2.210.BW03.0.T.A.2017.3N.NR, build : 2015-11-06 or above then can use generic model.

1. Server dose not support G.726, AAC, and G.711A with 16k. (NUUO server limitation)

2. Zoom, focus, and gotoPreset work abnormally. (Camera Firmware issue)

3. Stream parameter setting may fail if the ranges of bitrate is not synchronized with the camera web. (Camera

Firmware issue)

4. The list of frame rate is not synchronized with the one on the camera web. (Camera Firmware issue)



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

If general, motion, alarm stream settings is inconsistent, the connection will be unstable.

The connection is unstable, because of using ServerPush to get events.

Dahua

HDBW330

0

V2.000 ,

Update

2011.10.22

H.264

MJPEG
1 Camera 2048x1536 Y/N 2/1

Pan

Tilt

Zoom

Motion None v1.16

HF3110

V2.000 ,

Update

2011.10.22

H.264

MJPEG
1 Camera 1280x960 Y/N 2/1

Pan

Tilt

Zoom

Motion None v1.16

HF3211

V2.000 ,

Update

2011.10.22

H.264

MJPEG
1 Camera 1920x1080 Y/N 2/1

Pan

Tilt

Zoom

Motion None v1.16

HF3300

V2.000 ,

Update

2011.10.22

H.264

MJPEG
1 Camera 2048x1536 Y/N 1/1

Pan

Tilt

Zoom

Motion None v1.16

IPC-5100

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-5200

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

EBW81200

2.400.0000.

4.R, build :

2015-08-06

MJPEG

H.264
1 Camera 4000x3000 Y/Y 2/1 - Motion None v4.12

IPC-

EBW8600

2.400.0000.

4.R, build :

2015-08-06

MJPEG

H.264
1 Camera 3072x2048 Y/Y 2/1 - Motion None v4.12



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

If general, motion, alarm stream settings is inconsistent, the connection will be unstable.

The connection is unstable, because of using ServerPush to get events.

Dahua

IPC-

HD2100

2.212.0000.

1.T, build :

2014-02-08

MJPEG

H.264
1 Camera 1280x960 N/N - - Motion None v3.1

IPC-

HDB3101

Refer to

IPC-

HFW3101C(

2.103)

MJPEG

H.264
1 Camera 1280x860 Y/N 2/1 - Motion

Supported

by design
v2.12

IPC-

HDB5100

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HDB5100-

DI

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HDB5200

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HDB5200-

DI

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HDB5202

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

If general, motion, alarm stream settings is inconsistent, the connection will be unstable.

The connection is unstable, because of using ServerPush to get events.

Dahua

IPC-

HDB5202-

DI

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HDB5300

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HDB5300-

DI

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HDB5302

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HDB5302-

DI

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HDBW232

0R-ZS

2.600.0005.

0.R,build:20

16-12-19

MJPEG

H.264
1 Camera 2048x1536 N/N - Zoom Motion Test by link v5.9

IPC-

HDBW310

1

Refer to

IPC-

HFW3101C(

2.103)

MJPEG

H.264
1 Camera 1280x860 Y/N 2/1 - Motion

Supported

by design
v2.12



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

If general, motion, alarm stream settings is inconsistent, the connection will be unstable.

The connection is unstable, because of using ServerPush to get events.

Dahua

IPC-

HDBW330

0

v2.000
MJPEG

H.264
1 Camera 2048x1536 Y/N 2/1 None None None v1.16

IPC-

HDBW442

1E

Refer to

IPC-

HFW5421E-

Z(2.400.000

0.30.R,build

:2015-12-

15)

MJPEG

H.264
1 Camera 2688x1520 Y/Y 2/1 Zoom Motion

Supported

by design
v4.14

IPC-

HDBW442

1F-AS

Refer to

IPC-

HFW5421E-

Z(2.400.000

0.30.R,build

:2015-12-

15)

MJPEG

H.264
1 Camera 2688x1520 Y/Y 2/1 Zoom Motion

Supported

by design
v4.14

IPC-

HDBW510

0

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HDBW510

0-DI

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HDBW512

1E-Z

Refer to

IPC-

HFW5421E-

Z(2.400.000

0.30.R,build

:2016-06-

04)

MJPEG

H.264
1 Camera 2688x1520 Y/Y 2/1 Zoom Motion

Supported

by design
v4.16

IPC-

HDBW520

0

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

If general, motion, alarm stream settings is inconsistent, the connection will be unstable.

The connection is unstable, because of using ServerPush to get events.

Dahua

IPC-

HDBW520

0-DI

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HDBW520

2

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HDBW520

2-DI

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HDBW522

0E-Z

Refer to

IPC-

HFW5421E-

Z(2.400.000

0.30.R,build

:2016-06-

04)

MJPEG

H.264
1 Camera 2688x1520 Y/Y 2/1 Zoom Motion

Supported

by design
v4.16

IPC-

HDBW522

1E-Z

Refer to

IPC-

HFW5421E-

Z(2.400.000

0.30.R,build

:2016-06-

04)

MJPEG

H.264
1 Camera 2688x1520 Y/Y 2/1 Zoom Motion

Supported

by design
v4.16

IPC-

HDBW530

0

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HDBW530

0-DI

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

If general, motion, alarm stream settings is inconsistent, the connection will be unstable.

The connection is unstable, because of using ServerPush to get events.

Dahua

IPC-

HDBW530

2

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HDBW530

2-DI

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HDBW542

1E-Z

Refer to

IPC-

HFW5421E-

Z(2.400.000

0.30.R,build

:2016-06-

04)

MJPEG

H.264
1 Camera 2688x1520 Y/Y 2/1 Zoom Motion

Supported

by design
v4.16

IPC-

HDBW543

1E-Z

2.460.0000.

3.R, Build

Date: 2017-

01-05

H.264

H.265
1 Camera 2688x1520 Y/Y 1/1 Zoom Motion Test by link v5.10

IPC-

HDW4421E

Refer to

IPC-

HFW5421E-

Z(2.400.000

0.30.R,build

:2015-12-

15)

MJPEG

H.264
1 Camera 2688x1520 Y/Y 2/1 Zoom Motion

Supported

by design
v4.14

IPC-

HF5121E-Z

Refer to

IPC-

HFW5421E-

Z(2.400.000

0.30.R,build

:2016-06-

04)

MJPEG

H.264
1 Camera 2688x1520 Y/Y 2/1 Zoom Motion

Supported

by design
v4.16

IPC-

HF5221E

Refer to

IPC-

HFW5421E-

Z(2.400.000

0.30.R,build

:2016-06-

04)

MJPEG

H.264
1 Camera 2688x1520 Y/Y 2/1 Zoom Motion

Supported

by design
v4.16



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

If general, motion, alarm stream settings is inconsistent, the connection will be unstable.

The connection is unstable, because of using ServerPush to get events.

Dahua

IPC-

HF5421E

Refer to

IPC-

HFW5421E-

Z(2.400.000

0.30.R,build

:2016-06-

04)

MJPEG

H.264
1 Camera 2688x1520 Y/Y 2/1 Zoom Motion

Supported

by design
v4.16

IPC-

HF81200E

2.400.0000.

7.R

H.264

MJPEG
1 Camera 4000x3000 Y/Y 2/1

Pan

Tilt

Zoom

Motion None v4.11

IPC-

HFW1220S

2.420.0000.

11.R, build :

2015-07-07

MJPEG

H.264
1 Camera 1920x1080 N/N - - Motion None v4.12

IPC-

HFW3101C
V2.103

MJPEG

H.264
1 Camera 1280x960 Y/N 2/1 - Motion Test by link v2.12

IPC-

HFW3200C

2.212.0000.

1.T, build :

2014-02-08

MJPEG

H.264
1 Camera 1920x1080 Y/N 2/1 - Motion None v3.1

IPC-

HFW5100-

IRA

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HFW5100C

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HFW5100D

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

If general, motion, alarm stream settings is inconsistent, the connection will be unstable.

The connection is unstable, because of using ServerPush to get events.

Dahua

IPC-

HFW5100E

-VF

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HFW5121E

-Z

Refer to

IPC-

HFW5421E-

Z(2.400.000

0.30.R,build

:2016-06-

04)

MJPEG

H.264
1 Camera 2688x1520 Y/Y 2/1 Zoom Motion

Supported

by design
v4.16

IPC-

HFW5200-

IRA

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HFW5200C

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HFW5200D

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HFW5200E

-VF

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HFW5200E

-Z

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

If general, motion, alarm stream settings is inconsistent, the connection will be unstable.

The connection is unstable, because of using ServerPush to get events.

Dahua

IPC-

HFW5202C

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HFW5220E

-Z

Refer to

IPC-

HFW5421E-

Z(2.400.000

0.30.R,build

:2016-06-

04)

MJPEG

H.264
1 Camera 2688x1520 Y/Y 2/1 Zoom Motion

Supported

by design
v4.16

IPC-

HFW5221E

-Z

Refer to

IPC-

HFW5421E-

Z(2.400.000

0.30.R,build

:2016-06-

04)

MJPEG

H.264
1 Camera 2688x1520 Y/Y 2/1 Zoom Motion

Supported

by design
v4.16

IPC-

HFW5300C

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HFW5300E

-VF

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HFW5300E

-Z

Refer to

IPC-

HFW5302C(

2.420.0005.

0.R, build :

2014-12-

05)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

IPC-

HFW5302C

2.420.0005.

0.R, build :

2014-12-05

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion None v3.13



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

If general, motion, alarm stream settings is inconsistent, the connection will be unstable.

The connection is unstable, because of using ServerPush to get events.

Dahua

IPC-

HFW5421E

-Z

2.400.0000.

30.R,build:2

016-06-04

MJPEG

H.264
1 Camera 2688x1520 Y/Y 2/1 Zoom Motion None v4.16

IPC-

HFW5431E

-Z

2.622.0000

000.21.R,

Build Date:

2018-01-12

H.265

H.264
1 Camera 2688x1520 Y/Y 2/1 Zoom Motion Test by link v18.3

SD32203S-

HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13

SD40212S-

HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13

SD42212S-

HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13

SD42C212

S-HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13

SD50120S-

HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

If general, motion, alarm stream settings is inconsistent, the connection will be unstable.

The connection is unstable, because of using ServerPush to get events.

Dahua

SD50220S-

HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13

SD50230S-

HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13

SD52C120

S-HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13

SD52C220

S-HN

2.210.0003.

0.R.A.2017,

build :

2014-11-12

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v3.13

SD52C230

S-HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13

SD59120S-

HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13

SD59212S-

HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

If general, motion, alarm stream settings is inconsistent, the connection will be unstable.

The connection is unstable, because of using ServerPush to get events.

Dahua

SD59220S-

HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13

SD59230S-

HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13

SD63120S-

HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13

SD63220S-

HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13

SD63230S-

HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13

SD6366E-

HN

2.213.0000.

1.R, build :

2013-12-27

MJPEG

H.264
1 Camera 704x576 Y/Y 7/2

Pan

Tilt

Zoom

Motion Test by link v3.3

SD65XX-

HN

2.102.0001.

0.D

MJPEG

H.264
1 Camera 1920x1028 Y/N 7/2

Pan

Tilt

Zoom

Motion None v2.5



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

If general, motion, alarm stream settings is inconsistent, the connection will be unstable.

The connection is unstable, because of using ServerPush to get events.

Dahua

SD69XX-

HN

Refer to

SD65XX-

HN(2.102.0

001.0.D)

MJPEG

H.264
1 Camera 1920x1080 Y/N 7/2

Pan

Tilt

Zoom

Motion
Supported

by design
v2.5

SD6A230-

HN

2.212.0000.

3.R, build :

2014-02-08

MJPEG

H.264
1 Camera 1920x1080 Y/Y 7/2

Pan

Tilt

Zoom

Motion None v3.5

SD6AL230

F-HNI

Refer to

DH-

SD6AL240-

HNI (FW:

2.621.0000

000.1.R.D32

.4010.9A.NR

, Build

Date: 2017-

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/Y 7/2

Pan

Tilt

Zoom

Motion
Supported

by design
v18.6

SD6C120S-

HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13

SD6C220S-

HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13

SD6C230S-

HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13

SD6C430U

N-HN

2.420.0000.

5.R.301d.3N

.NR, build :

2016-04-13

MJPEG

H.264
1 Camera 2592x1520 Y/Y 1/1

Pan

Tilt

Zoom

Motion Test by link v5.3



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

If general, motion, alarm stream settings is inconsistent, the connection will be unstable.

The connection is unstable, because of using ServerPush to get events.

Dahua

SDZW2030

S-HN

Refer to

SD52C220S

-

HN(2.210.0

003.0.R.A.2

017, build :

2014-11-

12)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.13



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Universal

Model
V1.01.02

H.264

MJPEG

MPEG4

1
Fisheye

Camera
1280x800 Y/N - - Motion None V2.14

DCS-1100 1
MJPEG

MPEG4
1 Camera 640x480 Y/N - - Motion None v1.0

DCS-1100L 1.03_4130
MJPEG

MPEG4
1 Camera 640x480 Y/N - - Motion None v2.6

DCS-1130 1
MJPEG

MPEG4
1 Camera 640x480 Y/N - - Motion None v1.0

DCS-1130L 1.03_4130
MJPEG

MPEG4
1 Camera 640x480 Y/N - - Motion None v2.6

DCS-1201  V0.00.01

H.264

MJPEG

MPEG4

1 Camera 1280x720 Y/N 1/1 - Motion None v3.13

DCS-1301 0.01.00

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion None v4.1

DCS-2100 None H.263 1 Camera 720x576 Y/N - - Motion None v1.0

DCS-2100G None H.263 1 Camera 720x576 Y/N - - Motion None v1.0

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

DCS-2102 None
MJPEG

MPEG4
1 Camera 1280x1024 Y/N 1/1 - Motion None v1.0

DCS-2103 1.20.00

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N 1/1 - Motion None v2.16

DCS-

2103B1

Refer to

DCS-

2132LB

(v2.00.05)

H.264

MJPEG
1 Camera 1280x720 Y/Y 1/1 - Motion

Supported

by design
v4.6

DCS-2120 None MPEG4 1 Camera 720x576 Y/N - - Motion None v1.0

DCS-2121 None
MJPEG

MPEG4
1 Camera 1280x1024 Y/N 1/1 - Motion None v1.0

DCS-2130

Refer to

DCS-

2103(1.20.0

0)

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N 1/1 - Motion
Supported

by design
v2.16

DCS-2132L 1.00.06

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N 1/1 - Motion None v2.7

DCS-

2132LB
v2.00.05

H.264

MJPEG
1 Camera 1280x720 Y/N 1/1 - Motion None v4.5

DCS-2136L v1.03.00

H.264

MJPEG

MPEG4

1 Camera 1280x720 Y/N 1/1 - Motion None v4.7



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

DCS-2210 V1.22

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion None v4.6

DCS-2210L

Refer to

DCS-2230L

(v0.03.00)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v4.6

DCS-2230

Refer to

DCS-2210(

V1.22)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v4.4

DCS-2230L v0.03.00

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion None v4.6

DCS-2310L 1.03.08

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N - - Motion None v4.16

DCS-

2310LB1
0.03.00

H.264

MJPEG
1 Camera 1280x720 Y/N - - Motion None V3.7

DCS-2330L v1.00.01
H.264

MJPEG
1 Camera 640x480 Y/N - - Motion None v4.8

DCS-2332L V1.02.00

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N - - Motion None v4.9

DCS-2530L 1.00.21
MJPEG

H.264
1 Camera 1920x1080 Y/N - - Motion None v5.1



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

DCS-2630L v1.02.02 H.264 1 Camera 1920x1080 Y/N - - Motion None v4.13

DCS-3010 v1.12.07

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N - - Motion None v3.7

DCS-3110 None
MJPEG

MPEG4
1 Camera 1280x1024 Y/Y 1/1 - Motion None v1.0

DCS-3112 V1.11.01

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 2/1
Pan

Tilt
Motion None v4.6

DCS-3220 None MPEG4 1 Camera 720x576 Y/Y 1/1 - Motion None v1.0

DCS-3220G None MPEG4 1 Camera 720x576 Y/Y 1/1 - Motion None v1.0

DCS-3410 None
MJPEG

MPEG4
1 Camera 640x480 Y/N 2/1

Pan

Tilt
Motion None v1.0

DCS-3411 1.02_4125

H.264

MJPEG

MPEG4

1 Camera 640x480 Y/N 2/1
Pan

Tilt
Motion None v2.6

DCS-3415 1
MJPEG

MPEG4
1 Camera 720x576 Y/Y 1/1 Zoom Motion None v1.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

DCS-3420 1.03
MJPEG

MPEG4
1 Camera 720x576 Y/Y 1/1 - Motion None v1.0

DCS-3430 1.02_4125

H.264

MJPEG

MPEG4

1 Camera 640x480 Y/N 2/1
Pan

Tilt
Motion None v2.6

DCS-3511 v1.10.13

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N 1/1

Pan

Tilt

Zoom

Motion None v4.4

DCS-3530

Refer to

DCS-

3511(v1.00.

06)

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.15

DCS-3710 1
MJPEG

MPEG4
1 Camera 1280x960 Y/N 2/1

Pan

Tilt
Motion None v2.6

DCS-

3710B1
V0.02.00

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 2/1
Pan

Tilt
Motion None v4.6

DCS-3713 None

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 2/1 - Motion None v2.6

DCS-3714 v1.00.00

H.264

MJPEG

MPEG4

1 Camera 1280x720 Y/N 2/1
Pan

Tilt
Motion None v4.6

DCS-3715 v1.20

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion None v4.8



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

DCS-3716 v1.00.00

H.264

MJPEG

MPEG4

1 Camera 2048x1536 Y/N 1/1
Pan

Tilt
Motion None v4.7

DCS-4201 V1.00.02
MJPEG

H.264
1 Camera 1280x720 Y/N 1/1 - Motion None v4.2

DCS-

4602EV

v1.99.00

[HW: B]

H.265

H.264

MJPEG

1 Camera 1920x1080 N/N - - Motion None v18.3

DCS-4603 0.00.08
MJPEG

H.264
1 Camera 2048x1536 N/N 1/1 Zoom Motion None v5.9

DCS-

4605EV

v1.00.02

[HW: A]

H264

H265

MJPEG

1 Camera 2592x1944 N/N - - Motion None v18.2

DCS-4622 1.00.03
MJPEG

H.264
1 Camera 1920x1536 Y/N - - Motion None v5.0

DCS-

4633EV
0.00.03

H.264

H.265

MJPEG

1 Camera 2048x1536 N/N - - Motion None v5.14

DCS-4701E
v2.00.05

[HW: B]

H.265

H.264

MJPEG

1 Camera 1920x1080 N/N - - Motion None v18.5

DCS-4703E

Refer to

DCS-

4603(0.00.0

8)

MJPEG

H.264
1 Camera 2048x1536 N/N 1/1 Zoom Motion

Supported

by design
v5.9



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

DCS-4705E
v1.00.02

[HW: B]

H.265

H.264

MJPEG

1 Camera 1920x1080 N/N - - Motion None v18.7

DCS-4802E
v2.00.00

[HW: B]

H.264

H.265

MJPEG

1 Camera 1920 x 1080 N/N - - Motion None v18.7

DCS-5000L v1.02.01 MJPEG 1 Camera 640x480 Y/N -
Pan

Tilt
Motion None v4.12

DCS-5010L

Refer to

DCS-

5020L(1.01)

H.264

MJPEG
1 Camera 640x480 Y/N -

Pan

Tilt
Motion

Supported

by design
v2.15

DCS-5020L 1.01
H.264

MJPEG
1 Camera 640x480 Y/N - - Motion None v2.15

DCS-5029L

Refer to

DCS-

5222LB(V2.

01.05)

MJPEG

H.264
1 Camera 1280x720 Y/N 1/1

Pan

Tilt
Motion

Supported

by design
v4.13

DCS-5030L v1.01.06
MJPEG

H.264
1 Camera 1280x720 Y/N -

Pan

Tilt
Motion None v4.13

DCS-5211L 1.1

H.264

MJPEG

MPEG4

1 Camera 1280x720 Y/N 1/1
Pan

Tilt
Motion None v2.15

DCS-5220 200 MPEG4 1 Camera 720x576 Y/N -
Pan

Tilt
Motion None v1.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

DCS-5220

Bx
2.00

MJPEG

MPEG4
1 Camera 720x576 Y/N -

Pan

Tilt
Motion None v1.0

DCS-

5220(TW)
None MPEG4 1 Camera 720x576 Y/N -

Pan

Tilt
Motion None v1.0

DCS-5222L 1.10
H.264

MPEG4
1 Camera 1280x720 Y/N 1/1

Pan

Tilt
Motion None v2.15

DCS-

5222LB
2.01.05

MJPEG

H.264
1 Camera 1280x720 Y/N 1/1

Pan

Tilt
Motion None v4.5

DCS-

5222LB2

Refer to

DCS-

5222LB(V2.

01.05)

MJPEG

H.264
1 Camera 1280x720 Y/N -

Pan

Tilt
Motion

Supported

by design
v3.8

DCS-5230 1.02_4317
MJPEG

MPEG4
1 Camera 1280x1024 Y/N 1/1

Pan

Tilt
Motion None v2.6

DCS-5230L 1.02_4317
MJPEG

MPEG4
1 Camera 1280x1024 Y/N 1/1

Pan

Tilt
Motion None v2.6

DCS-5300 1.05 H.263 1 Camera 720x576 Y/N 1/1 - Motion None v1.0

DCS-5300G None H.263 1 Camera 720x576 Y/N 1/1 - Motion None v1.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

DCS-5605 1.01_4126

H.264

MJPEG

MPEG4

1 Camera 704x480 Y/N 1/1

Pan

Tilt

Zoom

Motion None v2.9

DCS-5610 None
MJPEG

MPEG4
1 Camera 720x576 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v1.0

DCS-5615 v1.00.02
MJPEG

H.264
1 Camera 1920x1080 Y/N 1/0

Pan

Tilt
Motion None v2.19

DCS-5635 1.01_4126

H.264

MJPEG

MPEG4

1 Camera 704x576 Y/N 1/1

Pan

Tilt

Zoom

Motion None v2.9

DCS-6004L V1.02.03

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N - - Motion None v5.4

DCS-6005L

Refer to

DCS-

6004L(V1.0

2.03)

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N - - Motion
Supported

by design
v5.4

DCS-6010L V1.12.02

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N -

Pan

Tilt

Zoom

Motion None v4.6

DCS-6045L V1.00b3 H.264 1 Camera 1280x720 Y/N - - Motion None v3.4

DCS-6110 1
MJPEG

MPEG4
1 Camera 720x576 N/Y 1/1 - Motion None v1.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

DCS-6111 1
MJPEG

MPEG4
1 Camera 640x480 Y/Y 1/1 - Motion None v1.0

DCS-6112 v2.10.02

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion None v3.6

DCS-

6112B1
V3.00.00

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion None v4.6

DCS-6112V None

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion None v2.6

DCS-6113

Refer to

DCS-

6112(2.10.0

2)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v3.6

DCS-

6113B1
v3.00.00

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion None v4.5

DCS-6113V None

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion None v2.6

DCS-

6113VB1

Refer to

DCS-

6112B1(v3.

00.00)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v3.3

DCS-6115 v0.09.00

H.264

MJPEG

MPEG4

1 Camera 1280x720 Y/N 1/1 - Motion None v4.7



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

DCS-6116 v1.00.09
H.264

MJPEG
1 Camera 2048x1536 Y/N - - Motion None v4.10

DCS-6210 V1.00.06

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N - - Motion None v4.7

DCS-6212L 0.01.00
H.264

MJPEG
1 Camera 1920x1080 Y/N - - Motion None v3.10

DCS-6314 V1.01

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion None v4.4

DCS-6315

Refer to

DCS-

6115(0.09.0

0)

H.264

MJPEG

MPEG4

1 Camera 1280x720 Y/N 1/1 - Motion
Supported

by design
v4.7

DCS-6410 1
MJPEG

MPEG4
1 Camera 704x576 Y/N 2/1

Pan

Tilt
Motion None v1.0

DCS-6510 v1.02

H.264

MJPEG

MPEG4

1 Camera 640x480 Y/N 1/1 - Motion None v4.10

DCS-6511

Refer to

DCS-

7513(v2.0.2

3)

MJPEG

H.264
1 Camera 1920x1080 Y/N 1/1 - Motion

Supported

by design
v5.5

DCS-6513 1.02.00

H.264

MJPEG

MPEG4

1 Camera 2048x1536 Y/N 1/1 - Motion None v4.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

DCS-6515

Refer to

DCS-

7518(1.00.0

0)

H.264 1 Camera 640x480 Y/N 1/1 - Motion
Supported

by design
v4.1

DCS-6517

Refer to

DCS-

7517(v2.00.

00)

MJPEG

H.264

H.265

1 Camera 2592x1944 Y/N 1/1 - Motion
Supported

by design
v5.7

DCS-6616 2.12.01

H.264

MJPEG

MPEG4

1 Camera 720x480 Y/Y 8/1

Pan

Tilt

Zoom

Motion None v5.11

DCS-6620 1.05
MJPEG

MPEG4
1 Camera 720x576 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v1.3

DCS-6620G 1.05
MJPEG

MPEG4
1 Camera 720x576 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v1.3

DCS-

6815B1
0.01.00

H.264

MJPEG

MPEG4

1 Camera 720x480 Y/N 8/1

Pan

Tilt

Zoom

Motion None v2.6

DCS-

6817B1
v2.00.02

MJPEG

H.264

H.265

1 Camera 720x576 Y/N 8/1

Pan

Tilt

Zoom

Motion None v2.12

DCS-

6818B1
0.01.00

H.264

MJPEG

MPEG4

1 Camera 720x480 Y/N 8/1

Pan

Tilt

Zoom

Motion None v2.6

DCS-6915 v1.00.10 H.264 1 Camera 1900x1080 Y/N 4/2

Pan

Tilt

Zoom

Motion None v2.12



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

DCS-

6915B1

Refer to

DCS-

6915(1.00.1

0)

MJPEG

H.264
1 Camera 1920x1080 Y/N 4/2

Pan

Tilt

Zoom

Motion None v3.7

DCS-7000L 0.09.00
MJPEG

H.264
1 Camera 1280x720 Y/N - - Motion None v4.5

DCS-7010L V1.05.03

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N 1/1 - Motion None v4.3

DCS-7110
v1.20_2012

0517

H.264

MJPEG

MPEG4

1 Camera 1280x800 N/N 1/1

Pan

Tilt

Zoom

Motion None v2.9

DCS-

7110A3
V2.10.03

H.264

MJPEG

MPEG4

1 Camera 1280x800 N/N 1/1
Pan

Tilt
Motion None v3.9

DCS-

7110B1
v3.00.04

H.264

MJPEG

MPEG4

1 Camera 1920x1080 N/N 1/1 - Motion None v4.4

DCS-7410 1
MJPEG

MPEG4
1 Camera 704x576 Y/N 2/1

Pan

Tilt
Motion None v1.10

DCS-7413 1.00.02

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion None v2.10

DCS-

7413B1
v2.11.08

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion None v4.6



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

DCS-7510 None
MJPEG

MPEG4
1 Camera 704x576 Y/N 2/1

Pan

Tilt
Motion None v1.0

DCS-7513 v2.0.23
MJPEG

H.264
1 Camera 1920x1080 Y/N 1/1 - Motion None v5.5

DCS-7517 v1.11.00
MJPEG

H.264
1 Camera 2560x1920 Y/N 1/1 Zoom Motion Test by link v5.15

DCS-7517B v2.00.00

MJPEG

H.264

H.265

1 Camera 2592x1944 Y/N 1/1 - Motion None v5.7

DCS-7518 V1.00 H.264 1 Camera 1280x720 Y/N 1/1 - Motion None v3.12

DCS-900 1 MJPEG 1 Camera 640x480 N/N - - - None v1.0

DCS-910 1 MJPEG 1 Camera 640x480 N/N - - - None v1.0

DCS-920 None MJPEG 1 Camera 640x480 N/N - - - None v1.0

DCS-930 1.00 build 2 MJPEG 1 Camera 640x480 Y/N - - Motion None v2.8



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

DCS-930L 1.00 build 2 MJPEG 1 Camera 640x480 Y/N - - Motion None v2.8

DCS-930LB v2.15.06 MJPEG 1 Camera 640x480 Y/N - - Motion Test by link v5.15

DCS-931L
1.00_2.0.16

-b28

H.264

MJPEG
1 Camera 640x480 Y/N - - Motion None v2.9

DCS-932 1 MJPEG 1 Camera 640x480 Y/N 1/1 - Motion None v2.9

DCS-932L 1 MJPEG 1 Camera 640x480 Y/N 1/1 - Motion None v2.9

DCS-932LB 2.13.13 MJPEG 1 Camera 640x480 Y/N - - Motion None v4.14

DCS-933L
1.00_2.0.16

-b28

H.264

MJPEG
1 Camera 640x480 Y/N - - Motion None v2.9

DCS-935L V1.00
H.264

MJPEG
1 Camera 1280x720 Y/N - - Motion None v3.5

DCS-936L v1.02.00 H.264 1 Camera 1280x720 Y/N - - Motion None v4.15



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

DCS-940L 1
H.264

MJPEG
1 Camera 640x480 Y/N - - Motion None v2.18

DCS-942L V1.20

H.264

MJPEG

MPEG4

1 Camera 640x480 Y/N - - Motion None v2.13

DCS-942LB V2.00_3815

H.264

MJPEG

MPEG4

1 Camera 640x480 Y/N - - Motion None v4.5

DCS-950 None MPEG4 1 Camera 640x480 Y/N - - Motion None v1.0

DCS-950G None MPEG4 1 Camera 640x480 Y/N - - Motion None v1.0

DCS-960L v1.03.05 H.264 1 Camera 1280x720 Y/N - - Motion None v4.13

DCS-G900 None MJPEG 1 Camera 640x480 N/N - - - None v1.0

DCS-

N2100
None

MJPEG

MPEG4
1 Camera 640x480 Y/N - - Motion None v2.9

DCS-

N2104
None

MJPEG

MPEG4
1 Camera 640x480 Y/N - - Motion None v2.9



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

DCS-

N2200
None

MJPEG

MPEG4
1 Camera 1280x1024 Y/N - - Motion None v2.9

DCS-

N2204
None

MJPEG

MPEG4
1 Camera 1280x1024 Y/N - - Motion None v2.9

DCS-

N3530
None

MJPEG

MPEG4
1 Camera 720x576 Y/N 2/2 - Motion None v2.9

DCS-

N3531
None

MJPEG

MPEG4
1 Camera 720x576 Y/N 2/2

Pan

Tilt

Zoom

Motion None v2.9

DCS-

N3534
None

MJPEG

MPEG4
1 Camera 720x576 Y/N 2/2

Pan

Tilt

Zoom

Motion None v2.9

DCS-

N4141
None

MJPEG

MPEG4
1 Camera 720x576 Y/N 1/1

Pan

Tilt

Zoom

Motion None v2.9

DCS-

N4532
None

MJPEG

MPEG4
1 Camera 720x576 N/N 1/1 - Motion None v2.9

DCS-

N4533
None

MJPEG

MPEG4
1 Camera 720x576 N/N 1/1 - Motion None v2.9

DCS-

N5424
None

MJPEG

MPEG4
1 Camera 720x576 N/N 1/1 None Motion None v2.9



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

DCS-

N5440
None

MJPEG

MPEG4
1 Camera 720x576 N/N 1/1

Pan

Tilt

Zoom

Motion None v2.9

DCS-

N5441
None

MJPEG

MPEG4
1 Camera 720x576 N/N 1/1

Pan

Tilt

Zoom

Motion None v2.9

DCS-

N5442
None

MJPEG

MPEG4
1 Camera 720x576 N/N 1/1

Pan

Tilt

Zoom

Motion None v2.9

DCS-

N5444
None

MJPEG

MPEG4
1 Camera 720x576 N/N 1/1

Pan

Tilt

Zoom

Motion None v2.9

DCS-

N6240
None

MJPEG

MPEG4
1 Camera 720x576 N/N 1/1

Pan

Tilt

Zoom

Motion None v2.9

DCS-

N6241
None

MJPEG

MPEG4
1 Camera 720x576 N/N 1/1

Pan

Tilt

Zoom

Motion None v2.9

DCS-

N6244
None

MJPEG

MPEG4
1 Camera 720x576 N/N 1/1

Pan

Tilt

Zoom

Motion None v2.9

DCS-P603 v1.02.02
H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion Test by link v18.1

DCS-P703

Refer to

DCS-P603

(FW:

v1.02.02)

H.264

MJPEG
1 Camera 2048x1536 N/N - - Motion

Supported

by design
v18.1



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

DCS2120(T

W)
0201tw MPEG4 1 Camera 720x576 Y/N 1/1 - Motion None v1.0

DVS-104 None MJPEG 4 Camera 720x576 N/N 4/2 - Motion
Supported

by design
v1.0

DVS-210-1 1.00.01
MJPEG

MPEG4
1 Camera 720x480 Y/N 2/1

Pan

Tilt

Zoom

Motion None v1.0

DVS-301 None H.263 1 Camera 720x576 Y/N 1/1 - Motion
Supported

by design
v1.0

DVS-301-1 1.00.01

H.264

MPEG4

MJPEG

1 Camera 720x480 Y/N None

Pan

Tilt

Zoom

Motion None v1.0

DVS-

N1010
None

MPEG4

MJPEG
4 Camera 720x576 N/N 2/2

Pan

Tilt

Zoom

Motion None v2.9

DVS-

N3010
None

MPEG4

MJPEG
1 Camera 720x576 N/N 2/2

Pan

Tilt

Zoom

Motion None v2.9

DVS-

N3011
None

MPEG4

MJPEG
1 Camera 720x576 N/N 2/2

Pan

Tilt

Zoom

Motion None v2.9

DVS-

N3014
None

MPEG4

MJPEG
1 Camera 720x576 N/N 2/2

Pan

Tilt

Zoom

Motion None v2.9



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

D-Link

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

DVS-

N3040
None

MPEG4

MJPEG
4

Video

Server
720x576 N/N 4/4

Pan

Tilt

Zoom

Motion None v2.9

DVS-

N3041
None

MPEG4

MJPEG
4

Video

Server
688x544 N/N 4/4

Pan

Tilt

Zoom

Motion None v2.9

DVS-

N3044
None

MPEG4

MJPEG
4

Video

Server
688x544 N/N 4/4

Pan

Tilt

Zoom

Motion None v2.9



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

DCS-4721 VE1.0.22.2
MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 - Motion None v5.1

DCS-H30-

51D/S

Refer to

DCS-H50-

21D/S(1.0.0

X0)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.5

DCS-H41-

11D/SI

Refer to

DCS-H50-

21D/S(1.0.0

X0)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.5

DCS-H41-

11D/SO

Refer to

DCS-H50-

21D/S(1.0.0

X0)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.5

DCS-H42-

21D/SA

Refer to

DCS-H50-

21D/S(1.0.0

X0)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.5

DCS-H42-

21D/SM

Refer to

DCS-H50-

21D/S(1.0.0

X0)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.5

DCS-H50-

21D/S
1.0.0X0

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v3.4

DCS-H70-

21D
2.0.9A5S2

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion None v2.15

DCS-H70-

21D/A
2.0.9A5S2

H.264

MJPEG
1 Camera 1920x1080 Y/n 1/1 - Motion None v2.20

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

D-Link China



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

D-Link China

DCS-H70-

21D/M

Refer to

DCS-H70-

21D/A(2.0.9

A5S2)

H.264

MJPEG
1 Camera 1920x1080 Y/n 1/1 - Motion

Supported

by design
v2.20

DCS-H70-

21D/SA1

Refer to

DCS-H50-

21D/S(1.0.0

X0)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.5

DCS-H70-

21D/SM1

Refer to

DCS-H50-

21D/S(1.0.0

X0)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.5

DCS-H70-

22D
2.0.9A5S2

MJPEG

H.264
1 CAmera 1920x1080 Y/Y 1/1 - Motion None v3.1

DCS-

H_Series
None

MJPEG

H.264
1

Fisheye

Camera
2592x1944 Y/N 4/2 - Motion

Supported

by design
v3.6

DCS-

N20M-

10H2

Refer to

DCS-V70M-

21H(v1.0.30

)

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N 1/1 - Motion
Supported

by design
v2.17

DCS-

N30M-

51H2

Refer to

DCS-V70M-

21H(v1.0.30

)

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N 1/1 - Motion
Supported

by design
v2.17

DCS-

N31M-

21H3

Refer to

DCS-V70M-

21H2

(VB1.0.29)

H.264

MJPEG

MPEG4

1 Camera 1280x800 N/N 1/1 - Motion
Supported

by design
v2.18

DCS-

N40M-

22H3

Refer to

DCS-V70M-

21H2

(VB1.0.29)

H.264

MJPEG

MPEG4

1 Camera 1280x800 N/N 1/1 - Motion
Supported

by design
v2.18



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

D-Link China

DCS-

N40M-

32H2

Refer to

DCS-V70M-

21H(v1.0.30

)

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N 1/1 - Motion
Supported

by design
v2.17

DCS-

N40M-

33H2

Refer to

DCS-V70M-

21H(v1.0.30

)

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N 1/1 - Motion
Supported

by design
v2.17

DCS-

N40M-

53H2

Refer to

DCS-V70M-

21H(v1.0.30

)

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N 1/1 - Motion
Supported

by design
v2.17

DCS-

N40M-

81H3

VC1.0.10
H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion None v2.11

DCS-N62-

40H2
V1.0.40

H.264

MJPEG
1 Camera 720x480 Y/N 1/1

Pan

Tilt

Zoom

Motion None v2.11

DCS-

N70M-

20H2

Refer to

DCS-V70M-

21H(v1.0.30

)

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N - - Motion
Supported

by design
v2.17

DCS-

N70M-

21H2

Refer to

DCS-V70M-

21H(v1.0.30

)

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N 1/1 - Motion
Supported

by design
v2.17

DCS-

N70M-

21H3

Refer to

DCS-V70M-

21H2

(VB1.0.29)

H.264

MJPEG

MPEG4

1 Camera 1280x800 N/N 1/1 - Motion
Supported

by design
v2.18

DCS-

N70M-

50H2

Refer to

DCS-V70M-

21H(v1.0.30

)

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N 1/1 - Motion
Supported

by design
v2.17



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

D-Link China

DCS-V30M-

50H

Refer to

DCS-V70M-

21H(v1.0.30

)

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N 1/1 - Motion
Supported

by design
v2.17

DCS-V30M-

51H

Refer to

DCS-V70M-

21H(v1.0.30

)

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N 1/1 - Motion
Supported

by design
v2.17

DCS-V30M-

51H2

Refer to

DCS-V70M-

21H(v1.0.30

)

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N 1/1 - Motion
Supported

by design
v2.17

DCS-V40M-

12H

Refer to

DCS-V70M-

21H2

(VB1.0.29)

H.264

MJPEG

MPEG4

1 Camera 1280x800 N/N 1/1 - Motion
Supported

by design
v2.18

DCS-V40M-

32H

Refer to

DCS-V70M-

21H2

(VB1.0.29)

H.264

MJPEG

MPEG4

1 Camera 1280x800 N/N 1/1 - Motion
Supported

by design
v2.18

DCS-V40M-

32H2

Refer to

DCS-V70M-

21H(v1.0.30

)

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N - - Motion
Supported

by design
v2.17

DCS-V40M-

33H

Refer to

DCS-V70M-

21H(v1.0.30

)

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N - - Motion
Supported

by design
v2.17

DCS-V70M-

11H

Refer to

DCS-V70M-

21H2

(VB1.0.29)

H.264

MJPEG

MPEG4

1 Camera 1280x800 N/N 1/1 - Motion
Supported

by design
v2.18

DCS-V70M-

20H

Refer to

DCS-V70M-

21H(v1.0.30

)

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N - - Motion
Supported

by design
v2.17



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

D-Link China

DCS-V70M-

21H
v1.0.30

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N - - Motion None v2.17

DCS-V70M-

21H2
VB1.0.29

H.264

MJPEG

MPEG4

1 Camera 1280x800 N/N 1/1 - Motion None v2.18

DCS-V70M-

50H

Refer to

DCS-V70M-

21H(v1.0.30

)

H.264

MJPEG

MPEG4

1 Camera 1600x1200 Y/N - - Motion None v2.17

DCS-V90R-

10F/A0

V4.02.R11.0

0001905.10

010.230800

0

H.264 1 Camera 1280x960 N/N -

Pan

Tilt

Zoom

Motion None v18.7

DCS-

V_Series
None

MJPEG

H.264
1

Fisheye

Camera
1920x1080 Y/Y 4/4

Pan

Tilt

Zoom

Motion
Supported

by design
v3.6



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Generic

z120141215

NSZ

z120141111

NSX

z120141027

NSA

H.264

MJPEG
1

Fisheye

Camera
2048x2048 Y/Y 1/1 - Motion Test by link v3.12

Note:

NA063
z120120523

NSA

H.264

MJPEG
1 Camera 2596x1944 Y/N 1/1 - Motion None v2.9

NA083
z120131016

NSA

H.264

MJPEG
1 Camera 2592x1944 Y/N 1/1 - Motion None v2.20

NH061-

CCD

d20100310

NS

H.264

MJPEG

MPEG4

1 Camera 1280x960 Y/N 1/1 - Motion None v1.1

NH221-

CCD

d20100310

NS

H.264

MJPEG

MPEG4

1 Camera 1280x960 Y/N 1/1 - Motion None v1.1

Dynacolor

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Support generic dewarp

Generic support model: W1-BA100, W2-BAZ40, W5-CDWK0, NH073, NH063

Parameter setting will fail when multi-stream is allowed and resolution is higher than 1080p.

PT function are not test on software.

The maximum resolution is depends on camera.

Camera (Z series) firmware must be z120141215NSZ or above then can use generic model.

Camera (W series) firmware must be z120130417NSA or above then can use generic model.

Camera (X series) firmware must be z120141027NSA or above then can use generic model.



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Dynacolor

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

NH720-

20N1

pm2012022

2NSA

H.264

MJPEG
1 Camera 1920x1080 Y/N 4/2

Pan

Tilt

Zoom

Motion None v2.0

NH720-

20N8

Refer to

NH820-

20N8(z1201

31126NSA)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 4/2

Pan

Tilt

Zoom

Motion
Supported

by design
v3.0

NH820-

20N1

pm2012022

2NSA

H.264

MJPEG
1 Camera 1920x1080 Y/N 4/2

Pan

Tilt

Zoom

Motion None v2.0

NH820-

20N8

z120131126

NSA

H.264

MJPEG
1 Camera 1920x1080 Y/Y 4/2

Pan

Tilt

Zoom

Motion None v3.0

NV053
pm2012022

2NSA

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion None v2.0

NV063
pm2012022

2NSA

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion None v2.0

NV103
pm2012022

2NSA

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion None v2.0

NV223
z120130417

NSA

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 Zoom Motion None v2.15

V1-A None
H.264

MJPEG
1 Camera 1920x1080 Y/N - - Motion

Supported

by design
v1.19



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Dynacolor

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

V1-B
d20100630

NS

H.264

MJPEG
1 Camera 1920x1080 N/N - - Motion None v1.19

V2-A
d20101215

NS

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion None v1.19

V2-B
d20100826

NS

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion None v1.19

V6-A None
H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion

Supported

by design
v1.19

V6-B
d20100630

NS

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion None v1.19



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

GLC-1401 1.42
MPEG4

MJPEG
1 Camera 720x576 Y/N 1/0

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

GLC-1601 1.43
MPEG4

MJPEG
1 Camera 720x576 Y/N 1/0

Pan

Tilt

Zoom

Motion None v1.0

GLC-1602H 1.43
MPEG4

MJPEG
1 Camera 720x576 Y/N 1/0

Pan

Tilt

Zoom

Motion None v1.0

GLC-1610H None
H.264

MJPEG
1 Camera 720x480 Y/N 1/0 - Motion

Supported

by design
v1.7

GLC-

1701/IR
1.45

MPEG4

MJPEG
1 Camera 720x480 N/N 1/0 - Motion

Supported

by design
v1.7

GXB-

1710M-IR

Refer to

GXC-

1710M(1.0.

5 Bets)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v2.2

GXB-

1720M-IR

Refer to

GXC-

1720M(1.05

)

H.264

MJPEG

MPEG4

1 Camera 2048x1536 Y/N 1/1 - Motion
Supported

by design
v2.8

GXC-

1605M

Refer to GC-

1606M-

IR(2.03)

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1 - Motion Test by link v2.8

GXC-

1606M-IR
2.03

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1 - Motion Test by link v2.8

Eneo

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Eneo

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

GXC-

1710M
2.11

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion None v2.13

GXC-

1720M
1.05

H.264

MJPEG

MPEG4

1 Camera 2048x1536 Y/N 1/1 - Motion Test by link v2.8

GXD-

1610M-IR

Refer to GC-

1606M-

IR(2.03)

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1 - Motion Test by link v2.8

GXD-

1710M-IR

Refer to

GXC-

1710M(2.02

)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v2.2

GXD-

1720M-IR

Refer to

GXC-

1720M(1.05

)

H.264

MJPEG

MPEG4

1 Camera 2048x1536 Y/N 1/1 - Motion
Supported

by design
v2.8

PXB-

1080Z03

Refer

toPXD-

2080Z03IR(

4.23-49-ds)

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion

Supported

by design
v3.0

PXB-

2080MIR

Refer

toPXD-

2080Z03IR(

4.23-49-ds)

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion

Supported

by design
v3.0

PXB-

2080Z03

Refer

toPXD-

2080Z03IR(

4.23-49-ds)

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion

Supported

by design
v3.0

PXB-

2180Z03

Refer

toPXD-

2080Z03IR(

4.23-49-ds)

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion

Supported

by design
v3.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Eneo

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

PXC-

2080CS

Refer

toPXD-

2080Z03IR(

4.23-49-ds)

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion

Supported

by design
v3.0

PXC-

2080Z03

Refer

toPXD-

2080Z03IR(

4.23-49-ds)

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion

Supported

by design
v3.0

PXD-

1010F02

vr20121016

NSA

H.264

MJPEG
1 Camera 1920x1080 Y/N - - Motion None v2.10

PXD-

1020F02

Refer to

PXD-

1020F02(vr

20121016N

SA)

H.264

MJPEG
1 Camera 1920x1080 Y/N - - Motion

Supported

by design
v2.10

PXD-

2030PTZ10

80

vr20140416

NSA

H.264

MJPEG
1 Camera 1920x1080 Y/Y 4/2

Pan

Tilt

Zoom

Motion Test by link v3.8

PXD-

2080MIR

Refer

toPXD-

2080Z03IR(

4.23-49-ds)

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion

Supported

by design
v3.0

PXD-

2080Z03

Refer

toPXD-

2080Z03IR(

4.23-49-ds)

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion

Supported

by design
v3.0

PXD-

2080Z03IR
4.23-49-ds

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion None v3.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

EV8180A 1.1.4
H.264

MJPEG
1 Camera 1280x1024 Y/N 1/1

Pan

Tilt

Zoom

Motion None v2.12

EV8180Q-

XD
1.1.4

H.264

MJPEG
1 Camera 2048x1536 Y/N 1/1

Pan

Tilt

Zoom

Motion None v2.11

EV8580A

Refer to

EV8180A(1.

1.4)

H.264

MJPEG
1 Camera 1280x1024 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12

EV8581A

Refer to

EV8180A(1.

1.4)

H.264

MJPEG
1 Camera 1280x1024 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12

EV8582U-

BL

1.1.6 (build

003)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N - - Motion None v2.18

EV8780A

Refer to

EV8180A(1.

1.4)

H.264

MJPEG
1 Camera 1280x1024 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12

EV8781A

Refer to

EV8180A(1.

1.4)

H.264

MJPEG
1 Camera 1280x1024 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12

EV8782A

Refer to

EV8180A(1.

1.4)

H.264

MJPEG
1 Camera 1280x1024 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.12

EV8782Q-

BD

Refer to

EV8180Q-

XD(1.1.4)

H.264

MJPEG
1 Camera 2048x1536 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.11

Etrovision

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Etrovision

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

N50A-ML

Refer to

N71U-

ML(1.1.6

build 003)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 Zoom Motion
Supported

by design
v2.18

N50U-ML

Refer to

N71U-

ML(1.1.6

build 003)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 Zoom Motion
Supported

by design
v2.18

N51U-ML

Refer to

N71U-

ML(1.1.6

build 003)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 Zoom Motion
Supported

by design
v2.18

N71U-ML
1.1.6 (build

003)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 Zoom Motion None v2.18



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Generic 1.2.5B11

H.264

MJPEG

MPEG4

1
Fisheye

Camera
720x480 Y/Y 1/1 - Motion None v4.1

Note:

EAN2150

CCD-

cameraFw-

100811P

H.264

MPEG4

MJPEG

1 Camera 1920x1080 Y/Y 1/1 Zoom Motion None v2.5

EAN2218

ev

20111116N

SA

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion None v2.5

EAN2350
ev20111116

NSA

H.264

MJPEG
1 Camera 2048x1536 Y/Y 1/1 - Motion None v2.5

EAN3120 v1.0.10
H.264

MJPEG
1 Camera 1280x1024 Y/N 1/1 - Motion None v2.5

EAN3200 1.0.9
H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion None v1.12

Everfocus

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Support generic dewarp

1. Not support CBR mode.(Camera Firmware issue)

2. It will lose parameters of stream2 and stream3 if you disable stream2 and stream3 on camera web. (Camera

performace limitation)



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Everfocus

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

EAN3220 v1.0.10
H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion None v2.5

EAN3300 v1.0.10
H.264

MJPEG
1 Camera 2048x1536 Y/N 1/1 - Motion None v2.5

EAN800A 1.2.5

H.264

MPEG4

MJPEG

1 Camera 704x576 Y/N 1/1 - Motion None v1.1

EAN800AW None

H.264

MPEG4

MJPEG

1 Camera 704x576 Y/N 1/1 - Motion
Supported

by design
v1.1

EAN850A 1.2.5

H.264

MPEG4

MJPEG

1 Camera 704x576 Y/N 1/1 - Motion None v1.1

EAN900 1.2.5

H.264

MPEG4

MJPEG

1 Camera 1280x1024 Y/N 1/1 - Motion None v1.1

EDN1220 1.0.8

H.264

MPEG4

MJPEG

1 Camera 1920x1080 Y/N - - Motion None v2.18

EDN1320 1.0.8

H.264

MPEG4

MJPEG

1 Camera 2048x1536 Y/N - - Motion None v2.18

EDN2210
ev20121002

NSA

H.264

MJPEG
1 Camera 1920x1080 Y/N - - Motion None v2.9



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Everfocus

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

EDN2245 EDN2245
H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion None v2.5

EDN2260 1.3.0.d

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N - - Motion None v3.4

EDN3160 1.0.18
H.264

MJPEG
1 Camera 1280x1024 Y/Y 1/1 - Motion None v2.6

EDN3240 1.0.14
H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion None v1.14

EDN3260 1.0.18
H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion None v2.6

EDN3340

Refer to

EHN3340(1.

2.4)

H.264

MPEG4

MJPEG

1 Camera 2048x1536 Y/Y 1/1 - Motion
Supported

by design
v3.6

EDN800 1.2.5

H.264

MPEG4

MJPEG

1 Camera 704x576 N/N 1/1 - Motion None v1.1

EDN850H 1.2.5

H.264

MPEG4

MJPEG

1 Camera 704x576 Y/N 1/1 - Motion None v1.1

EHN3160 1.0.18
H.264

MJPEG
1 Camera 1280x1024 Y/Y 1/1 - Motion None v2.6



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Everfocus

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

EHN3200 1.0.14
H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion None v1.12

EHN3260 1.2.5B2

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/Y 1/1 - Motion None v3.8

EHN3340 1.2.4

H.264

MJPEG

MPEG4

1 Camera 2048x1536 Y/Y 1/1 - Motion None v3.5

EHN3361

Refer to

EZN3340(1.

2.5B2)

H.264

MJPEG

MPEG4

1 Camera 2048x1536 Y/Y 1/1 - Motion
Supported

by design
v3.6

EMN2220 0.8.7-B10
H.264

MJPEG
1 Camera 1920x1080 Y/Y - - Motion None v2.13

EMN2320 1.0.1
H.264

MJPEG
1 Camera 2048x1536 Y/N - - Motion None v2.14

EPN2218
ev20111116

NSA

H.264

MJPEG
1 Camera 1920x1080 Y/Y 4/2

Pan

Tilt

Zoom

Motion None v2.5

EPN3100 v1.0.4

H.264

MJPEG

MPEG4

1 Camera 720x576 Y/N 4/2

Pan

Tilt

Zoom

Motion None v1.1

EPN3600 None

H.264

MJPEG

MPEG4

1 Camera 720x576 Y/N 4/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.1



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Everfocus

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

EPN4122 1.0.4 B7
H.264

MJPEG
1 Camera 1280x960 Y/Y 2/2

Pan

Tilt
Motion None v2.6

EPN4220 1.0.16
H.264

MJPEG
1 Camera 1920x1080 Y/Y 2/2

Pan

Tilt

Zoom

Motion None v3.5

EPN4220P

Refer to

EPN4220(1.

0.16)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v3.6

EPN4230

Refer to

EPN4220(1.

0.16)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v3.6

EQN2200 1.0.27
H.264

MJPEG
1 Camera 1600x1200 Y/Y 1/1 - Motion None v1.14

EQN2201 1.0.27
H.264

MJPEG
1 Camera 1600x1200 Y/Y 1/1 - Motion None v1.14

ETN2110 v3.2.1.4

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1
Pan

Tilt
Motion None v2.14

ETN2260 1.0.1_F1

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N -
Pan

Tilt
Motion None v3.6

EVS200A v1.1.34

H.264

MJPEG

MPEG4

2
Video

Server
720x576 Y/N 2/2

Pan

Tilt

Zoom

Motion None v1.1



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Everfocus

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

EVS200AW v1.2.8

H.264

MJPEG

MPEG4

2
Video

Server
720x5576 Y/N 2/2

Pan

Tilt

Zoom

Motion None v1.1

EVS410 1.0.21
H.264

MJPEG
1 Camera 704x480 Y/N 4/1 - Motion None v2.16

EZN3160 v1.0.10
H.264

MJPEG
1 Camera 1280x1024 Y/N 1/1 - Motion None v2.5

EZN3240 1.0.14
H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion None v2.12

EZN3260 1.2.4
H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion None v3.3

EZN3340 1.2.5B2

H.264

MJPEG

MPEG4

1 Camera 2048x1536 Y/Y 1/1 - Motion None v3.6

EZN3361

Refer to

EZN3340(1.

2.5B2)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v3.6

EZN850 v1.2.5

H.264

MJPEG

MPEG4

1 Camera 704x576 N/N 1/1 Zoom Motion None v1.1



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACM-

B3000
1.02.09

H.264

MJPEG

MPEG4

1 Camera 2048x1536 Y/Y 2/1
Pan

Tilt
Motion None v2.13

ACM-

PT500
2.03.16

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1

Pan

Tilt
Motion None v3.7

ACM-

R2001
1.02.09

H.264

MJPEG

MPEG4

1 Camera 1920x1080 N/N - - Motion None v2.11

ACM-

R3002

Refer to

ACM-

V3103(2.03.

23A)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

ACM-

R3006
1.02.05T

H.264

MJPEG

MPEG4

1 Camera 2048x1536 Y/N 1/1
Pan

Tilt
Motion None v2.13

ACM-

V3001
1.02.09 H.264 1 Camera 1920x1080 Y/Y 1/1 - Motion None v2.12

ACM-

V3002

Refer to

ACM-

V3103(2.03.

23A)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

ACM-

V3103
2.03.23A

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion None v3.13

AT-

HK4A26LP

R-LZS

v5.4.5
H.264

MPEG4
1 Camera 1920x1080P Y/Y 1/1 Zoom Motion

Supported

by design
v.5.15

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

AT-

HK4A26LP

R-Z

v5.4.5
H.264

MPEG4
1 Camera 1920x1080P Y/Y 1/1 Zoom Motion

Supported

by design
v.5.15

AT-

HK4A26LP

R-ZHS

v5.4.5
H.264

MPEG4
1 Camera 1920x1080P Y/Y 1/1 Zoom Motion

Supported

by design
v.5.15

AT-

HKTCG225
v5.4.5

H.264

MPEG4
1 Camera 1920x1080P Y/Y 1/1 Zoom Motion

Supported

by design
v.5.15

C3000 v3.2.2.3

H.264

MPEG4

MJPEG

1 Camera 2048x1536 Y/Y 1/1 - Motion None v2.14

C3000-W v3.2.2.3

H.264

MPEG4

MJPEG

1 Camera 2048x1536 Y/Y 1/1 - Motion None v2.14

CDB-

2KM552

Refer to

TCP-KM265

(FW:

VKD2.1.24.

2_F)

H.265

H.264

MJPEG

1 Camera 1920x1080 Y/Y 1/1 - Motion
Supported

by design
v18.3

CDB-

2KM552S

Refer to

TCP-KM265

(FW:

VKD2.1.24.

2_F)

H.265

H.264

MJPEG

1 Camera 1920x1080 Y/Y 1/1 - Motion
Supported

by design
v18.6

CDB-

3VM835

Refer to

TCP-

HDVB835(V

J2.0.02)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v4.12

CDB-

4KM552

Refer to

TCP-

KM465(VK2.

0.11.0_F)

H.265

H.264

MJPEG

1 Camera 2592x1520 Y/Y 1/1 - Motion
Supported

by design
v4.11



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

CDB-

4KU852

Refer to

TCP-

4KU808(VH

2.0.0.12)

MJPEG

H.264
1 Camera 3840x2160 Y/Y 1/1 - Motion

Supported

by design
v4.12

CDB-

4VM551

Refer to

TCP-

VM469Z42(

VH2.0.14.2_

F)

MJPEG

H.264
1 Camera 2688x1520 Y/Y 1/1 Zoom Motion

Supported

by design
v5.1

CDB-

5KM551

Refer to

CDV-

5KM501Z35

(VK2.0.23.0

_F)

MJPEG

H.264

H.265

1 Camera 2592x1944 Y/Y 1/1 Zoom Motion
Supported

by design
v5.0

CDB-

5VM551G

VH2.0.14.2_

F

MJPEG

H.264
1 Camera 2592x1944 Y/Y 1/1 - Motion None v5.2

CDB-720F None

H.264

MPEG4

MJPEG

1 Camera 1280x800 Y/N 1/1 - Motion None v2.6

CDB-

720F/IR
V1.0.20_F

H.264

MPEG4

MJPEG

1 Camera 1280x800 Y/N 1/1 - Motion None v2.6

CDB-720V VB1.0.26_F

H.264

MPEG4

MJPEG

1 Camera 1280x800 Y/N 1/1 - Motion None v2.6

CDB-

720VIR
VB1.0.26_F

H.264

MPEG4

MJPEG

1 Camera 1280x800 Y/N 1/1 - Motion None v2.6

CDB-

720VIR-H

VE2.0.14.2_

F

MJPEG

H.264
1 Camera 1280x800 Y/Y 1/1 - Motion None v3.3



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

CDB-

HD280

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

CDB-

HFD720

Refer to

TCP-

HDVB720-

H(VE2.0.20.

8)

MJPEG

H.264
1 Camera 1280x800 N/N 1/1 - Motion

Supported

by design
v4.1

CDB-

HFD728

Refer to

CDB-

720VIR-

H(VE2.0.14.

2_F)

MJPEG

H.264
1 Camera 1280x800 Y/Y 1/1 - Motion

Supported

by design
v3.5

CDB-

HFD828

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

CDB-

HFD828W

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

CDB-

KFD228

Refer to

TCP-KM265

(FW:

VKD2.1.24.

2_F)

H.265

H.264

MJPEG

1 Camera 1920x1080 Y/Y 1/1 - Motion
Supported

by design
v18.6

CDB-

KFD236

Refer to

TCP-KM265

(FW:

VKD2.1.24.

2_F)

H.265

H.264

MJPEG

1 Camera 1920x1080 Y/Y 1/1 - Motion
Supported

by design
v18.6

CDB-

MD602

Refer to

CDV-

MD602(VG2

.0.20_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v5.3



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

CDB-

MD605

Refer to

CDV-

MD602(VG2

.0.20_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v5.3

CDB-

MV1080F
VB1.0.32_F

H.264

MJPEG

MPEG4

1 Camera 1920x1080 N/N 1/1 - Motion None v2.14

CDB-

MV1080F-

H

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

CDB-

MV720F
VB1.0.28_F

MPEG4

MJPEG

H.264

1 Camera 1280x800 N/N 1/1 - Motion None v2.11

CDB-

MV720F-H

Refer to

TCP-

HDVB720-

H(VE2.0.20.

8)

MJPEG

H.264
1 Camera 1280x800 N/N - - Motion

Supported

by design
v4.1

CDB-T5

A1D-500-

V6.07.24-

NB

MJPEG

H.264
1

Fisheye

Camera
2592x1944 Y/Y 1/1 - Motion None v3.11

CDV-

10KV313

Refer to

TCP-

10KB313(A1

D-500-

V6.11.30-

NB)

H.264

MJPEG
1 Camera 3648x2736 Y/Y 1/1 - Motion

Supported

by design
v5.4

CDV-

2KM502

Refer to

TCP-KM265

(FW:

VKD2.1.24.

2_F)

H.265

H.264

MJPEG

1 Camera 1920x1080 Y/Y 1/1 - Motion
Supported

by design
v18.3



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

CDV-

2KM502S

Refer to

TCP-KM265

(FW:

VKD2.1.24.

2_F)

H.265

H.264

MJPEG

1 Camera 1920x1080 Y/Y 1/1 - Motion
Supported

by design
v18.6

CDV-

2M360
VB1.0.32_F

H.264

MJPEG

MPEG4

1
Fisheye

Camera
1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v2.15

CDV-3F828

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

CDV-

3V930
None

MJPEG

MPEG4
1 Camera 720x480 Y/N 1/1 - Motion

Supported

by design
v1.0

CDV-

3V930U
None

MJPEG

MPEG4
1 Camera 720x480 Y/N 1/1 - Motion

Supported

by design
v1.0

CDV-

3VM301
None

MJPEG

MPEG4
1 Camera 1280x1024 Y/N 1/1 - Motion

Supported

by design
v1.5

CDV-

3VM501

Refer to

TCP-

MH802(1.0.

46)

MJPEG

H.264
1 Camera 1600x1200 Y/Y 1/1 - Motion

Supported

by design
v3.5

CDV-

3VM800
VC1.0.06_F

MJPEG

H.264
1 Camera 1920x1080 Y/N 1/1 - Motion None v2.14



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

CDV-

3VM800-H

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

CDV-

3VM800-

H1

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

CDV-

3VM800H

Refer to

TCP-

KM265(VKD

2.1.24.2_F)

H.265

H.264

MJPEG

1 Camera 1920x1080 Y/Y 1/1 - Motion
Supported

by design
v18.7

CDV-

3VM800Z3

Refer to

TCP-

HDVB800Z3

(VC2.0.22.4

)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v3.11

CDV-

3VM800Z4

2

VE2.0.23.10

_F

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion None v4.16

CDV-

3VM835

Refer to

TCP-

HDVB835

(VJ2.0.02)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
V4.6

CDV-

3VWD960
V1.0.16_F

MJPEG

H.264
1 Camera 720x576 Y/N 1/1 - Motion None v1.5

CDV-

3VWD960

H

None
MJPEG

H.264
1 Camera 720x576 Y/N 1/ - Motion

Supported

by design
v1.5



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

CDV-4F936

Refer to

TCP-

VM469Z42(

VH2.0.14.2_

F)

MJPEG

H.264
1 Camera 2688x1520 Y/Y 1/1 Zoom Motion

Supported

by design
v5.1

CDV-

4KM502

Refer to

TCP-

KM465(VK2.

0.11.0_F)

H.265

H.264

MJPEG

1 Camera 2592x1520 Y/Y 1/1 - Motion
Supported

by design
v4.11

CDV-

4KM502Z4

2

VK2.0.28.6_

F

H.265

H.264

MJPEG

1 Camera 2592x1520 Y/Y 1/1 Zoom Motion None v18.4

CDV-

4KM502Z4

2X

Refer to

CDV-

4KM502Z42

(FW:

VK2.0.28.6_

F)

H.265

H.264

MJPEG

1 Camera 2592x1520 Y/Y 1/1 Zoom Motion
Supported

by design
v18.4

CDV-

4KU801

Refer to

TCP-

4KU808(VH

2.0.0.12)

MJPEG

H.264
1 Camera 3840x2160 Y/Y 1/1 - Motion

Supported

by design
v4.12

CDV-

4VM501

Refer to

TCP-

VM469Z42(

VH2.0.14.2_

F)

MJPEG

H.264
1 Camera 2688x1520 Y/Y 1/1 Zoom Motion

Supported

by design
v5.1

CDV-

4VM501Z4

2

Refer to

TCP-

VM469Z42(

VH2.0.14.2_

F)

MJPEG

H.264
1 Camera 2688x1520 Y/Y 1/1 Zoom Motion

Supported

by design
v5.1

CDV-

5KM501

Refer to

CDV-

5KM501Z35

(VK2.0.23.0

_F)

MJPEG

H.264

H.265

1 Camera 2592x1944 Y/Y 1/1 Zoom Motion
Supported

by design
v5.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

CDV-

5KM501Z3

5

VK2.0.23.0

MJPEG

H.264

H.265

1 Camera 2592x1944 Y/Y 1/1 Zoom Motion None v5.0

CDV-

5VM501

Refer to

TCP-VM559

(VC2.0.26.6

_F)

MJPEG

H.264
1 Camera 2592x1944 Y/Y 1/1 - Motion

Supported

by design
v4.3

CDV-

5VM501G

Refer to

CDB-

5VM551G(V

H2.0.14.2_F

)

MJPEG

H.264
1 Camera 2592x1944 1/1 1/1 - Motion

Supported

by design
v5.2

CDV-

5VM501Z3
VC2.0.26.4

MJPEG

H.264
1 Camera 2592x1944 Y/Y 1/1 Zoom Motion None v3.12

CDV-

5VM501Z4

2

Refer

toTCP-

VM559Z42

(VC2.0.26.6

)

MJPEG

H.264
1 Camera 2592x1944 Y/Y 1/1 Zoom Motion

Supported

by design
v4.4

CDV-

8KP108
VKU1.2.4.59

H.265

H.264

MJPEG

1 Camera 2880x2160 Y/Y 1/1 - Motion
Supported

by design
v19.1

CDV-DT5

A1D-500-

V6.08.25-

NB

MJPEG

H.264
None

Fisheye

Camera
2592x1944 Y/N - - Motion None v3.11

CDV-

DT910IR

A1D-500-

V6.10.24-

NB

MJPEG

H.264
1

Fisheye

Camera
3648x2736 Y/N - - Motion None v4.13

CDV-

DT95IR

Refer to

CDV-

DT5(V6.08.

25-NB)

MJPEG

H.264
1

Fisheye

Camera
2592x1944 Y/N - - Motion

Supported

by design
v4.3



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

CDV-

MD602
VG2.0.20_F

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 - Motion None v5.3

CDV-

MD605

Refer to

CDV-

MD602(VG2

.0.20_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v5.3

CDV-

MFB2000D
2.03.16

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 - Motion None v3.5

CDV-

MV1080F-

H

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

CDV-P360 V1.0.40_F
MJPEG

H.264
1 Camera 1600x1200 Y/N 1/1 - Motion None v2.11

CDV-P360-

5
VC2.0.26.4

MJPEG

H.264
1

Fisheye

Camera
2592x1944 Y/Y 1/1 - Motion None v4.1

CDV-

VM2008T
01_C021

MJPEG

H.264

H.265

1 Camera 1920x1080 Y/Y 2/2

Pan

Tilt

Zoom

Motion None v4.12

EDH-02H V1.0.20_F
MJPEG

H.264
1 Camera 720x576 N/N 2/2

Pan

Tilt

Zoom

Motion None v1.10

EP-201 None
MJPEG

MPEG4
1 Camera 720x480 Y/N -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

EP-221 None
MJPEG

MPEG4
1 Camera 720x480 Y/N 1/0

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

EP-221DN None
MJPEG

MPEG4
1 Camera 720x480 Y/N -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

EP-601 None
MJPEG

MPEG4
1 Camera 720x480 Y/N -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

EP-601HW None
MJPEG

MPEG4
1 Camera 720x480 N/N -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.5

EP-908 None
MJPEG

MPEG4
1 Camera 720x480 Y/N -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

EP-908HW None
MJPEG

MPEG4
1 Camera 720x480 N/N -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.5

EP-936 None
MJPEG

MPEG4
1 Camera 720x480 Y/N -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

EP-936HW None
MJPEG

MPEG4
1 Camera 720x480 N/N -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.5

EP-

HTQ935
None

MJPEG

MPEG4
1 Camera 720x480 N/N -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.5



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

EP-

Q2018H-IP
None

MJPEG

H.264
1 Camera 720x576 Y/N 1/1 - Motion

Supported

by design
v1.5

EP-

Q2018HW-

IP

V1.0.8_F
MJPEG

H.264
1 Camera 720x576 Y/N 1/1 - Motion None v1.5

EP-

Q2026H-IP
None

MJPEG

H.264
1 Camera 720x576 Y/N 1/1 - Motion

Supported

by design
v1.5

EP-

Q2026HW-

IP

None
MJPEG

H.264
1 Camera 720x576 Y/N 1/1 - Motion

Supported

by design
v1.5

EP-

Q2036H-IP
None

MJPEG

H.264
1 Camera 720x576 Y/N 1/1 - Motion

Supported

by design
v1.5

EP-

Q2036HW-

IP

V1.0.46_F
MJPEG

H.264
1 Camera 720x576 Y/Y 1/1

Pan

Tilt

Zoom

Motion Test by link v3.7

MD-D1200 None
MPEG4

MJPEG
1 Camera 720x480 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v1.0

MD-D1322
V1.0.23.09_

F

MPEG4

MJPEG
1 Camera 1280x1024 Y/N 2/1

Pan

Tilt

Zoom

Motion None v2.6

MD-D1612 V1.0.16_F
MJPEG

H.264
1 Camera 720x576 Y/N 1/1

Pan

Tilt

Zoom

Motion None v1.5



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

MD-

D3622Q-H

VD1.0.12_0

4_F

H.264

MJPEG

MPEG4

1 Camera 1280x1024 Y/N 1/1

Pan

Tilt

Zoom

Motion None v3.0

SP-

HK2020C-

IP

Refer to SP-

HP2530AR-

IP(Onvif

v2.5.0

NVSS_V8.0.

5.20150609

)

H.264

MPEG4
1 Camera 1920x1080 Y/Y 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.4

SP-

HK2020CM

-IP

Refer to SP-

HP2530AR-

IP(Onvif

v2.5.0

NVSS_V8.0.

5.20150609

)

H.264

MPEG4
1 Camera 1920x1080 Y/Y 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.4

SP-

HK2028Q-

AIP

Refer to SP-

HP2530AR-

IP(Onvif

v2.5.0

NVSS_V8.0.

5.20150609

)

H.264

MPEG4
1 Camera 1920x1080 Y/Y 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.4

SP-

HK2033Q-

AIP

Refer to SP-

HP2530AR-

IP(Onvif

v2.5.0

NVSS_V8.0.

5.20150609

)

H.264

MPEG4
1 Camera 1920x1080 Y/Y 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.4

SP-

HK2033Q-

IP

Refer to SP-

HP2530AR-

IP(Onvif

v2.5.0

NVSS_V8.0.

5.20150609

)

H.264

MPEG4
1 Camera 1920x1080 Y/Y 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.4

SP-

HK204MP

Refer to SP-

HP2530AR-

IP(Onvif

v2.5.0

NVSS_V8.0.

5.20150609

)

H.264

MPEG4
1 Camera 1920x1080 Y/Y 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.4



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

SP-

HK2050R-

LA

Refer to SP-

HP2530AR-

IP(Onvif

v2.5.0

NVSS_V8.0.

5.20150609

)

H.264

MPEG4
1 Camera 1920x1080 Y/Y 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.4

SP-

HK2107IR-

IP

Refer to SP-

HK8020IR-

(IPVK1.0.24

.0_F)

MJPEG

H.264

H.265

1 Camera 1920x1080 Y/Y 4/1

Pan

Tilt

Zoom

Motion
Supported

by design
v5.10

SP-

HK3033Q-

AIP

Refer to SP-

HK3036R-

IP(NVSS-

V8.1.1.2015

0921)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.3

SP-

HK3033Q-

IP

Refer to SP-

HK3036R-

IP(NVSS-

V8.1.1.2015

0921)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v4.16

SP-

HK3036Q-

IP

Refer to SP-

HK3036R-

IP(NVSS-

V8.1.1.2015

0921)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v4.16

SP-

HK3036R-

AIP

Refer to SP-

HK3036R-

IP(NVSS-

V8.1.1.2015

0921)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v4.16

SP-

HK3036R-

IP

NVSS-

V8.1.1.2015

0921

MJPEG

H.264
1 Camera 2048x1536 Y/Y 8/2

Pan

Tilt

Zoom

Motion None v4.16

SP-

HK3303R-

IP

Refer to SP-

HK3036R-

IP(NVSS-

V8.1.1.2015

0921)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.3



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

SP-

HK5220R-

IP

Refer to SP-

HP2530AR-

IP(Onvif

v2.5.0

NVSS_V8.0.

5.20150609

)

H.264

MPEG4
1 Camera 1920x1080 Y/Y 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.4

SP-

HK5233R-

IP

Refer to SP-

HP2530AR-

IP(Onvif

v2.5.0

NVSS_V8.0.

5.20150609

)

H.264

MPEG4
1 Camera 1920x1080 Y/Y 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.4

SP-

HK6230SR-

AIP

Refer to SP-

HP2530AR-

IP(Onvif

v2.5.0

NVSS_V8.0.

5.20150609

)

H.264

MPEG4
1 Camera 1920x1080 Y/Y 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.4

SP-

HK6233R-

AIP

Refer to SP-

HP2530AR-

IP(Onvif

v2.5.0

NVSS_V8.0.

5.20150609

)

H.264

MPEG4
1 Camera 1920x1080 Y/Y 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.4

SP-

HK6240SR-

AIP

Refer to SP-

HP2530AR-

IP(Onvif

v2.5.0

NVSS_V8.0.

5.20150609

)

H.264

MPEG4
1 Camera 1920x1080 Y/Y 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.4

SP-

HK6333R-

AIP

Refer to SP-

HK3036R-

IP(NVSS-

V8.1.1.2015

0921)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.3

SP-

HK6340R-

AIP

Refer to SP-

HK3036R-

IP(NVSS-

V8.1.1.2015

0921)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v5.3



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

SP-

HK8020IR-

IP

VK1.0.24.0_

F

MJPEG

H.264

H.265

1 Camera 1920x1080 Y/Y 4/1

Pan

Tilt

Zoom

Motion None v5.10

SP-

HK8030IR-

IP

Refer to SP-

HK8020IR-

IP(VK1.0.24

.0_F)

MJPEG

H.264

H.265

1 Camera 1920x1080 Y/Y 4/1

Pan

Tilt

Zoom

Motion
Supported

by design
v5.10

SP-

HK8120H-

IP

Refer to SP-

HK8020IR-

IP(VK1.0.24

.0_F)

MJPEG

H.264

H.265

1 Camera 1920x1080 Y/Y 4/1

Pan

Tilt

Zoom

Motion
Supported

by design
v5.10

SP-

HK8120Q-

IP

Refer to SP-

HK8020IR-

IP(VK1.0.24

.0_F)

MJPEG

H.264

H.265

1 Camera 1920x1080 Y/Y 4/1

Pan

Tilt

Zoom

Motion
Supported

by design
v5.10

SP-

HP2013C-

IP

onvif_v2.4.2

_20150327

MJPEG

H.264
1 Camera 1280x960 Y/N 1/1

Pan

Tilt

Zoom

Motion None v4.1

SP-

HP2020C-

IP

onvif_v2.4.0

_20141027

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v4.1

SP-

HP2020CM

-IP

Refer to SP-

HP2020C-IP

(onvif_v2.4.

0_20141027

)

MJPEG

H.264
1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.1

SP-

HP2020Q-

IP

Refer to SP-

HP2330Q-

IP(onvif_v2.

3.1_201309

22)

MJPEG

H.264
1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.8



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

SP-

HP2030CM

-IP

Refer to SP-

HP2020C-IP

(onvif_v2.4.

0_20141027

)

MJPEG

H.264
1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.1

SP-

HP2030Q-

IP

Refer to SP-

HP2020C-IP

(onvif_v2.4.

0_20141027

)

MJPEG

H.264
1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.1

SP-

HP2030SR-

IP

 

onvif_v2.5.0

H.264

MJPEG
1 Camera 1920x1080 Y/N 8/2

Pan

Tilt

Zoom

Motion None v4.12

SP-

HP2040SR-

IP

Refer to SP-

HP2030SR-

IP(onvif_v2.

5.0)

H.264

MJPEG
1 Camera 1920x1080 Y/N 8/2

Pan

Tilt

Zoom

Motion
Supported

by design
v4.12

SP-

HP2313C-

IP

Refer to SP-

HP2313C-

IP(onvif_v2.

4.2_201503

27)

MJPEG

H.264
1 Camera 1280x960 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.1

SP-

HP2320C-

IP

Refer to SP-

HP2020C-IP

(onvif_v2.4.

0_20141027

)

MJPEG

H.264
1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.1

SP-

HP2330C-

IP

Refer to SP-

HP2020C-IP

(onvif_v2.4.

0_20141027

)

MJPEG

H.264
1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.1



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

SP-

HP2330Q-

IP

Refer to SP-

HP2020C-IP

(onvif_v2.4.

0_20141027

)

MJPEG

H.264
1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.1

SP-

HP2336Q-

IP

Refer to SP-

HP2020C-IP

(onvif_v2.4.

0_20141027

)

MJPEG

H.264
1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.1

SP-

HP2530AR

-IP

NVSS_V8.0.

5.20150609

MJPEG

H.264
1 Camera 1920x1080 Y/Y 8/2

Pan

Tilt

Zoom

Motion None v4.15

SP-

HP2620CP-

IP

Refer to SP-

HP2020C-IP

(onvif_v2.4.

0_20141027

)

MJPEG

H.264
1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.1

SP-

HP4833-IP

A1D-500-

V6.09.44-

NB

H.264

MJPEG
1 Camera 2688x1520 Y/Y 4/2

Pan

Tilt

Zoom

Motion None v4.7

SP-

PTIR736A-

IP

Refer to

EP-

Q2036HW-

IP(V1.0.46_

F)

H.264

MJPEG
1 Camera 720x576 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.4

SP-

PTIR736B-

IP

Refer to

EP-

Q2036HW-

IP(V1.0.46_

F)

H.264

MJPEG
1 Camera 720x576 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.4

SP-

PTIR737-

IP

V1.0.16_F
H.264

MJPEG
1 Camera 720x576 Y/Y 1/1 - Motion None v1.5



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

SP-

PTIR737-

LA-IP

None
H.264

MJPEG
1 Camera 720x480 Y/N -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.10

TCMA-99 None
MJPEG

MPEG4
1 Camera 1280x1024 Y/N 1/1 - Motion

Supported

by design
v1.5

TCMP-99 None
MJPEG

MPEG4
1 Camera 640x480 Y/N 1/1 - Motion

Supported

by design
v1.5

TCP-

10KB313

A1D-500-

V6.11.30-

NB

H.264

MJPEG
1 Camera 3648x2736 Y/Y 1/1 - Motion None v5.4

TCP-

1200AV
V1.0.26_F

MJPEG

H.264
1 Camera 640x480 Y/N - - Motion None v1.12

TCP-

1300AM
V1.0.26_F

MJPEG

H.264
1 Camera 1280x1024 Y/N - - Motion None v1.12

TCP-

2200AM-H

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/N 1/1 Zoom Motion

Supported

by design
v5.0

TCP-

2700AM
V1.0.30_F

MJPEG

H.264
1 Camera 1600x1200 Y/N - - - None v3.3

TCP-

2700AM-W

Refer to

CDB-

720VIR-

H(VE2.0.14.

4)

MJPEG

H.264
1 Camera 1280x800 Y/Y 1/1 - Motion

Supported

by design
v3.5



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

TCP-

2800AM

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

TCP-

336AM
VB1.0.40_F

H.264

MJPEG

MPEG4

1 Camera 2032x1536 Y/Y 1/1 - Motion None v2.20

TCP-

4KU808

VH2.0.0.12_

F

MJPEG

H.264
1 Camera 3840x2160 Y/Y 1/1 - Motion None v4.12

TCP-

670DNU
None

MPEG4

MJPEG
1 Camera 720x480 Y/N 2/2 - Motion

Supported

by design
v1.0

TCP-

680DNU
None

MPEG4

MJPEG
1 Camera 720x480 Y/N 2/2 - Motion

Supported

by design
v1.0

TCP-690 None
MPEG4

MJPEG
1 Camera 720x480 Y/N 2/2 - Motion

Supported

by design
v1.0

TCP-

690DN
None

MPEG4

MJPEG
1 Camera 720x480 Y/N 2/2 - Motion

Supported

by design
v1.0

TCP-690U V3.2.60_F
MPEG4

MJPEG
1 Camera 720x480 Y/N 2/2 - Motion None v1.0

TCP-B365K

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

TCP-BF108

Refer to

TCP-

HDVB720-

H(VE2.0.20.

8)

MJPEG

H.264
1 Camera 1280x800 N/N - - Motion

Supported

by design
v4.1

TCP-

BF1080

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

TCP-BF128

Refer to

TCP-

HDVB720-

H(VE2.0.20.

8)

MJPEG

H.264
1 Camera 1280x800 N/N 1/1 - Motion

Supported

by design
v4.1

TCP-BF208

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

TCP-BF428

Refer to

TCP-

VM469Z42(

VH2.0.14.2_

F)

MJPEG

H.264
1 Camera 2688x1520 Y/Y 1/1 Zoom Motion

Supported

by design
v5.1

TCP-

BF728IR

Refer to

CDB-

720VIR-

H(VE2.0.14.

2_F)

MJPEG

H.264
1 Camera 1280x800 Y/Y 1/1 - Motion

Supported

by design
v3.5

TCP-

BF828IR

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

TCP-

HDVB110

Refer to

TCP-

HDVB720-

H(VE2.0.20.

8)

MJPEG

H.264
1 Cmaera 1280x800 N/N 1/1 - Motion

Supported

by design
v4.1



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

TCP-

HDVB180

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

TCP-

HDVB720-

H

VE2.0.20.8_

F(Same as

VE2.0.20.8)

MJPEG

H.264
1 Camera 1280x800 N/N - - Motion None v4.1

TCP-

HDVB720P
V1.0.20_F

H.264

MPEG4

MJPEG

1 Camera 1280x800 N/N 1/1 - Motion None v2.6

TCP-

HDVB800-

H

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

TCP-

HDVB800-

H1

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

TCP-

HDVB800H

Refer to

TCP-

KM265(VKD

2.1.24.2_F)

H.265

H.264

MJPEG

1 Camera 1920x1080 Y/Y 1/1 - Motion
Supported

by design
v18.7

TCP-

HDVB800Z

3

VC2.0.22.4_

F

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion None v3.8

TCP-

HDVB800Z

42

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

TCP-

HDVB801
None

H.264

MPEG4

MJPEG

1 Camera 1920x1080 Y/N 1/1 - - None v2.6

TCP-

HDVB835
VJ2.0.02_F

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 - Motion None v4.12

TCP-

HFB1080D
2.03.10

H.264

MPEG4
1 Camera 1920x1080 N/N - - Motion None v2.19

TCP-

HFB720
VB1.0.28_F

H.264

MPEG4

MJPEG

1 Camera 1280x800 N/N - - Motion None v2.11

TCP-

HFB720-H

Refer to

TCP-

HDVB720-H

(VE2.0.20.8

)

MJPEG

H.264
1 Camera 1280x800 N/N - - Motion

Supported

by design
v4.1

TCP-

HP1080
VC1.0.06_F

H.264

MJPEG
1 Camera 1920x1080 Y/N 1/1 - Motion None v2.14

TCP-

HP1080-H

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

TCP-

HP1080H

Refer to

TCP-

KM265(VKD

2.1.24.2_F)

H.265

H.264

MJPEG

1 Camera 1920x1080 Y/Y 1/1 - Motion
Supported

by design
v18.7

TCP-

HP1080WI
None

H.264

MPEG4

MJPEG

1 Camera 1920x1080 Y/N 1/1 - - None v2.6



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

TCP-HP930 None
MPEG4

MJPEG
1 Camera 720x480 Y/N 2/2 - Motion

Supported

by design
v1.0

TCP-

HP930U
None

MPEG4

MJPEG
1 Camera 720x480 Y/N 2/2 - Motion

Supported

by design
v1.0

TCP-

HVB3100D

Refer to

ACM-

V3103(2.03.

23A)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

TCP-

HVB3105D

Refer to

ACM-

V3103(2.03.

23A)

MJPEG

H.264
1 Camera 2048x1536 Y/Y 2/1 Zoom Motion

Supported

by design
v3.13

TCP-

IPWD690
None

MJPEG

MPEG4
1 Camera 720x480 Y/N 2/2 - Motion

Supported

by design
v1.5

TCP-

IPWD700D

N

V1.0.16_F
MJPEG

H.264
1 Camera 720x576 Y/N 1/1 - Motion None v1.5

TCP-

IR590-

WD30

V1.0.20_F
MJPEG

H.264
1 Camera 720x576 Y/N 1/1 None Motion None v1.10

TCP-

IR590-

WD50

Refer to

TCP-IR590-

WD30(V1.0.

20_F)

MJPEG

H.264
1 Camera 720x576 Y/N 1/1 - Motion

Supported

by design
v1.10

TCP-

IRH4080-

70

VKD2.1.28_

F

H.265

H.264

MJPEG

1 Camera 1920x1080 Y/Y 1/1 Zoom Motion None v19.6



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

TCP-

IRH5030C
V1.0.20_F

MJPEG

H.264
1 Camera 1600x1200 Y/Y 1/1 - Motion None v1.10

TCP-

IRH5040C

Refer to

TCP-

MH802(1.0.

46)

MJPEG

H.264
1 Camera 1600x1200 Y/Y 1/1 - Motion

Supported

by design
v3.5

TCP-

IRH5080-

50

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

TCP-

IRH5080-

70

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

TCP-

IRH5080W

-50

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

TCP-

IRH5080W

-70

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

TCP-

IRV540
None

MJPEG

MPEG4
1 Camera 720x480 N/N - - Motion

Supported

by design
v1.5

TCP-

IRV560
None

MJPEG

MPEG4
1 Camera 720x480 N/N 1/1 - Motion

Supported

by design
v1.5



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

TCP-KB436

FW

VK2.0.28.6_

F

H.265

H.264

MJPEG

1 Camera 2592x1519 Y/Y 1/1 Zoom Motion
Supported

by design
v18.9

TCP-

KM265

Refer to

TCP-KM265

(FW:

VKD2.1.24.

2_F)

H.265

H.264

MJPEG

1 Camera 1920x1080 Y/Y 1/1 - Motion None v18.3

TCP-

KM265S

VKD2.1.24.

2_F

H.265

H.264

MJPEG

1 Camera 1920x1080 Y/Y 1/1 - Motion
Supported

by design
v18.6

TCP-

KM465

VK2.0.11.0_

F

H.264

H.265

MJPEG

1 Camera 2592x1520 Y/Y 1/1 - Motion None v4.11

TCP-

KM470Z10

VK2.0.26.0_

F

H.265

H.264

MJPEG

1 Camera 2592x1520 Y/Y 1/1 Zoom Motion None v5.6

TCP-

KM559

Refer to

CDV-

5KM501Z35

(VK2.0.23.0

_F)

MJPEG

H.264

H.265

1 Camera 2592x1944 Y/Y 1/1 Zoom Motion
Supported

by design
v5.0

TCP-

KM559Z35

Refer to

CDV-

5KM501Z35

(VK2.0.23.0

_F)

MJPEG

H.264

H.265

1 Camera 2592x1944 Y/Y 1/1 Zoom Motion
Supported

by design
v5.0

TCP-

KZ262S

Refer to

TCP-KM265

(FW:

VKD2.1.24.

2_F)

H.265

H.264

MJPEG

1 Camera 1920x1080 Y/Y 1/1 - Motion
Supported

by design
v18.6



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

TCP-KZ462

Refer to

TCP-

KM465(VK2.

0.11.0_F)

H.264

H.265

MJPEG

1 Camera 2592x1520 Y/Y 1/1 - Motion
Supported

by design
v4.11

TCP-

M360K

Refer to

CDV-

3VM800Z42

(VE2.0.23.1

0_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v5.0

TCP-

M912DN
V1.2.28_F

MPEG4

MJPEG
1 Camera 1280x1024 Y/N 2/2 - Motion None v1.0

TCP-

MB602

Refer to

CDV-

MD602(VG2

.0.20_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v5.3

TCP-

MB605

Refer to

CDV-

MD602(VG2

.0.20_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v5.3

TCP-

MB685

Refer to

CDV-

MD602(VG2

.0.20_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v5.3

TCP-

MH802
None

MJPEG

H.264
1 Camera 1600x1200 Y/N 1/1 - Motion

Supported

by design
v3.5

TCP-

MH859

Refer to

TCP-VM559

(VC2.0.26.6

_F)

MJPEG

H.264
1 Camera 2592x1944 Y/Y 1/1 - Motion

Supported

by design
v4.3

TCP-

MH859G

Refer to

CDB-

5VM551G(V

H2.0.14.2_F

)

MJPEG

H.264
1 Camera 2592x1944 Y/Y 1/1 - Motion

Supported

by design
v5.2



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

TCP-MZ602

Refer to

CDV-

MD602(VG2

.0.20_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v5.3

TCP-MZ605

Refer to

CDV-

MD602(VG2

.0.20_F)

MJPEG

H.264
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v5.3

TCP-

VM2008T
01_C021

H.265

H.264

MJPEG

1 Camera 1920x1080 Y/Y 2/2

Pan

Tilt

Zoom

Motion None v4.12

TCP-

VM201
None

MJPEG

MPEG4
1 Camera 1280x1024 N/N - - Motion

Supported

by design
v1.5

TCP-

VM2210
3.1.0.0

MJPEG

MPEG4

H.264

1 Camera 1920x1080 Y/Y 1/0

Pan

Tilt

Zoom

Motion None v4.12

TCP-

VM2818

Refer to

TCP-

VM2210(3.1

.0.0)

MJPEG

MPEG4

H.264

1 Camera 1920x1080 Y/N 1/0

Pan

Tilt

Zoom

Motion
Supported

by design
v4.13

TCP-

VM2833

Refer to

TCP-

VM2210(3.1

.0.0)

MJPEG

MPEG4

H.264

1 Camera 1920x1080 Y/N 1/0

Pan

Tilt

Zoom

Motion
Supported

by design
v4.13

TCP-

VM359
VC1.0.16_F

H.264

MJPEG
1 Camera 2048x1536 Y/N 1/1 - Motion None v2.14

TCP-

VM469

Refer to

TCP-

VM469Z42(

VH2.0.14.2_

F)

MJPEG

H.264
1 Camera 2688x1520 Y/Y 1/1 Zoom Motion

Supported

by design
v5.1



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

TCP-

VM469Z42

VH2.0.14.2_

F.B6

MJPEG

H.264
1 Camera 1600x1200 Y/Y 1/1 Zoom Motion None v5.1

TCP-

VM501

Refer to

TCP-

MH802(1.0.

46)

MJPEG

H.264
1 Camera 1600x1200 Y/Y 1/1 - Motion

Supported

by design
v3.5

TCP-

VM559

VC2.0.26.6_

F

MJPEG

H.264
1 Camera 2592x1944 Y/Y 1/1 - Motion None v4.3

TCP-

VM559G

Refer to

CDV-

5VM501Z3(

VE2.0.26.4)

MJPEG

H.264
1 Camera 2592x1944 Y/Y 1/1 Zoom Motion

Supported

by design
v3.12

TCP-

VM559Z3

Refer to

CDB-

5VM551G(V

H2.0.14.2_F

)

MJPEG

H.264
1 Camera 2592x1944 Y/Y 1/1 - Motion

Supported

by design
v5.2

TCP-

VM559Z42
VC2.0.26.6

MJPEG

H.264
1 Camera 2592x1944 Y/Y 1/1 Zoom Motion None v4.4

WB-

8211SD
None

MPEG4

MJPEG
1 Camera 720x480 Y/N 2/4 - Motion

Supported

by design
v1.0

WB-

8211SDU
None

MPEG4

MJPEG
1 Camera 720x480 Y/N 2/4 - Motion

Supported

by design
v1.0

WB-8411 None
MPEG4

MJPEG
4 Camera 720x480 Y/N 4/1 - Motion

Supported

by design
v1.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Fine

WB-8412 V2.2.26_F
MPEG4

MJPEG
4

Video

Server
688x448 Y/N 4/4

Pan

Tilt

Zoom

Motion None v1.0

WB-H811 V1.0.44_F
MJPEG

H.264
1

Video

Sever
720x576 Y/Y 2/2

Pan

Tilt

Zoom

Motion None v3.9

WB-H814 V1.0.82_F
MJPEG

H.264
4

Video

Sever
720x576 Y/Y 4/4

Pan

Tilt

Zoom

Motion None v3.10

WB-HB01
VH2.0.18.0_

F

MJPEG

H.264
1

Video

Server
960x480 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v5.7

WB-HB04 V1.0.0.8.F
MJPEG

H.264
4

Video

Sever
1920x1080 Y/Y 2/1

Pan

Tilt

Zoom

Motion None v5.8

WB-HB08 V1.0.0.10_F
H.264

MJPEG
1

Video

Server
1920x1080 Y/Y 2/1

Pan

Tilt

Zoom

Motion None v18.5



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

FC-309

Refer to FC-

348-NTSC

(BU1.2)

H.264

MJPEG

MPEG4

1 Camera 720x480 N/N - Zoom Motion
Supported

by design
v3.10

FC-313

Refer to FC-

348-NTSC

(BU1.2)

H.264

MJPEG

MPEG4

1 Camera 720x480 N/N - Zoom Motion
Supported

by design
v3.10

FC-324

Refer to FC-

348-NTSC

(BU1.2)

H.264

MJPEG

MPEG4

1 Camera 720x480 N/N - Zoom Motion
Supported

by design
v3.10

FC-324S

Refer to FC-

348-NTSC

(BU1.2)

H.264

MJPEG

MPEG4

1 Camera 720x480 N/N - Zoom Motion
Supported

by design
v3.10

FC-334

Refer to FC-

348-NTSC

(BU1.2)

H.264

MJPEG

MPEG4

1 Camera 720x480 N/N - Zoom Motion
Supported

by design
v3.10

FC-334S

Refer to FC-

348-NTSC

(BU1.2)

H.264

MJPEG

MPEG4

1 Camera 720x480 N/N - Zoom Motion
Supported

by design
v3.10

FC-348-

NTSC
BU 1.2

H.264

MJPEG

MPEG4

1 Camera 720x480 N/N - Zoom Motion None v3.10

FC-363

Refer to FC-

348-NTSC

(BU1.2)

H.264

MJPEG

MPEG4

1 Camera 720x480 N/N 1/1 Zoom Motion
Supported

by design
v3.10

FC-618-R-

NTSC
BU 1.2

H.264

MJPEG

MPEG4

1 Camera 720x480 N/N - Zoom Motion None v3.10

Flir

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

Flir

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

FC-632S

Refer to FC-

618-NTSC

(BU 1.2)

H.264

MJPEG

MPEG4

1 Camera 720x480 N/N - Zoom Motion
Supported

by design
v3.10

FC-645S

Refer to FC-

618-NTSC

(BU 1.2)

H.264

MJPEG

MPEG4

1 Camera 720x480 N/N - Zoom Motion
Supported

by design
v3.10

FC-669S

Refer to FC-

618-NTSC

(BU 1.2)

H.264

MJPEG

MPEG4

1 Camera 720x480 N/N - Zoom Motion
Supported

by design
v3.10

FC-690S

Refer to FC-

618-NTSC

(BU 1.2)

H.264

MJPEG

MPEG4

1 Camera 720x480 N/N - Zoom Motion
Supported

by design
v3.10



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

ACD-

3VM501

Refer to

ACDV-

3VM501(V1.

0.26 )

H.264

MJPEG
1 Camera 1600x1200 N/N 1/1 - Motion

Supported

by design
v2.6

ACDV-

3VM501
None

H.264

MJPEG
1 Camera 1600x1200 N/N 1/1 - Motion

Supported

by design
v2.6

AEP-

Q2018H-IP
None

H.264

MJPEG
1 Camera 720x480 Y/Y -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.14

AEP-

Q2026HW-

IP

None
H.264

MJPEG
1 Camera 720x480 Y/Y -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.14

AEP-

Q2036HW-

IP

1.14.0.1
H.264

MJPEG
1 Camera 720x480 N/N -

Pan

Tilt

Zoom

Motion None v1.14

ASP-

PTIR737-

IP

None
H.264

MJPEG
1 Camera 720x576 Y/Y -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.14

ASP-

PTIR737-

LA-IP

None
H.264

MJPEG
1 Camera 720x576 Y/Y -

Pan

Tilt

Zoom

Motion
Supported

by design
v1.14

ATCP-

IRH5030C
None

H.264

MJPEG
1 Camera 1600x1200 Y/Y 1/1 - Motion

Supported

by design
v1.14

ATCP-

IRH5040C
None

H.264

MJPEG
1 Camera 1600x1200 N/N 1/1 - Motion

Supported

by design
v1.14

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Forenix



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Forenix

ATCP-

MH802
None

H.264

MJPEG
1 Camera 1600x1200 N/N 1/1 - Motion

Supported

by design
v1.14

ATCP-

MH802DN
None

H.264

MJPEG
1 Camera 1600x1200 N/N 1/1 - Motion

Supported

by design
v1.14

ATCP-

MH802DN/

WI

None
H.264

MJPEG
1 Camera 1600x1200 N/N 1/1 - Motion

Supported

by design
v1.14

ATCP-

MH802WI
None

H.264

MJPEG
1 Camera 1600x1200 N/N 1/1 - Motion

Supported

by design
v1.14

ATCP-

VM501
None

H.264

MJPEG
1 Camera 1600x1200 Y/Y 1/1 - Motion

Supported

by design
v1.14

AWB-H811 None
H.264

MJPEG
1 Camera 720x480 N/N 2/2

Pan

Tilt

Zoom

Motion
Supported

by design
v1.17

AWB-H814 None
H.264

MJPEG
1 Camera 720x576 N/N 4/4

Pan

Tilt

Zoom

Motion
Supported

by design
v1.17

B0100 None

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N 1/0 - Motion
Supported

by design
v1.14

B0202 V3.2.0.0

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion None v2.0



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Forenix

B1100 None

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N 1/0 - Motion
Supported

by design
v1.14

C1100 None

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N - - Motion
Supported

by design
v1.14

C1100-W None

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N - - Motion
Supported

by design
v1.14

C2002

Refer to

C2200(V3.2.

0.0)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v2.15

C2002-W

Refer to

C2200(V3.2.

0.0)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v2.15

C2100 None

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N - - Motion
Supported

by design
v1.14

C2200

Refer to

B0202(v3.2.

0.0)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v2.9

C2200-W

Refer to

B0202(v3.2.

0.0)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v2.9

D0100 None

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N - - Motion
Supported

by design
v1.14



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Forenix

D1100 None

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N 1/0 - Motion
Supported

by design
v1.14

D2000-FD3

Refer to

M40202-

DB03(v3.2.

0.0)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v2.15

D2000-

VD3

Refer to

M4202-

DB02(V3.2.

0.0)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v2.15

D2000-VP2

Refer to

M7202-

DB03(V3.2.

0.0)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v2.15

D2100 1.14.0.1

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N 1/0 - Motion None v1.14

FBS-

1300BL

Refer to

FBS-

1300BX(Ag

WT8130104

N20_14052

82B)

H.264 1 Camera 1280x1024 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.5

FBS-

1300BX

AgWT81301

04N20_140

5282B

H.264 1 Camera 1280x1024 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v3.5

FBS-

1300ID

Refer to

FBS-

1300BX(Ag

WT8130104

N20_14052

82B)

H.264 1 Camera 1280x1024 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.5



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Forenix

FBS-

1300IDR

Refer to

FBS-

1300BX(Ag

WT8130104

N20_14052

82B)

H.264 1 Camera 1280x1024 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.5

FBS-

1300MID

Refer to

FBS-

1300BX(Ag

WT8130104

N20_14052

82B)

H.264 1 Camera 1280x1024 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.5

FBS-

1300MVD

Refer to

FBS-

1300BX(Ag

WT8130104

N20_14052

82B)

H.264 1 Camera 1280x1024 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.5

FBS-

1300VD

Refer to

FBS-

1300BX(Ag

WT8130104

N20_14052

82B)

H.264 1 Camera 1280x1024 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.5

FBS-

1300VDR

Refer to

FBS-

1300BX(Ag

WT8130104

N20_14052

82B)

H.264 1 Camera 1280x1024 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.5

FBU-

200LWD

Refer to

FVD-

200(v3.3)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.15

FBU-

201LWD

Refer to

FBU-

200LWD(Ag

WT8200122

N06 V32

1401213F)

H.264 1 Camera 1920x1080 Y/Y 0/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.3

FBU-

300LWD

Refer to

FVD-

300LWD(Ag

WT8300036

N06 V32

1401214F)

H.264 1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.3



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Forenix

FBU-

301LWD

Refer to

FVD-

300LWD(Ag

WT8300036

N06 V32

1401214F)

H.264 1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.3

FBX-200 None

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1

Pan

Tilt

Zoom

Motion None v2.9

FBX-200CL

Refer to

FBU-

200LWD(Ag

WT8200122

N06 V32

1401213F)

H.264 1 Camera 1920x1080 Y/Y 0/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.3

FBX-

200LWD

Refer to

FBU-

200LWD(Ag

WT8200122

N06 V32

1401213F)

H.264 1 Camera 1920x1080 Y/Y 0/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.3

FBX-

300LWD

Refer to

FVD-

300LWD(Ag

WT8300036

N06 V32

1401214F)

H.264 1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.3

FBX-

300WD
None

H.264

MJPEG

MPEG4

1 Camera 2048x1536 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.9

FDM-200 None

H.264

MJPEG

MPEG4

1 Camera 2048x1536 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.9

FDM-

200LWD

Refer to

FBU-

200LWD(Ag

WT8200122

N06 V32

1401213F)

H.264 1 Camera 1920x1080 Y/Y 0/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.3



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Forenix

FDM-

300LWD

Refer to

FVD-

300LWD(Ag

WT8300036

N06 V32

1401214F)

H.264 1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.3

FDM-

300WD
None

H.264

MJPEG

MPEG4

1 Camera 2048x1536 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.9

FVD-200 None

H.264

MJPEG

MPEG4

1 Camera 2048x1536 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.9

FVD-

200LWD

Refer to

FBU-

200LWD(Ag

WT8200122

N06 V32

1401213F)

H.264 1 Camera 1920x1080 Y/Y 0/1

Pan

Tilt

Zoom

Motion
Supported

by design
v3.3

FVD-

300LWD

AgWT83000

36N06 V32

1401214F

H.264 1 Camera 2048x1536 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v3.3

FVD-

300WD
None

H.264

MJPEG

MPEG4

1 Camera 2048x1536 Y/N 1/1

Pan

Tilt

Zoom

Motion
Supported

by design
v2.9

GE-100-VS None

H.264

MJPEG

MPEG4

1 Camera 1280x800 Y/N - - Motion
Supported

by design
v1.17

IPB-

1080BL

Refer to

IPD-

1080CD(VC

1.0.22.6_TG

)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v3.6



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Forenix

IPB-

1080BM

Refer to

IPD-

1080CD(VC

1.0.22.6_TG

)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v3.6

IPB-1080E

Refer to

IPD-

1080MF(

VE1.0.22.6_

TG)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v4.12

IPB-

1080EL

Refer to

IPD-1080CD

(VC1.0.22.6

_TG)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v4.13

IPB-1080F

Refer to

NPB-

1080BMX-

M(VE1.0.24.

2_TG)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v4.16

IPB-

1080F28

Refer to

NPB-

1080BMX-

M(VE1.0.24.

2_TG)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v4.16

IPB-

1080WDR

Forenix_root

fs_VG1.0.20

_TG_20150

129_101057

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v4.1

IPB-

2265U-M

IPC_G6103-

B0011P11D

1809

H265

H264

MJPEG

1 Camera 1920x1080 Y/Y 1/1 Zoom Motion
Supported

by design
v19.3

IPB-

2265UF-E

IPC_G6103-

B0009P30D

1803

H265

H264

MJPEG

1 Camera 1920x1080 Y/Y 1/1 Zoom Motion
Supported

by design
v19.3



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Forenix

IPB-

4065BM

VK1.0.13.3_

TG

H.264

H.265

MJPEG

1 Camera 2592x1520 Y/Y 1/1 - Motion None v4.10

IPB-

4065DN

Refer to

IPB-

4065BM(VK

1.0.11.4)

H.264

H.265

MJPEG

1 Camera 2592x1520 Y/Y 1/1 - Motion
Supported

by design
v4.9

IPB-

8000BM

VH1.0.0.11_

TG

H.264

MJPEG
1 Camera 3840x2160 Y/Y 1/1 - Motion None v4.11

IPD-

1080CD

VC1.0.22.6_

TG

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion None v3.6

IPD-1080E

Refer to

IPD-

1080MF(

VE1.0.22.6_

TG)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v4.12

IPD-

1080KF

Refer to

NPB-

1080BMX-

M(VE1.0.24.

2_TG)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v4.16

IPD-

1080MF

Refer to

NPB-

1080BMX-

M(VE1.0.24.

2_TG)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v4.16

IPD-

1080WDR

Forenix_root

fs_VG1.0.20

_TG_20150

129_101057

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion None v4.1



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Forenix

IPD-

4065CD

Refer to

IPB-

4065BM(VK

1.0.11.4)

H.264

H.265

MJPEG

1 Camera 2592x1520 Y/Y 1/1 - Motion
Supported

by design
v4.9

IPD-

8000CD

Refer to

IPB-

8000BM(For

enix_8139_

VH1.0.0.11_

TG)

MJPEG

H.264
1 Camera 3840x2160 Y/Y 1/1 - Motion

Supported

by design
v4.11

IPM-1080F

Refer to

NPB-

1080BMX-

M(VE1.0.24.

2_TG)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v4.16

IPM-

1080RF

Refer to

NPB-

1080BMX-

M(VE1.0.24.

2_TG)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v4.16

IPT-1080F

Refer to

NPB-

1080BMX-

M(VE1.0.24.

2_TG)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v4.16

IPV-

1080CD

Refer to

IPD-

1080CD(VC

1.0.22.6_TG

)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v3.6

IPV-1080E

Refer to

IPD-

1080MF(

VE1.0.22.6_

TG)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v4.12

IPV-1080F

Refer to

NPB-

1080BMX-

M(VE1.0.24.

2_TG)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v4.16



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Forenix

IPV-

1080WDR

Refer to

IPD-

1080WDR(F

orenix_rootf

s_VG1.0.20

_TG_20150

129_101057

)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v4.1

IPV-

2365UF-E

IPC_G6103-

B0009P30D

1803

H265

H264

MJPEG

1 Camera 1920x1080 Y/Y 1/1 Zoom Motion
Supported

by design
v19.3

IPV-

4065CD

Refer to

IPB-

4065BM(VK

1.0.11.4)

H.264

H.265

MJPEG

1 Camera 2592x1520 Y/Y 1/1 - Motion
Supported

by design
v4.9

IPV-

6065CDS-

M

Refer to

NPV-

6065CDS-

M(VKU1.2.2

3.10_TG)

H265

H264

MJPEG

1 Camera 3072x2160 Y/Y 1/1 Zoom motion
Supported

by design
v19.12

IPV-

8000CD

Refer to

IPB-

8000BM(For

enix_8139_

VH1.0.0.11_

TG)

H.264

MJPEG
1 Camera 3840x2160 Y/Y 1/1 - Motion

Supported

by design
v4.11

IPX-

1080DN

Refer to

IPD-

1080CD(VC

1.0.22.6_TG

)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v3.6

IPX-1080E

Refer to

IPD-

1080MF(

VE1.0.22.6_

TG)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v4.12

IPX-

1080WDR

Refer to

IPD-

1080WDR(F

orenix_rootf

s_VG1.0.20

_TG_20150

129_101057

)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v4.1



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type

Max

Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Forenix

IPX-

4065DN

Refer to

IPB-

4065BM(VK

1.0.11.4)

H.264

H.265

MJPEG

1 Camera 2592x1520 Y/Y 1/1 - Motion
Supported

by design
v4.9

IPX-

8000DN

Refer to

IPB-

8000BM(For

enix_8139_

VH1.0.0.11_

TG)

H.264

MJPEG
1 Camera 3840x2160 Y/Y 1/1 - Motion

Supported

by design
v4.11

IPZB-

1000R
3.0.0.4

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v4.8

ISPD-2018

Refer to

ISPD-

2020(Foreni

x__VC1.0.3

01204_TG_

20150310_1

12618)

H.264

MJPEG
1 Camera 1920x1080 Y/N 4/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.1

ISPD-2020
VC1.0.3012

04_TG

H.264

MJPEG
1 Camera 1920x1080 Y/N 4/1

Pan

Tilt

Zoom

Motion
Supported

by design
v4.1

ISPD-

2065-20X

VK1.0.15.1_

TG

H.264

H.265

MJPEG

1 Camera 1920x1080 Y/Y 1/1

Pan

Tilt

Zoom

Motion None v4.13

ISPDII-

1312WD

AgWT81313

12N20_140

4185F

H.264 1 Camera 1280x1024 N/N -

Pan

Tilt

Zoom

Motion None v3.4

ISPDII-

3018WD

AgWT83030

18N20_140

5085E

H.264 1 Camera 2048x1536 N/N -

Pan

Tilt

Zoom

Motion None v3.4
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Name
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Firmware

Video

Format

Video

Ch

Device

Type
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Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Forenix

ISPDIII-

3010
0.1.4960M

H.264

MJPEG
1 Camera 2048x1536 Y/N 1/1

Pan

Tilt

Zoom

Motion None v3.8

M0202-

BH01

Refer to

B0202(v3.2.

0.0)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v2.9

M0202-

BH02

Refer to

B0202(v3.2.

0.0)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v2.9

M0202-

BH03

Refer to

B0202(v3.2.

0.0)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v2.9

M4202-

DB02

Refer to

B0202(v3.2.

0.0)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v2.9

M4202-

DB03

Refer to

B0202(v3.2.

0.0)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v2.9

M7202-

DB03

Refer to

B0202(v3.2.

0.0)

H.264

MJPEG

MPEG4

1 Camera 1920x1080 Y/N 1/1 - Motion
Supported

by design
v2.9

NPB-

1080BLX

Refer to

NPB-

1080BMX-

M(VE1.0.24.

2_TG)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v4.16

NPB-

1080BMX

Refer to

NPB-

1080BMX-

M(VE1.0.24.

2_TG)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion

Supported

by design
v4.16



Device

Name

Tested

Firmware

Video

Format

Video

Ch

Device

Type
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Resolution

Audio

-

in/out

I/O

Ch
PTZ

Edge

Feature
Remarks

DevicePac

k Version

-: not available on camera

Y: Support Function

N: Not Support Function

Remarks:

Supported by design: The covered model's spec is different from the delivered spec.

Test by link: Audio-in/out, I/O, Camera Serarch, Edge IVS event can not test via link.

For Edge IVS event:

Event type :  Motion, Record, Tampering, Tripwire, and Perimeter detection

Forenix

NPB-

1080BMX-

M

VE1.0.24.2_

TG

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 Zoom Motion None v4.16

NPB-

1080F28X

Refer to

NPD-

1080MFX(V

MB1.0.28_T

G)

H.264

MJPEG
1 Camera 1920x1080 Y/Y 1/1 - Motion

Supported

by design
v18.12

NPB-

2065BL

Refer to

NPB-

2065BM-

M(VQ1.0.23

.0_TG)

H.264

H.265

MJPEG

1 Camera 1920x1080 Y/Y 1/1 Zoom Motion
Supported

by design
v5.8

NPB-

2065BL-M

Refer to

NPB-

2065BM-

M(VQ1.0.23

.0_TG)

H.264

H.265

MJPEG

1 Camera 1920x1080 Y/Y 1/1 Zoom Motion
Supported

by design
v5.8

NPB-

2065BM

Refer to

NPB-

2065BM-

M(VQ1.0.23

.0_TG)

H.264

H.265

MJPEG

1 Camera 1920x1080 Y/Y 1/1 Zoom Motion
Supported

by design
v5.8

NPB-

2065BM-M

VQ1.0.23.0_

TG

H.264

H.265

MJPEG

1 Camera 1920x1080 Y/Y 1/1 Zoom Motion None v5.8

NPB-2065F

Refer to

NPB-

2065BL-

M(VQ1.0.23

.0_TG)

H.264

H.265

MJPEG

1 Camera 1920x1080 Y/Y 1/1 - Motion
Supported

by design
v5.8

NPB-

2065F28

Refer to

NPB-

2065BM-

M(VQ1.0.23

.0_TG)

H.264

H.265

MJPEG

1 Camera 1920x1080 Y/Y 1/1 Zoom Motion
Supported

by design
v5.8




